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ABSTRACT

In this dissertation, we set out to develop and implement a fast discrete-ordinate (SN ) trans-

port solver for Fast Neutron Reactors (FNRs) in the Polytechnique MontréalDRAGON 5

code. This entailed the investigation of various aspects of the resolution algorithm: the spa-

tial discretisation method, structured hexagonal resolution meshes, the synthetic acceleration

and the parallelisation over several processors. These arguably disjointed research areas came

together to make a cohesive whole in this goal (and solver).

It had been shown through a previous study that solvers based on theSN method are among

the most accurate for resolving FNRs. However, depending on the test case, they were also

about two to three orders of magnitude slower than solvers based on other deterministic

methods (Pn and SPn ) � although the latter were sometimes hundreds of pcm o� from the

the reference value. TheSN solvers used were based on the Discontinuous Galerkin Finite

Element Method (DGFEM), so for this reason, we began there.

DGFEM is a spatial discretisation method that is quite popular in neutron transport theory.

However, there had not been to date an eigenvalue problem comparison with the High Order

Diamond Di�erence (HODD) method, which was already present in the code. After having

implemented DGFEM using Legendre polynomials, we embarked on that. It was observed

that once each method had converged angularly and spatially (for each spatial discretisation

order), there was negligible di�erences between them. Moreover, linear DGFEM struggled

more if the computational mesh was not su�ciently re�ned, compared to linear HODD.

FNRs mostly are based on a hexagonal geometry. This meant that the solver, which had

essentially been developed to work with orthogonal grids, had to be modi�ed accordingly.

There are various ways of dealing with honeycomb meshes but after a review of the available

literature, a lozenge-based submeshing approach was carried out. This was elegant in its

implementation as an a�ne transformation of lozenges can yield square elements. This

implied strategic but minimal modi�cations to the existing code. We took the opportunity

to describe the implementation in detail as we found that to be quite lacking in the literature.

Subsequently, the acceleration of the code was explored through a synthetic acceleration.

While the latter usually predominantly features the di�usion equation at its core, we made

use of theDRAGON 5 SPn solver, discretised with the mixed-dual Raviart-Thomas (RT)

�nite elements, to give something we dubbed RT-SPnSA. Even though a prior study set up

the framework for this, the acceleration was widely unstable at higher polynomial orders in

the transport equation and with re�ective boundary conditions (b.c.). A correction approach
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where the zeroth moment correction is applied as a scaled fraction to the higher moments

proved to be very successful. This also allowed the use of the zeroth order of RT with

every order of the transport equation for minimum intensity. A novel approach to deal with

re�ective boundary conditions is also outlined in this work.

The use ofSPn allowed the testing of variable angular orders and anisotropic scattering

sources for the acceleration. We found that, while they helped to some extent for highly

anisotropic problems, nothing was as impactful as applying the acceleration every two or four

transport iterations. A Fourier Analysis (FA) of RT- SPnSA demonstrated that it was not

unconditionally stable, although it showed signs of stability that indicated partial consistency.

Ultimately, when tested on benchmarks that are more representative of real-world problems,

we found reduction in calculation times ranging from 60% (re�ective b.c.) to 80% (void b.c.).

Finally, increasingly available and powerful computational resources along with more ac-

cessible parallelisation strategies make High Performance Computing (HPC) an inevitable

solution to diminishing calculation times. In SN neutron transport, most parallelisation

strategies are based on the Koch-Baker-Alcou�e (KBA) algorithm or variations thereof. A

structured hexagonal mesh presents subtle di�erences with the Cartesian structured grid

that we outline in this document. This is mostly regarding the three-fold inter-connectivity

of hexagons and consequently, the distribution and �exibility in the amount of macrocells

in the hexagonal plane. We also describe the parallelisation strategy chosen, based on a

distribution of available processes over a virtual processor grid of octants, macrocells and

angles, using the Message Passing Interface (MPI) model. The implementation was done in

a separate library calledW YVERN , which is expected to become part of the mainDRAGON 5

code library at some point this year.

Even though the code is far from optimised at this point in time, we observed gains in compu-

tational times of up to 40� in Cartesian geometry and up to80� in hexagonal geometry, in

the benchmarks run. While we hypothesise that this di�erence might be due to the di�erence

in how the macrocells are distributed, more investigation is needed. Hybrid parallelisation

strategies should also be considered to extract the most out of the available hardware.

For now, having implemented all the methods and algorithms described, we simulated a

mock three-dimensional hexagonal Fast Breeder Reactor (FBR) core with thirty-three en-

ergy groups. With anS10 quadrature, this corresponded to6:23� 108 unknowns for a linear

DGFEM approximation and 4:99� 109 unknowns for cubic. Using a lower order (S2) calcula-

tion, the unaccelerated sequential run times were estimated at about29 hours and130days

respectively. UsingW YVERN on 154 cores, with RT-SPnSA, the calculations were brought

down to about 75 minutes and just over25 hours.



viii

RÉSUMÉ

Cette thèse avait comme but de départ le développement et l'implémentation d'un solveur

rapide d'ordonnées discrètes, ditSN , pour les Réacteurs à Neutrons Rapides (RNRs) dans

le codeDRAGON 5 de Polytechnique Montréal. Cela a entraîné une analyse et une étude de

plusieurs aspects de l'algorithme de résolution : la discrétisation spatiale, le maillage hexag-

onal structuré, l'accélération synthétique et la parallélisation du calcul sur plusieurs pro-

cesseurs. Chacune de ces quatre parties forme un morceau du puzzle qu'est cette recherche.

Une étude précédente avait démontré que les solveursSN étaient parmi les plus précis des

méthodes déterministes pour la modélisation des RNRs. Cependant, dépendant des cas de

�gures, ils pouvaient aussi être 100 à 1000 fois plus lents que d'autres solveurs déterministes.

Le désavantage de ces autres solveurs : ils étaient beaucoup moins précis, parfois de l'ordre

de plusieurs centaines de pcm du calcul référence Monte-Carlo.

Les solveursSN utilisés étaient tous basés sur la méthode des éléments �nis Discontinus de

Galerkin (DG) pour la discrétisation spatiale. On s'est donc amené à questionner l'importance

de cette méthode et l'avons implémenté dansDRAGON 5. Une autre discrétisation, le schéma

Di�érences Diamants (DD) d'ordre élevé, était aussi déjà implémentée dans le code. Puisqu'il

n'y avait pas eu de comparaison de ces deux méthodes sur des problèmes à valeurs propres,

on a creusé la question. On démontre qu'une fois les deux méthodes convergées spatialement

et angulairement, les di�érences en termes de pcm sont négligeables.

Le maillage hexagonal intervenant principalement pour les RNRs, cette fonctionnalité n'était

pas présente dansDRAGON 5. Une revue de la littérature a démontré plusieurs façons de

traiter le problème et on a choisi un sous-maillage des hexagones en losanges. Cette méthode,

élégante dans son approche, permet de retrouver des éléments orthogonaux en utilisant une

transformation a�ne. Les interventions sur le code étaient alors stratégiques mais minimales.

On a commencé à explorer l'accélération du calcul à travers l'utilisation d'une accélération

synthétique. Cette méthode, bien établie, emploie en général l'équation de di�usion. On

s'est attardé cependant dans cette thèse sur l'application du solveurSPn de DRAGON 5,

discrétisé avec les éléments �nis mixtes-duaux de Raviart-Thomas (RT). On baptise cette

accélération RT-SPnSA. Un travail préliminaire avait mis en place cette méthode mais elle

était très instable pour les ordres spatiaux élevés et les conditions frontières de ré�exion. Une

nouvelle technique impose la correction du �ux à travers des fractions mis à l'échelle pour

les moments supérieurs. Cela permet donc de coupler l'ordre RT-0 avec n'importe quel ordre

de l'équation du transport � ce qui diminue le coût. Cette méthode couplé avec une nouvelle
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technique de corriger les �ux aux bords s'est révélée être très e�cace.

L'équation SPn a aussi permis de tester des ordres angulaires et des sources de di�usion

anisotropes. Ces paramètres améliorent légèrement la qualité des résultats mais c'est l'usage

de l'accélération chaque deux à quatre itérations de transport qui a le meilleur résultat. On

présente aussi une analyse Fourier qui démontre que la méthode n'est pas stable incondition-

nellement même si elle démontre des signes de cohérence partielle. Testée sur des cas plus

réalistes, on observe des réductions de temps de calculs d'environ 60% à 80%.

Finalement, contexte actuel oblige, la diminution du temps de calcul à travers la paralléli-

sation sur plusieurs coeurs a été implémentée. La plupart des méthodes de parallélisation

emploient ou sont basées sur la stratégie Koch-Baker-Alcou�e (KBA). Un maillage hexagonal

présente des subtilités qui rendent le problème légèrement di�érent d'un maillage cartésien

structuré. Cela porte principalement sur l'inter-connectivité de trois entre les hexagones et

donc la distribution et �exibilité du nombre de macrocellules dans le plan hexagonal. On

décrit ainsi la méthode de parallélisation mise en place, qui est basée sur la distribution des

processeurs sur les octants, les macrocellules et les angles, en utilisant l'interface de pro-

grammation, �Message Passing Interface� (MPI). Cette implémentation a été faite dans une

librairie à part, qu'on a nomméW YVERN , et qui fera bientôt partie du codeDRAGON 5.

Même si le code est loin d'être optimisé, on observe des diminutions de temps de calcul

d'environ 40 à 80 fois, sur les benchmarks Takeda. La parallélisation semble mieux marcher

sur le maillage hexagonal et l'on postule que c'est peut-être dû à une distribution non-égale

des macrocellules mais de plus amples études sont nécessaires. Un modèle de parallélisation

hybride permettrait aussi de tirer davantage du potentiel de tous les processeurs.

Le développement de toutes ces méthodes permet la simulation du coeur d'un RNR �ctif

avec trente-trois groupes d'énergies. Avec une approximation DG cubique et une quadrature

S10, ce benchmark possède environ4:99� 109 degrés de liberté. On estime le temps de calcul

séquentiel non-accéléré à environ130 jours. L'utilisation de W YVERN avec RT-SPnSA sur

154 coeurs permet de réduire ce temps à environ25 heures.
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CHAPTER 1 INTRODUCTION

This chapter presents a brief historical account of nuclear energy as well as an outline

of the relevant nuclear reactors. While this might not be immediately pertinent to the

project, it serves to frame how and where this project hopes to contribute to making

a di�erence. Some prior nuclear and reactor physics is assumed; however, most of the

necessary concepts are recapitulated in Chapter 2. This chapter goes on to describe

the preceding study that directly provoked this work and sets forth the scope of this

dissertation. It then concludes by outlining the rest of the document.

1.1 Background History and Current Status of Nuclear Power

The neutron was discovered by James Chadwick ninety years ago, in 1932. From that point

on, things would progress rapidly. In 1934, Enrico Fermi used neutron bombardment to create

arti�cially radioactive nuclei, while also demonstrating that slow neutrons were more e�cient

for this purpose. In 1938, the term `nuclear �ssion' was coined by Otto Frisch after Otto

Hahn and his collaborators successfully fragmented the uranium nucleus into lighter nuclei.

In 1942 � a mere four years later, during the Manhattan project, the �rst human-made self-

sustaining chain reaction was set up in Chicago Pile-1 (CP-1).The �rst human-made nuclear

reactor had been invented.

Over the course of World War II and development of the atomic weapon, the West and

Soviet Union had acquired technologies that scientists realised could be used for commercial

electricity production.[1] Hence, after the war, focus very much shifted to that, especially

after President Eisenhower's �Atoms for Peace� speech to the UN General Assembly in 1953.

Over the '50s, '60s and '70s, the United States, Canada, Europe (mostly the United Kingdom

and France) and the Soviet Union concurrently would test out a number of ideas. The Soviet

Union built the �rst power plant intended for civil purposes in Obninsk in 1954. Lacking

access to enrichment technologies, the United Kingdom built a number of gas-cooled graphite-

moderated reactors using natural uranium. France took a similar approach before settling

on the now more classic design of Pressurised Water Reactors (PWRs) which are light-water-

cooled and light-water-moderated, and use enriched uranium. The latter had arisen from

signi�cant research done by the US Navy, initially meant to power submarines � water being

the easily-accessible commodity in that case. The US also developed the Boiling Water

Reactor (BWR). Canada went yet another route, using heavy water1 and natural uranium

1Heavy water is water, H2O, where the hydrogen atoms have an extra neutron in the nucleus.
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to power the CANada Deuterium Uranium (CANDU) reactors.

While as from the early `80s, the industry seemed to decline somewhat with many planned

reactors being cancelled and few new orders, the industry would pick up again in the late '90s

and early 2000s with the new wave of so-called third-generation reactors. These are similar

to the reactors mentioned so far in that they arethermal reactors too � albeit with much

improved designs in terms of safety and e�ciency. In thermal reactors, after neutrons are

produced during the �ssion process, they have to be slowed down � also calledmoderated�

before they are able to cause further �ssion and sustain a chain reaction. The termthermal

stems from the fact that neutrons need to lose energy to the point that they are in near

thermal equilibrium with uranium atoms. A brief overview of the inner workings of a nuclear

reactor is given in Sec. 1.2. However, speci�cs have been covered extensively in the literature

and will not be included in this thesis. We recommend the text in [2] and the references

therein for further reading. A handful of third-generation reactors are currently being built

in Europe and the US. However, the industry boomed in Asia, more speci�cally in China

and India. China alone has seventeen reactors currently under construction, all planned to

go into operation before 2027. The US, UK and France have only six combined. [3]

As we just discussed, so far, the reactors have all been thermal reactors. However, there is

another broad subset of nuclear reactors called Fast Neutron Reactors (FNRs). As the name

suggests, the aforementioned moderating e�ect is not at all desired in FNRs so as to keep

the neutrons at much higher energies. This leads to di�erences in design, coolant and fuel

composition amongst other things but therein lies the main di�erence. Experimental and

even commercial prototypes ofFNRs were also built (by most of the countries mentioned),

though much less extensively. In fact, the �rst ever �nuclear power plant� was an FNR; it

was the Experimental Breeder Reactor I (EBR-I) in Idaho in the US and powered four 200 W

bulbs on the 20th of December 1951. Water could not be used as a coolant because of its

moderating properties. Hence, a liquid metal mixture of NaK (sodium-potassium) was used.

Despite a partial core meltdown during a scheduled transient test where the main coolant �ow

was stopped, the results of subsequent testing were so overwhelmingly positive that a second

one, the EBR-II was built and started operations in 1964. This should have been followed by

the Integral Fast Reactor (IFR). However, for mostly political reasons, this was cancelled in

1994. A similar situation repeated itself in France with the Phenix and Superphenix reactors

in the '90s and early 2000s. In spite of these cancellations and shut-downs, the EBR and

Phenix series were both highly successful in their goals. Between them, they demonstrated

the feasibility of breeding more fuel, the use of liquid metal sodium as a coolant, the ability

to burn nuclear waste from thermal reactors and the possibility to operate safely.
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ASTRID, the Advanced Sodium Technological Reactor for Industrial Demonstration, was

a planned experimental demonstrator Sodium-cooled Fast Reactor (SFR) in France, with

an output of 100-200 MWe2. It subsequently became a partnered project between France,

Japan and the USA. Unfortunately, France inde�nitely shelved the project in 2019. However,

there de�nitely seems to be some corporate interest in the US again regarding FNRs. GE-

Hitachi (GEH) introduced the PRISM reactor, based on the EBR and IFR designs. It is a

compact modular SFR currently being marketed to the UK government as a way of burning

its stockpile of plutonium. GEH is also collaborating with a relatively new nuclear reactor

design company, TerraPower on theNatrium concept [4]. This utilises the PRISM reactor

coupled with a thermal storage system of molten salt. In this way, the reactor can always

operate at full capacity and provide the follow-through power from the thermal storage during

peak demand. They recently obtained a grant from the government and released plans for a

demonstration unit in Wyoming.

Another design currently being developed is one by Advanced Reactor Concepts (ARC) for a

fast sodium-cooled Small Modular Reactor (SMR) with an output of 100 MWe, also based on

the EBR-II. Back in March 2017, ARC and GEH agreed to pool their resources together to

collaborate on the design of this reactor. They were looking to deploy in Canada and started

the regulatory review process with the Canada Nuclear Safety Commission (CNSC). In 2019,

they successfully cleared Phase 1 of the preliminary review process and entered Phase 2. [5]

Just recently, in April 2022, they announced that they were able to raise funds from the

private sector and the province of New Brunswick. [6] This marks signi�cant progress for the

deployment of their SMR at the Point Lepreau Nuclear Generating Station (PLNGS) site,

owned by New Brunswick Power (NB Power).

There has also been signi�cant progress in the �eld of FNRs in the eastern hemisphere. The

Prototype Fast Breeder Reactor (PFBR), a fast reactor of 500 MWe, has been built in India.

It has, unfortunately, been plagued by delays and budget increases. Construction started in

2004 and it was initially supposed to be commissioned in 2010 but is now scheduled to go

fully operational only by the end of this year, 2022. [7] In China, the China Experimental

Fast Reactor (CEFR), rated at 20 MWe and located outside Beijing, �rst became critical

in 2010. It successfully maintained full operational power for three days in 2014 [8]. It is

assumed that it still operational now; not much information seems to be available. China

is also working on the China Fast Reactor 600 (CFR-600), a demonstrator reactor under

construction, expected to be connected to the grid in 2023. Japan currently only has the

J	oy	o experimental research SFR. The Monju reactor, a�icted by incidents, mismanagement

2MWe stands for `MegaWatt electric', where Watt is the SI unit of power and the term electric signi�es
that it is the actual amount of power output that has been successfully converted from thermal power.
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and negative public opinion was never a success, and closed down in 2016.

All that being said, Russia is perhaps the most successful with three operational FNRs and

two in construction. The BOR-60, an SFR, has been in operation since December 1969 and

had had its licence extended to 2020 [9]. It is unclear whether this has been extended again.

There is also the SFR BN-series: the BN-600 and its larger sibling, the BN-800, so named after

their nominal electrical power (600 MWe and 864 MWe). The former has been in operation

since 1980 and the latter achieved full power in August 2016. They are both connected to the

electrical grid. A third proposed reactor, the BN-1200, has now been shelved for decision until

the mid 2030s [10]. The two in construction are the BREST reactor, a pilot demonstrator

Lead-cooled Fast Reactor (LFR), and the MBIR, a multipurpose research reactor capable of

using lead, lead-bismuth mixture, sodium and gas as coolants.

It is perhaps impossible, however, to talk about FNRs without at least mentioning the

Generation IV International Forum (GIF). In 2001, through an e�ort of the US Department

of Energy, the international nuclear community convened to create this organisation. This

was in recognition of the potential that nuclear energy and advanced reactor designs held but

also the acknowledgement that it would take collaboration and cooperation to bring them

to fruition. After reviewing roughly a hundred concepts, six reactor designs were chosen to

focus research on. They would address a certain number of concerns: environmental and

economical sustainability, optimal usage of resources (ideally through a closed fuel cycle),

inherent design safety, and resistance against proliferation, amongst others. Six designs were

retained, these being the SFR, the SuperCritical Water-cooled Reactor (SCWR), the LFR,

the Gas-cooled Fast Reactor (GFR), the Molten Salt Reactor (MSR), and the Very High

Temperature Reactor (VHTR).[11, 12] The SFR is undoubtedly the one where the most

experience lies, and as we have seen, this is where countries seem to be pouring a lot of

attention. This particular research will focus on numerical and computational methods for

the modelling of the neutron distribution in SFRs � and PWRs too along the way.

1.2 Basic Concepts of Nuclear Reactors

The primary idea behind nuclear reactors is that they convert the energy released by �ssion

of heavy nuclei in the nuclear reactor core into electricity. These heavy nuclei can be elements

such as Uranium-235, Uranium-238 and Plutonium-2393 amongst others. The number after

the element is indicative of the total number of protons and neutrons in the nuclei of atoms.

For example, considering that the number of protons is a constant for elements � 92 in the

3These are oft abbreviated as U-235, U-238 and Pu-239.
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case of Uranium, Uranium-238 has 146 neutrons, three more than Uranium-235.

The �ssion reaction itself is induced by an incident neutron. This, upon collision with a

heavy nucleus (such as the aforementioned ones), has a certain probability of splitting it

into usually two daughter nuclei, as well as two or three additional neutrons and an average

energy of 200 MeV in the form of heat. This released heat is then carried away from the core

by a coolant. If this coolant is water, it can be turned into steam immediately and drive

conventional turbines to generate electricity. More often however, this coolant is enclosed in

a primary circuit, and there is an exchange of heat with a secondary circuit of water/steam

which runs the turbines.

The extra neutrons resulting from the �ssion process can then generate more �ssion reactions.

In time, this can set up a self-sustaining chain reaction. However, this depends entirely

on having the right conditions, amongst which are the type of reactor, its geometry, its

dimensions, and its fuel composition.

For example, if we consider the fuel, the isotope U-238 makes up for a much more substantial

proportion of naturally-occurring uranium, at around 99.3%. This and U-235, the other

isotope making up most of the rest, have vastly di�erentcross sectionsof neutron capture

and �ssion. The cross section � commonly denoted as� x with the subscript x indicative of

the type of interaction � can be understood as the probability of interaction. Fig. 1.1 shows

graphs of cross sections versus incident neutron energy for U-235 and U-238.

It can be seen that Uranium-235 has a much higher probability of �ssion at low energies.

Coupled with the fact that more uranium reserves (than were initially thought to exist) were

discovered, this pushed early reactor development towards thermal reactors. These slow

down the neutrons in a process calledmoderation, which is achieved through nearly-elastic

collisions with light nuclei, generally the hydrogen atoms in water molecules. At low energies

though, the probability of radiative capture4 also increases for both isotopes (as seen on

Fig. 1.1) as well as for the water that is usually being used as moderator. Because of this

complication, within an industrial-sized reactor, there will not be enough neutrons emitted

through �ssion to provide a self-sustaining reaction with natural uranium. As such, uranium

enriched in U-235 normally has to be used as fuel.

Today, the most common type of nuclear reactor around the world is the Pressurised Water

Reactor (PWR). These use slightly-enriched (2.0 - 5.0%) uranium dioxide pellets as fuel,

clad with a zirconium metal alloy (Zircaloy). Light water is used both as a moderator and a

coolant. PWRs also generally include two coolant loops to reduce the spread of radioactivity

4Radiative capture is a reaction where the incident neutron is captured by the nucleus and a gamma
photon is emitted, but no �ssion is induced.
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(a) U-235

(b) U-238

Figure 1.1 Plots of cross section against incident energy for the �ssion and radiative capture
reactions for Uranium-235 and Uranium-238. Data for plots obtained fromhttps://www.
nndc.bnl.gov/endf .
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within the system. The water in the primary loop stays liquid under high pressure while the

water in the second loop is turned into steam to drive the turbines.

Three other types of reactors are the Boiling Water Reactor (BWR), theVodo-Vodyanoi

Enyergeticheskiy Reaktor(VVER), and the CANada Deuterium Uranium (CANDU) reactor.

The �rst is very similar to PWRs, except that it consists of a single coolant loop where the

water is turned into steam in the reactor pressure vessel itself. The second is also very much

like PWRs but feature a hexagonal lattice and is surrounded by a heavy re�ector made of

stainless steel. VVERs are present in Russia but also India, Turkey, Bulgaria, Slovakia,

Finland and Ukraine, amongst other countries. There is a concern about supporting VVERs

in European countries for safety analyses and operation. CANDUs, on the other hand, use

natural uranium as fuel. To overcome the problem of the resulting lower neutron economy,

heavy water is used as moderator and coolant instead of light water. Since the hydrogen

already has an extra neutron, it has a much lower a�nity for neutron absorption.

In addition, as noted in the preceding section, on the opposite side of thermal reactors are

FNRs. These are designed to keep the neutrons at high energies and operate under these

conditions. If we look at Fig. 1.1 again, at high energies, we can see that while the absolute

probability of �ssion is lower, the relative probability taken with respect to the probability

of radiative capture is much higher. This is the case forboth uranium isotopes. And while

it is di�cult to maintain the neutrons at very high energies constantly, there can be much

more �ssion of Uranium-238 now, since the absolute probability of �ssion of U-238 is higher

than that of radiative capture. As an aside, many of the long-lived radioactive waste isotopes

have a similar behaviour. This is yet another advantage of FNRs in that they are able to

burn these as fuel and get much shorter-lived radioactive waste as as result.

On top of that, FNRs tend to have a better neutron economy than thermal reactors. This

means that overall, considering neutrons lost to capture, leakage and otherwise, it is possible

for more than one net neutron to result from each �ssion reaction. Hence, there are now

neutrons available tobreed more fuel. Put simply, one way of achieving this would be to turn

Uranium-238 into Uranium-239 via neutron capture and subsequently, into Plutonium-239

via two beta-decays5. This, coupled with the higher �ssion rate of Uranium-238 means that

FNRs make much more e�cient use of the fuel element (U-238) which is mostly unused in

thermal reactors, stretching the available uranium reserves available today that much further

into the future.

Another aspect that tends to be speci�c of FNRs � albeit not exclusively: fore.g., VVERs

5A beta-decay (or � -decay) is a radioactive process whereby a neutron spontaneously undergoes a trans-
formation into a proton accompanied by the emission of an energetic electron (� particle) and an antineutrino.
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too � is the hexagonal design of the reactor fuel pins. For FNRs at least, this is a direct

consequence of requiring the �ssion reactions to occur at high energies. Indeed, for a planar

geometry, hexagons are the best polygons when it comes to packing [13] as e�ciently and

as closely as possible6. If neutrons are able to cause �ssion reactions soon after being born,

they would have lost as little energy as conceivable. This is why it is desirable and important

to have the fuel pins well packed. For this reason, FNR fuel pins are hexagonal, arranged in

a honeycomb pattern, and ultimately the reactor core tends to be in the same shape too.7

Also, again because of the need to maintain the neutrons at high velocities, water cannot

be used to siphon heat away from the fuel in FNRs. For that reason, liquid metal or liquid

metal alloys are used. These moderate much less and have better heat transfer properties

than water, as well as contribute to passive safety features by allowing for natural circulation

of heat in accident scenarios.

Unfortunately, this can also be a drawback. An SFR reactor for example uses liquid sodium.

This requires exotic materials for the piping and containment, not to mention the fact that

sodium spontaneously catches �re when exposed to air. Other drawbacks include shorter

timescales because of fewer delayed neutrons leading to a higher level of unpredictability; a

positive void coe�cient for the coolant; a higher �ssile load required for start-up; and much

less experience in operation reactor-years compared to thermal reactors.

1.3 Scope of Research Project

The modern study and safe operation of a nuclear reactor, whether thermal or fast, relies

on the computational simulation of its reactor core and power distribution. Accurately rep-

resenting the growth and distribution of the neutron population is key since neutrons are

the direct cause of �ssion � and hence, release of energy. In fact, the mathematical mod-

elling of neutral particle steady-state transport relies on the representation of movement of

these particles in a six-dimensional phase space8 as in�uenced by their interaction with un-

derlying materials. This can be described by theBoltzmann Transport Equation (BTE), a

linear balance equation. Fast and accurate solutions to the BTE are central to the safe con-

trolled operation of Nuclear Power Plants (NPPs). Owing to the complexity of the equation,

computer simulations are always employed to solve the equation in real-world scenarios.

6While this was �rst postulated as far as back as 36 BC, it was only proven in 1999 by Hales [13].
Regardless of the proof, this was a well-accepted statement that saw widespread use in industry after taking
inspiration from nature [14].

7As an aside, thermal reactors usually have a square-ish design because of the need to moderate the
neutrons in between its birth and subsequent collision with a fuel nuclei. Therefore, in this case, some
distance is a desirable feature.

8In steady-state, these are space (3 degrees of freedom (d.o.f.)), energy (1 d.o.f.), and direction (2 d.o.f.).
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Numerous solvers and codes currently exist to solve the BTE. However, these were mostly

built and optimised with thermal reactors in mind. Fast reactors, as we have just seen, have

important di�erences � the neutron energy spectrum for one of course, but also the design of

the core and the layout of the various components inside it. Of course, with the right data

set, one could expect that the numerical methods that are the backbone of these solvers,

should also work well for fast reactors. That said, it is known that numerical methods can

be quite �ckle in that respect. And even if they do work well, the question was also one of

their performance, in terms of accuracy, speed, and e�ciency.

This is exactly what a previous study by Bay [15], endeavoured to quantify in 2013. They

had access to several French software as well as the Polytechnique Montréal in-house code,

DRAGON 5/ DONJON 5. Some of them had similarities in between them, which made it useful

for comparison purposes to ensure that results were consistent across di�erent solvers. Bay

compared these solvers in their ability to accurately model a small SFR core for an eigenvalue

problem � more on that in Chap. 2. The benchmarks were based on the Takeda Model 4 [16]:

the original benchmark as well as one with modi�cations to more closely resemble the CFV9

variant [17] of the ASTRID reactor core. These solvers and their respective code or platform

wereT RIVAC 5/ DONJON 5; SNATCH / PARIS ; V ARIANT / ERANOS ; M INARET / A POLLO 3;

and M INOS / A POLLO 3. [15, 18, 19, 20, 21]

The speci�cs of each solver are not really important for this discussion. What is, however,

are Bay's results. They found that solvers based on the discrete ordinates (SN )10 method

were overall much more accurate than bothPn and SPn
10 solvers, with Pn being the better

of the two � around up to one order of magnitude forPn and around up to two for SPn .

However,SN solvers were also slower � several orders of magnitude slower in fact. Ultimately,

Bay's recommendation was thatPn solvers seem to represent a good middle-ground between

accuracy and speed. However, none of theSN solvers they tested had all of the following

aspects:

� able to use and compare both the High Order Diamond Di�erence (HODD) and the

Discontinuous Galerkin Finite Element Method (DGFEM) spatial discretisations;

� able to model in Cartesian (1D/2D/3D) and hexagonal geometries (2D/3D);

� a Synthetic Acceleration (SA) in lozenge-based hexagonal geometries; and

� a parallelised sweeping algorithm, made rapid in its execution by using High Perfor-

9French: Coeur à Faible Vidange� a core with low reactivity e�ect in case of sodium drainage.
10Method(s) of discretising the direction (angular) phase space. Th(-is/-ese) will be elaborated upon to

some extent in Chap. 2.
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mance Computing (HPC) methods such asSingle Program, Multiple Data (SPMD)

constructs.

What we are trying to express with all of this terminology here � and we do ask the reader

to please bear with us until Chap. 2 for more details on these � is that with relatively recent

advances in both numerical methods analysis and high-performance computing, there are

ways of making theSN solver (i.e., the more accurate one) much faster, without comprising on

accuracy of the computation. And in this way, Bay's work forms the basis of this dissertation.

By implementing, testing and researching the shortcomings listed above, what are the answers

that can be obtained? And by how much is it possible to reduce the computational time of an

SN solver with the resources that we currently have at our disposal?

Therefore, the overarching goal of this research and dissertation isthe development in the code

DRAGON 5 of a parallel discontinuous �nite elementSN solver in Cartesian and hexagonal

geometries for the Boltzmann transport equation.

Through previous projects at Polytechnique Montréal, anSN HODD solver for the Cartesian

domain had already been implemented, along with a �rst draft of a compatible acceleration

technique. This was the starting point. It was decided to also implement DGFEM since

the solvers tested by Bay all relied on this spatial discretisation. There was also a certain

belief in the community that DGFEM was just better. As such, it was deemed interesting to

compare the two techniques. And because this work sits within the framework of developing

an accurate and precise solver for FNRs, we decided to implement high-order polynomials �

up to at least parabolic, and cubic in the case of DG.

The next step was handling the hexagonal geometry that is intrinsic to VVERs and FNRs.

There are a few ways to do so. However, for reasons of convenience, a lozenge-based approach,

coupled with an a�ne transformation, was chosen. This method, splits each hexagonal mesh

element of the domain into three lozenges. These can then be transformed into the Cartesian

reference mesh elements. This has a few advantages but the obvious and biggest one is that

it enables us to build upon the existing Cartesian solvers.

A signi�cant portion of time was also spent on the investigation and optimisation of the

SA (i.e., the acceleration technique) that was previously set up with HODD. The search

for consistent or compatible fast SAs in the industry is an ongoing and seemingly never-

ending one. As it will be seen, many improvements and additions were made to the method,

and it was coupled with DGFEM too. Several analyses based on the Fourier Analysis (FA)

technique (which is the standard to use in the �eld) were run for both methods, as well as

numerical benchmarks to evaluate its performance.
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On top of accelerating the computation through numerical methods such as the Di�usion

Synthetic Acceleration (DSA), it can also be done through High Performance Computing

(HPC) � essentially throwing more computer cores (Central Processing Units (CPUs)) at it.

This was the last step in this work. A couple of parallelisation solutions were investigated: the

Open Multi-Processing (OpenMP) Application Programming Interface (API) and Message

Passing Interface (MPI) standard. OpenMP was found to be lacking for our applications

and we shifted mostly to MPI. This part of the work was done in a separate library called

W YVERN . While there were substantial gains in the computation times, these more or less

levelled o� after a hundred cores or so. This prevented amassivelyparallel implementation.

However, what has been done represents an important �rst step for theSN solver.

1.4 Thesis Outline

Owing to the arguably somewhat disjointed nature of the parts that make up this dissertation,

a traditional literature review chapter has been eschewed. Instead, the next chapter will

succinctly summarise the basic concepts of reactor and nuclear physics as well as give a brief

presentation of the DRAGON 5 code. Chapters 3 to 6 will then address each of the four

main topics in the order: spatial discretisation, hexagonal geometry, synthetic acceleration

and parallelisation. Each will be something of a self-contained part with its own literature

review, theory, numerical results and discussion. The last chapter will then summarise the

whole dissertation and its major �ndings, before �nally taking a look towards the future.
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CHAPTER 2 REACTOR PHYSICS BACKGROUND

The aim of this chapter is to provide more technical � albeit still general � background

information which will serve as a foundation for the rest of the project. It will go

over pertinent already-established knowledge on or around the project. Most of these

elements would have been constantly used for this work, but might not have been

directly modi�ed, implemented or researched. For this reason, an overview of these �nds

its place here. It is therefore meant either as a refresh for the already knowledgeable

reader, or as a guide for the unfamiliar one.

Considering the popularity and widespread application of the Boltzmann Transport

Equation (BTE), its full derivation is omitted here, and it is only brie�y described. A

more complete presentation can be found in the book by Hébert [22]. The focus of this

chapter shifts instead to the deterministic resolution of the transport equation. The

discretisation of its various phase spaces is outlined � in more or less detail depending on

their relevancy to this project. Also, due to its complex nature, the transport equation

requires several iterative loops for its resolution. An overview of these is presented,

leading to a description of the general algorithm. Finally, a concise description of the

code used,DRAGON 5, for most of the development work is given.

2.1 The Boltzmann Transport Equation (BTE)

The Boltzmann Transport Equation (BTE) is an integrodi�erential equation governing the

balance of neutrons. Considering an in�nitesimal phase space volume,dr d
 dE, in the

geometric domainD, de�ned in R3, with boundary � , it is given by:

1
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(2.1)

where
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� v � the neutron speed ;

�  (r ; E; 
 ; t) � the angular �ux of particles at the point r (= f x; y; zg 2 R3), in direc-

tion 
 (= f �; ' g 2 [0; � ] � [0; 2� ]) (where � and ' are the polar and azimuthal angles

respectively) with energyE, at time t ;

� � (r ; E0; t) � the integrated �ux of particles over the unit sphere, given by

� (r ; E0; t) =
Z

4�
d2
  (r ; E0; 
 ; t) ; (2.2)

� �( r ; E; t ) � the total macroscopic cross section1, which comprises all the possibilities

of interaction ;

� � s(r ; E  E 0; 
  
 0) � the scattering macroscopic cross section at the pointr for a

neutron with direction 
 0 and energyE 0 which is scattered into the direction 
 with

energyE ;

� J�ss � the number of �ssionable isotopes, with each represented by subscriptj ;

� � (r ; E) � the �ssion spectrum of the neutrons ;

� � � f;j (r ; E0) � the macroscopic cross section for neutron production by �ssion for each

�ssionable isotope,j , multiplied by � , the average number of neutrons produced per

�ssion ; and

� Qext (r ; E; 
 ; t) � an external source of neutrons if present.

Quite evidently, the term on the left hand side is the rate of change of neutrons. On the right

hand side, the �rst two terms are respectively the neutrons streaming out of the considered

in�nitesimal phase space volume and neutrons colliding with nuclei � both of which represent

losses. The other terms describe neutron production: neutrons scattering into the phase

volume, �ssion and an external source. The division by4� in the �ssion term indicates that

neutrons produced by �ssion are assumed to be emitted in an isotropic distribution. Equation

2.1 can also be condensed in operator form as

1
�

@ 
@t

(r ; E; 
 ; t) = �L  (r ; E; 
 ; t) + S (r ; E; 
 ; t) + F � (r ; E; t ) + Qext (r ; E; 
 ; t) ; (2.3)

whereL is the streaming and collision operator,S the scattering operator andF , of course,

the �ssion operator.

1The cross section is a property of the material in which the neutron is travelling and can be understood
as a measure of the probability of an interaction event.



14

The two most common boundary conditions used in reactor physics for the transport equation

are the vacuum and re�ective boundary conditions, both of which can represented with the

albedo boundary condition which is given as,8r 2 � �

 (r ; E; 
 ; t) = �  (r ; E; 
 0; t) ; (2.4)

where� � is the in�ow boundary of D, de�ned by � � = f r 2 � : 
 n � n (r ) < 0g, with n being

the unit outward normal to � , and where
 0 is the direction of the outgoing particle. For

vacuum boundary conditions (b.c.),� = 0 while for re�ective b.c., � = 1 and 
 � n = � 
 0� n .

2.1.1 Steady state

A nuclear reactor operating under normal conditions is considered a multiplying medium

because of the presence of �ssionable material which can lead to a cascade of neutrons. Such

a system is a critical when the rate of production of neutrons is equal to the rate of removal

of neutrons from the system,i.e., when there is a time-independent self-sustaining chain

reaction. If more neutrons are produced than removed, the system is said to besupercritical,

and subcritical inversely.

If we consider the time-independent form of Eqn 2.3 with, for example, void boundary con-

ditions as given above,i.e.,

L  (r ; E; 
 ) = S (r ; E; 
 ) + F � (r ; E) + Qext (r ; E; 
 ) ; (2.5)

this can be di�cult to solve as, mathematically, this only yields non-negative solutions when

the system is critical. However, this equilibrium state is not knowna priori when carrying

out calculations, and can often only be attained with a �ne tuning of the parameters of the

simulated reactor or domain.

Hence, the equality between both sides of the equation is arti�cially conserved by introducing

an eigenvalue, thee�ective multiplication factor , ke� .2 This eigenvalue adjusts the average

number, � , of neutrons produced per �ssion, so that the steady-state BTE is given by,

L  (r ; E; 
 ) = S (r ; E; 
 ) +
1

ke�
F � (r ; E) + Qext (r ; E; 
 ) : (2.6)

2Another method of balancing the steady state equation is through the� eigenvalue method. Thek
eigenvalue method has grown in preference with the community over the years because of its advantages such
as its ease of numerical implementation and physical interpretation amongst others. Please refer to [23] for
more details.
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The ke� governs thecriticality of the reactor, i.e., whether the nuclear chain reaction is self-

sustaining or not. In this way, information is obtained about the state of the reactor and

which adjustments have to be made to achieve a critical reactor.

� ke� < 1 � more neutrons are consumed than produced, hence the reactor issubcritical,

and the �ux decays exponentially.

� ke� = 1 � the neutron population holds steady, the reactor is said to becritical , and

the reaction is self-sustaining.

� ke� > 1 � more neutrons are produced than consumed, resulting in asupercritical

reactor.

2.1.2 Overview of numerical resolution

Analytical resolution of the transport equation is generally possible only for extremely simple

scenarios. This is obviously not the case for a nuclear reactor. The geometries involved are

exceedingly complex, as are the material compositions. For this reason, one has to model the

problem numerically.

There are two main classes of methods for solving the transport equation: Monte Carlo and

deterministic methods. A brief overview of each is given below. But, as this work focuses on

a subset of deterministic methods, they are discussed in more detail thereafter, in Sec. 2.2.

The Monte Carlo method Also known as the stochastic method, the Monte Carlo

method involves the simulation of a colossal number of particles and uses the generated

data to obtain a statistical representation of the problem.

Here, solving the partial di�erential equations are not required per se since the underlying

physics of the problem is represented by Probability Density Functions (PDFs) de�ned using

a continuousenergy representation of the cross sections. Random sampling (using a random

number generator) from these PDFs yield starting conditions for a neutron which is then

followed until its `death' by capture (absorption or �ssion) or leakage. The interactions of

the neutron throughout its life are simulated according to the geometry and composition of

the system, as well as the collision laws. All the interactions of the neutron are recorded. This

process is repeated for an enormous number of neutrons, leading to a fairly representative

view of reality. It is the best estimate model using the input parameters for that problem.

Statistical averages of the desired observations (also known asscores), with a calculated

variance, can then be obtained from the data collected. [2, 22, 24]
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However, because of its need to simulate the `lives' of a huge number of neutrons so as to

have an accurate picture, the Monte Carlo method is also usually characterised by very long

computational times. For this reason, in the nuclear industry, it is mostly used as a validation

and benchmarking tool for deterministic methods. It is also used in cases where the problem

is too di�cult to model deterministically, such as in very low-�ux regions far from the core,

for example, to calculate the neutron �uence at the wall of a reactor pressure vessel.

Deterministic methods Deterministic methods are based on a discretisation of the phase

space variables: spacer (= f x; y; zg), energyE, and direction 
 (= f �; ' g). This leads to

a system of coupled equations in matrix form with matricial operators which can then be

solved numerically through e�cient algorithms. As such, they are much faster, which is why

it is mostly used in industry for production calculations. However, they are also not as exact

since discretising inherently implies approximating.

2.2 Deterministic Resolution of the Transport Equation

This section will describe each step of the deterministic resolution of the transport equation,

in a top-down approach. This will include the di�erent discretisation methods.

2.2.1 ke� and external iterations

Solving for the e�ective multiplication factor, ke� , is carried out via the power iteration

method. These iterations are said to beexternal as they are over the outer level of the

equation, as opposed to theinner iterations that are over the �ux. This will be clearer when

summarising in Sec. 2.2.6.

If we consider the source-free time-independent BTE,i.e.,

L  (r ; E; 
 ) = S (r ; E; 
 ) +
1

ke�
F � (r ; E) : (2.7)

and have starting guesses for theke� and scalar �ux, � (r ; E), the iterative scheme can be

written as
L  (p+1) (r ; E; 
 ) = S (p+1) (r ; E; 
 ) +

1

k(p)
e�

F � (p)(r ; E) ; (2.8)

where (p) indicates the power iteration number. The value for the next iterate� (r ; E) is

computed by inverting the streaming-and-collision and scattering operators, and integrating
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over the unit sphere, as such:

� (p+1) (r ; E) =
Z

4�
d2
  (p+1) (r ; E; 
 )

=
1

k(p)
e�

Z

4�
d2
 ( L � S )� 1

�
F � (p)(r ; E)

�
:

(2.9)

Integrating Eqns. 2.7 and 2.8 over the complete phase space domain, we get respectively

Z Z Z

r ;E; 

dr dE d


�
(L � S ) (p+1) (r ; E; 
 )

�
=

1

k(p+1)
e�

Z Z Z

r ;E; 

dr dE d
 F � (p+1) (r ; E) ;

and

Z Z Z

r ;E; 

dr dE d


�
(L � S ) (p+1) (r ; E; 
 )

�
=

1

k(p)
e�

Z Z Z

r ;E; 

dr dE d
 F � (p)(r ; E) :

Equating the right sides of the two equations and rearranging, we are able to �nd

k(p+1)
e� = k(p)

e�

Z Z Z

r ;E; 

dr dE d
 F � (p+1) (r ; E)

Z Z Z

r ;E; 

dr dE d
 F � (p)(r ; E)

; (2.10)

which represents the overall external iteration scheme.

2.2.2 Energy discretisation

Energy discretisation, through themultigroup formalism, involves dividing the energy domain

into a number, G, of groups. This results into a system ofG equations which are then coupled

through the source terms. For brevity's sake and because it is not the focus of this work, the

multigroup formalism will not be detailed. Only the result is stated below (see [22] for more

details), with the group-wise transport equation given by


 � r  g(r ; 
 ) + � g(r ) g(r ; 
 ) = Qg(r ; 
 ) ; g = [1; G] ; (2.11)

with

Qg(r ; 
 ) =
GX

g0=1

Z

4�
d2
 0 � g g0

s (r ; 
  
 0)  g0
(r ; 
 0) +

1
4�k e�

X

i

� g
i

GX

g0=1

� � g0

f;i (r )� g0
(r ) ;

(2.12)
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where the summation overi represents the sum of various �ssile isotopes. Also, it should be

noted that the cross-sections are assumed to be piecewise constant over each energy group.

This system of equations is solved using an iterative scheme as well. In the high-energy

groups, because the neutrons are only losing energy (down-scattering), the scattering source is

known. As there is no coupling between the groups, each group can be solved for individually.

However, in the thermal region of energy, there is the possibility of neutrons gaining in energy.

In this case, couplings arise between the implicated energy groups and they have to be solved

for simultaneously using something like a Gauss-Seidel scheme. More details can be found

in the texts [2], [22], and [24], and the references therein.

For the rest of the document, theg index will be omitted but implied, in an e�ort to alleviate

the notation.

2.2.3 Anisotropic scattering source density

In order to handle anisotropic scattering, the scattering cross section is usually expanded

in terms of Legendre polynomials. Most domains are more or less homogeneous such that

the collision incident angle is usually negligible and� s(r ; 
  
 0) instead depends on the

outgoing scattering angle. Using the addition theorem of spherical harmonics [22], the end

result for the scattering source term is given as,

Q(r ; 
 ) =
1X

l=0

2l + 1
4�

� s;l (r )
lX

m= � l

Rm
l (
 ) � m

l (r ) (2.13)

whereRm
l (
 ) are the real spherical harmonics, and the summation to in�nity represents the

exact solution; however in calculations, this is usually truncated to some orderL. � m
l (r ) are

the �ux moments de�ned by

� m
l (r ) =

Z

4�
d2
 0 Rm

l (
 0) (r ; 
 0) : (2.14)

2.2.4 Angular discretisation: the Pn , SPn and SN methods

The two main types of angular discretisation are the discrete ordinates,SN , and spherical

harmonics,Pn , methods. Another method that is derived somewhat heuristically from the

Pn method is theSPn method. While the di�usion equation is not an angular discretisation

� it is instead used in full-core calculations due to its low computational cost � a brief outline

is presented in this subsection due to its relationship to thePn method.
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The Pn method

The Pn method consists of expanding the �ux in terms of the real spherical harmonics,

Rm
l (
 ), up to a certain order, n. [25, 26] These spherical harmonics form an orthogonal

set of basis functions and allows for the representation of the �ux over the surface of a unit

sphere. Again, an in�nite expansion would lead to an exact representation of the �ux but

this is of course not realistic feasible. This leads to the angular �ux being expressed as

 (r ; 
 ) =
nX

l=0

2l + 1
4�

lX

m= � l

� m
l (r )Rm

l (
 ) ; (2.15)

wheren is odd and is the term to which the expansion is truncated.

Similarly to the preceding section,� m
l (r ) is given by

� m
l (r ) =

Z

4�
d2
 Rm

l (
 ) (r ; 
 ) (2.16)

and the within-group scattering source by

Q(r ; 
 ) =
LX

l=0

2l + 1
4�

� s;l (r )
lX

m= � l

Rm
l (
 ) � m

l (r )

=
LX

l=0

2l + 1
4�

lX

m= � l

Rm
l (
 ) Qm

l (r ) ;

(2.17)

whereL � n.

The Pn equations can then be derived by multiplying the BTE by the real spherical harmonics

and integrating over the unit sphere. This leads to a system of(n + 1) 2 coupled equations

for each energy group, which implies a quadratic increase in the number of unknowns as the

order is increased. Hence, beyond the �rst few orders, this method is somewhat less desirable

in 3D (and to some extent, 2D).

That said, in 1D slab geometry, the equations are much simpler since there is only one angular

variable, � . Following the same method just outlined but where the real spherical harmonics

reduce to Legendre polynomials and the unit sphere is instead the domain� 1 � � � 1, the

resulting (n + 1) Pn equations can be written as [22]

l
2l + 1

d
dx

� l � 1(x) +
l + 1
2l + 1

d
dx

� l+1 (x) + �( x)� l (x) = Ql (x) ; (2.18)

where0 � l � n.
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The spherical harmonics method does a good job for periodic regular solutions but struggles

with discontinuous solutions. For reactor physics applications, this means it is e�cient for

optically thick di�usive media, but ine�cient conversely or in highly anisotropic media. A

potential disadvantage is that for highPn orders, it might be necessary to store more angular

moments than needed by the scattering source. This leads to increased memory requirements.

Also, because the streaming term is not diagonal, as the order increases, this leads to a denser

matrix which means a heavier computational requirement.

P1 approximation and di�usion equation One way of deriving the di�usion equation

is by considering the �rst two equations of 2.18,i.e., the P1 equations. Assuming the �ux,

as well as the scattering source, is a linear function of angle, we get,

d
dx

� 1 + �( x)� 0 = � s0� 0

d
dx

� 1
3

� 0

�

+ �( x)� 1 = � s1� 1 :
(2.19)

From the second equation,

� 1 = �

"
1

3(� � � s1)

#
d

dx
� 0 = � D

d
dx

� 0 ; (2.20)

whereD is de�ned as thedi�usion coe�cient . Substituting for � 1 in the �rst equation then

yields the 1D di�usion equation as

�
d

dx
D

d
dx

� 0 + � � 0 = � s0� 0 : (2.21)

Eqn. 2.21 is the legacy di�usion equation. However, production calculations do not rely on

Eqn. 2.20 for the de�nition of the di�usion coe�cient [22].

The SPn method

A common misconception is that theSPn method is also based on a spherical harmonics

expansion. This is not entirely correct. It is instead based on the 1DPn equations (given by

Eqn. 2.18) which are then heuristically assumed to be correct in three dimensions. It was

originally presented by Gelbard [27] whose approach was based on the following methodology

1. for evenl, replace d
dx with the divergence operator, and

2. for odd l, replace d
dx with the gradient operator.
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This yields, for 0 � l � n,

l
2l + 1

r � � l � 1(r ) +
l + 1
2l + 1

r � � l+1 (r ) + �( r )� l (r ) = Ql (r ) ; l even

l
2l + 1

r � l � 1(r ) +
l + 1
2l + 1

r � l+1 (r ) + �( r )� l (r ) = Q l (r ) ; l odd:
(2.22)

While this was initially a heuristic approach, there has since been asymptotic and variational

derivations of these equations. We especially �nd that the asymptotic presentation by Pom-

raning [28] is easy to understand and makes the most intuitive sense. It demonstrates the

equations by considering a domain where a local planar symmetry can be asymptotically

assumed within the context of a slowly-varying �ux. This allows for the angular variable,
 ,

to be simpli�ed by projection on the rotational axis, leading to a 1D approximation.

This addresses in some part the issue of the square increase in the number of variables with

regular Pn , while at the same time resulting in a better approximation than a 3DP1 or

straightforward 1D calculation. However, it has been observed that increasing the order does

not signi�cantly improve the solution, which is why low orders are used.SPn is also generally

used for full core calculations (similar to the di�usion method).

It should be noted that, in the linear anisotropic approximation of the �ux and scattering

source, the di�usion equation, theP1 equations andSP1 are all equivalent.

The discrete ordinates ( SN ) method

The discrete ordinates method � also called theSN method � is a collocation method which

was �rst used for radiative transfer. It was implemented by Chandrasekhar [29] in the early

1940's and then adapted and applied to reactor physics problems by Carlson [30] in the early

to mid 1950s.

The SN method uses quadrature rules to recast the integral over angle to a summation.

Therefore, when considering a three-dimensional domain, this essentially discretises the con-

tinuous angular phase space of the unit sphere into a discrete number of permitted directions

of travel for the neutrons over that sphere. This integral over angle is performed for the

angular �ux,  (r ; 
 ) of the transport equation so as to obtain the scalar (or integrated) �ux,

� (r ) at each point in space.

In 3D, over one octant of a considered unit sphere at a point in space, this is given by

2
�

Z 1

0
d�

Z �= 2

0
d'f (�; �; � ) �

MX

n=1

! n f (� n ; � n ; � n ); (2.23)
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where� =
p

1 � � 2 cos' , � =
p

1 � � 2 sin' , M (= N (N + 2) =8)3 is the number of directions

for one octant andN is known as theorder of the method. The sum of all the weights is4� ,

and each is given by

! n =
Z


 n

d2
 : (2.24)

In 1D, this quadrature rule is written

Z 1

� 1
d�f (� ) �

MX

n=1

! n f (� n ); (2.25)

where ! n are the weights,� n the base points, andM = N (N + 2) =4 for the whole angular

domain.

Several types of quadratures have been used with the discrete ordinates method. Initially,

quadratures were based on Gauss mechanical quadratures,i.e., on the zeroes of the Legendre

polynomials of the �rst kind and the associated weights - these are the Gauss-Legendre

quadratures.

The product quadratureis somewhat based on this too. It relies on using one type of quadra-

ture in one dimension, and another for the two remaining dimensions. For example, a

Gauss-Legendre quadrature (on the polar axis) can be used together with a Gauss-Chebyshev

quadrature (on the azimuthal plane). An example is given in Fig. 2.1a.

Perhaps the most popular and the one used throughout this work, theLevel Symmetric (LS)

quadrature (see Fig. 2.1b), was developed in 1961 by Carlson and Lee [31]. These have

the advantage of being rotationally invariant in �= 2 increments. Hence, the base points on

one octant can be duplicated to the others. These are useful in domains where there is

no preferential direction of travel and hence, results in a better representation of the �ux.

Without this, undesirable bias could be introduced in the computation by the labelling of

the axes. [31] The main drawback here is the limitation in the number of discrete directions:

beyond a certain point, physically unrealistic weights appear, and hinder the resolution.

Various types of quadratures have been developed, and a review of them all is beyond the

scope of this work. However, one point of note is that there is no intrinsic LS quadrature for

a three-dimensional hexagonal geometry. Indeed, it would not be possible to reconcile the

planar three-fold (�= 3) azimuthal symmetry with the polar �= 2 symmetry. That being said,

it is entirely possible to use the usual LS even with hexagonal geometry. With a su�cient

number of directions, the biases mentioned earlier can be mitigated.

Applying the quadrature rule to the compact-form transport equation given by Eqn. 2.11,

3 This is only strictly true for the Level Symmetric (LS) quadrature and might not be for others.
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(a) Product quadrature. (b) LS quadrature.

Figure 2.1 Octant showing the quadrature points for theS6 order, illustrating the di�erences
between the LS and product quadratures.

we obtain the decoupled set of equations for each direction given by,


 n � r  n (r ) + �( r ) n (r ) = Qn (r ) ; (2.26)

where 1 � n � M and M = N (N + 2) 3 for the whole unit sphere, n (r ) =  (r ; 
 n ) and

Qn (r ) = Q(r ; 
 n ) for notation simplicity, and where 
 n denotes the permitted direction

of travel by the quadrature rule. LS quadratures will be assumed for the rest of the docu-

ment unless otherwise speci�ed. The spherical harmonics moments of the �ux, equivalent to

Eqn. 2.14 without the multigroup discretisation, then becomes

� m
l (r ) =

MX

n=1

! nRm
l (
 n ) n (r ) : (2.27)

Solving Eqn. 2.26 for each direction and then �nding the integrated �ux using Eqn. 2.27

allows for the resolution of the BTE.

Compared to thePn method, SN is better able to model highly anisotropic or optically thin

media, without needing to substantially increase the order. In turn, this leads to decreased

memory requirements. Also, owing to this decoupling of the directions of neutron travel, the

streaming term is diagonal which leads to a more computationally e�cient resolution. The

directions are only dependent on each other for the calculation of the scalar �ux, which is

necessary for the source calculation. As it will be seen in later sections, this is one of the

parallelisation solutions employed for increased performance.
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However, it also does come with its fair share of disadvantages. The �ip side of not being

dependent on the entire angular phase space is that it is ine�cient in optically thick (i.e.,

di�usive) media. Also, in domains with point sources and low di�usivity, ray e�ects can

appear. This is the result of high angular discontinuities between the permitted directions of

travel. It is more prominent at low orders, and can be mitigated by increasing the order or

using angular smearing techniques.

2.2.5 Space-angle sweep operation and Source Iteration (SI)

At this point, the next step in the discretisation process is about dealing with the spatial

variable/domain. However, because part of the focus of this work was on the implementation

of a new � at least as far asDRAGON 5 is concerned � spatial discretisation method, we will

leave the full discussion of this part to the next chapter.

For now, su�ce it to say that the domain is usually meshed into a number of elements

and the discretised transport equation is solved over each mesh element. Depending on the

discretisation schemes, the resolution might be global,i.e., over the whole domain at once,

or local, i.e., over each element at a time. For reasons that will be clearer in Chap. 3, the

latter method is preferred. In that case, there are di�erent ways that the elements in the

domain can be traversed, a couple of which are shown in Fig. 2.2.

Thus, in this way, the domain can be swept for each direction,
 n , to obtain the solution

in each mesh element. This is repeated for all directions in the quadrature set, and after

applying the quadrature rule summation, the scalar �ux is obtained. This is a singlespace-

angle sweep. This also forms the basis of theSource Iteration (SI) method. An educated (or

random) guess is made for the starting incoming angular �ux which allows the space-angle

sweep to start. Once the scalar �ux is calculated, the scattering source can be recomputed.

This is one source iteration, also calledinner iteration , and is better illustrated below by

considering the source-free scatteringSN equations,


 n � r  (� +1)
n (r ) + �( r ) (� +1)

n (r ) =
LX

l=0

2l + 1
4�

� s;l (r )
lX

m= � l

Rm
l (
 n ) � m;(� )

l (r ) ;

� m;(� +1)
l =

MX

n=1

! nRm
l (
 n ) � +1

n (r ) ;

(2.28)

where� is the source iteration index, which is not the same as the power iteration index,p,

that we saw earlier. The equation does not change signi�cantly if there are �ssion or external

sources present, except for the added terms. This can also be expressed in operator notation,
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(a) "Columnar" sweep where the domain is tra-
versed vertically for the given direction. Cells are
computed in a soley sequential manner.

(b) Wavefront-like sweep. Cells in a wavefront
perpendicular to the direction of propagation
could be computed at the same time.

Figure 2.2 Two di�erent types of sweep. The numbers correspond to the order in which the
cells are computed in each case.

as done before,
 (� +1)

n = L � 1S� (� ) ;

� (� +1) = D (� +1)
n ;

(2.29)

where D is the quadrature operator, and it is understood that theL operator is inverted

within the space-angle sweep framework.

2.2.6 Summary of resolution algorithm

As a means of perhaps more easily visualising the steps discussed thus far, the general

resolution algorithm is summarised as a �ow diagram in Fig. 2.3. This also makes it more

obvious why the source and power iterations are respectively called the inner and outer

iterations.

2.3 The D RAGON 5 Code

The DRAGON 5 code is an open-source reactor physics code developed at Polytechnique

Montréal [18], with more than forty years of expertise and counting. There are already a

lot of resources, including its data structure, user and developer manuals, detailing its many

functions and capabilities amongst other things. However, since most of the development

carried out in this dissertation were implemented there, we seek to present a brief overview

of the code. This will help to understand the why or how of some algorithms implementations,

design decisions or code limitations.
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Figure 2.3 Simpli�ed �owchart highlighting some of the most salient steps and loops required
in the deterministic resolution of the Boltzmann Transport Equation (BTE). This is, by no
means, an exhaustive diagram. It only highlights the points discussed in this dissertation.
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2.3.1 General overview

DRAGON 5 is actually made up of four main static libraries each having a somewhat di�erent

function. A concise description of each is given below.

� Utilib � contains some linear algebra functions, steam tables, plotting tools, pseudo-

random number generators and some other basic mathematical functions.

� Ganlib � is the kernel of the program, insofar that it provides for the interface between

the input �les, the software and the output. This is where the information for the

input languageCLE-2000 is housed, as well as the structure for the custom data type,

the LCM object. Through these, Ganlib is able to provide the modularity of the code.

Interoperability for multiphysics applications with other software is also possible by

ensuring that the data is in the correct format.

� Trivac � is mostly the �nite element solver for the di�usion and SPn equations.

� Dragon � is the core of the software. Amongst other things, it contains modules for

de�ning the geometry, the tracking information for di�erent types of discretisation,

the material information (i.e., cross-sections) and the �ux resolution, including self-

shielding, leakage and burnup calculations.

These are all mostly coded in Fortran and compiled using the Fortran2008 standard, except

for the Ganlib kernel which is mostly in C. The compilation of the software is usually carried

out in the order shown above because of the dependency of the libraries, although Utilib and

Ganlib are independent.

An additional library, Donjon, encompasses everything related to full-core computations,

including but not limited to supporting the de�nition of fuel channels, building extended

material information objects, and simulating reactivity mechanisms and transient calcula-

tions. Consideration of this additional library gives the nuclear core code,DONJON 5 �

which still technically depends on all the above libraries to function.

2.3.2 Calculation overview and relevant modules

A simple calculation is usually carried on an input �le written in CLE-2000 . This scripting

language was developed speci�cally for this purpose, to allow for relatively easy customisation

of the test problem without the need for developer knowledge of the code. This input �le will

contain calls to the relevant modules, after which the output will be contained in anLCM

object data type. This data type can be of two forms: associative tables or heterogeneous
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lists. Associative tables have a directory-like structure, where each contained record or sub-

directory is accessed using a name key. Heterogeneous lists are based on the same idea but

accessed with integer keys.

The LCM object can either be stored in memory (termed aLINKED_LISTin this case) if it

is to be used within the same calculation or saved to disk asASCII or binary �les for use

later. Indeed, some modules require, as (an) input, LCM object(s) which were output by

other modules. This �ow of information is shown to some extent in Fig. 2.4. As one might

expect, most calculations start with description of the geometry, handled by the aptly-named

module GEO:.

The MAC:module (not portrayed on Fig. 2.4) reads amacrolib containing the material infor-

mation (macroscopic cross-sections) directly. A macrolib can be generated from multiparam-

eter databases inSAPHYB or MPO format [32] using interpolation modulesSCR:or MCR:. A

multiparameter database contains information for each isotope present in fuel channels in the

reactor and processed by Donjon modules. TheMAC:module ensures that the information is

coherent with the geometry and formats the data accordingly.

The resulting output from GEO:is then needed by one of the tracking modules. Depending

on the method of angular and/or spatial discretisation, the latter are responsible for the

sub-meshing of the domain if needed and its subsequent numbering as well as the calculation

of the relevant parameters such as lengths/areas/volumes of elements and/or integration

lines and/or graph of operations and so on. TheSNT: module was capable of handling

1D spherical, 1D/2D tube, 1D/2D/3D Cartesian geometries; additional 2D/3D hexagonal-

geometry capabilities were added through this dissertation.

The ASM:module is used to build the collision probability matrices or other assembly matrices

needed by some resolution methods such as the Raviart-Thomas spatial discretisation used

in the SPn or di�usion solver. For this reason, it is not very pertinent to the SN resolution

except in the case where a Synthetic Acceleration (SA) (please refer to Chap. 5) is requested

by the user.

Finally, using the LCM objects from MAC:, the tracking module (here,SNT:), and ASM:,

FLU: handles the �ux resolution. This is taken care of by one of the `sub-modules' (termed

CDOORin DRAGON 5's development jargon, for `computation door') depending on the type of

tracking selected by the user. In our case, it is the sub-module4 that contains the SN solver.

The bulk of the modi�cations and additions were done in theFLU: module.

4Note the use of the term `sub-module'. Although not employed inDRAGON 5's jargon, we adopt the
term here somewhat liberally to highlight the fragmentation between each solver.
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Figure 2.4 Diagram showing some of the core modules and functions of theDRAGON 5 code. This is by no means exhaustive. For
example, the moduleMAC:designed to read cross-section values directly into memory (e.g., for simple benchmarking problems)
is not portrayed. Also not shown are the `sub-modules' encapsulating each of the solvers in theFLU: module, amongst which is
the one containing theSN solver. More information can be found in the user manual [33]. The modules are shown in rectangular
shaded boxes and the module input/output are encircled. This was reproduced, with permission, from [22].
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CHAPTER 3 SPATIAL DISCRETISATION METHODS

Several codes in the industry use a discontinuous �nite element approximation as

spatial discretisation, and there is a general consensus that because of its perceived

stronger mathematical foundation, the Discontinuous Galerkin Finite Element Method

(DGFEM) is intrinsically better. On top of that, as we have already talked about

in Chap. 1, the SN codes tested by Bay [15] for their study of Fast Neutron Re-

actors (FNRs) were all based on DGFEM. Hence, it was deemed important that

the discontinuous �nite element method be investigated and implemented within the

DRAGON 5 code for this project.

Also, as the High Order Diamond Di�erence (HODD) method was already available in

the code, we endeavoured to try and discern the di�erences between the two spatial

discretisations. That comparison work was done to some extent by Schunert [34], albeit

on a Method of Manufactured Solutions (MMS) benchmark suite. In this project, we

present results for numerical eigenvalue-problem benchmarks for each method, as it has

been implemented within DRAGON 5.

This chapter begins with a review of the HODD before discussing the �nite element

method more generally. We then derive the DGFEM equations and describe prior work

in the �eld. The next section outlines its implementation in DRAGON 5 by explaining

the rationale behind the choice of solution space and giving an implementation example.

A pseudo-code algorithm also helps to portray the functioning of the method within

the domain sweep. Numerical results are then put forth for three benchmarks. These

serve to both verify and validate the implementation of DGFEM and for comparison

purposes. The two di�erent spatial discretisation methods are analysed mostly in terms

of the ke� , the absorption rates and the computation times.

3.1 Review of Discretisation Methods

An in-depth review of all spatial discretisation methods applied to the transport equation,

while interesting, would be well beyond the con�nes of this dissertation. Hence, the focus

will really be on the diamond di�erence and �nite element methods. Other methods will be

referenced at times if only to provide context. For a thorough review, we highly recommend

the works of Schunert [34] and Hébert [35], and the references therein as a starting point.
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3.1.1 The Diamond Di�erence (DD) method

The High Order Diamond Di�erence (HODD) method, as its name suggests, is but a high-

order polynomial expansion of the Diamond Di�erence (DD) method. Hence, that is the

starting point of our discussion.

In this subsection, as this is a preliminary discussion, we will consider the one-dimensional

form of the SN transport equation (given in the preceding chapter by Eqn. 2.26),i.e.,

� n
@ n (x)

@x
+ �( x) n (x) = Qn (x) ; 1 � n � M ; (3.1)

whereM = N (N +2) =4. Now, let us consider a slab geometry domainD as shown in Fig. 3.1,

with a meshingM h into elementsi such that
S

i 2M h
i = D and the cross-sections are constant

per mesh element,i.e., 8x 2 i; �( x) = � i . Integrating Eqn. 3.1 over each mesh, we obtain

� n

� x i
( n;i +1 =2 �  n;i � 1=2) + � i  n;i = Qn;i ; (3.2)

where the index over each element is made explicit, thei � 1=2 �uxes are the interface values

and  n;i is the mesh-averaged �ux, and� x i is the mesh width. Within the mesh-sweep

paradigm discussed in Sec. 2.2.5, it can be assumed that one of the interface �uxes is known

as anincoming �ux .

However, we still have one equation with two unknowns. Anauxiliary1 equation is needed.

This is usually obtained by assuming that the dependent variable has a given shape so that

an interpolation equation can be constructed. The system of equation(s) can then be closed.

The diamond di�erence scheme gives this equation as,

 n;i =
1
2

( n;i � 1=2 +  n;i +1 =2) : (3.3)

Figure 3.1 Domain subdivision for slab geometry.

1These are sometimes also calledcomplementary or closure or completenessequations but all refer to
more or less the same thing.
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It is also interesting to note that while this method itself assumes an average single-value

�ux in the cell element (i.e.,  n;i ), the auxiliary equation represents a linear variation of �ux

within the cell.

3.1.2 The High Order Diamond Di�erence (HODD) method

The High Order Diamond Di�erence (HODD) method builds upon the DD scheme through

a generalisation of the representation of the �ux to high-order spatial polynomials. The idea

being, as in �nite element methods, that as the order is increased, there is a better represen-

tation of the �ux. This was demonstrated for the discrete ordinates transport equation by

Hébert [35] in 1D and 2D, and then further extended to 3D by Martin and Hébert [36]. We

present in this subsection the method for the 2D case. This, in our opinion, alleviates the text

of the extra notation associated with a 3D problem without over-simplifying the concepts.

As shown by Schunert [34] and Je�ers [37], there can be a couple of ways to arrive at the

equations governing the method but our development here is based on Hebert's method.

We begin with the 2D SN transport equation,

� n
@ n (x; y)

@x
+ � n

@ n (x; y)
@y

+ �( x; y) n (x; y) = Qn (x; y) ; (3.4)

where1 � n � M = N (N +2) =2. As in the previous subsection, the domain is meshed albeit

this time with rectangular elements, each identi�ed by its positionf i; j g with sides, � x i and

� yj , and constant cross-section,� i;j . We then apply the following change of variables,

u =
1

� x i

�

x �
1
2

(x i � 1=2 + x i +1 =2)
�

;

v =
1

� yj

�

y �
1
2

(yj � 1=2 + yj +1 =2)
�

:
(3.5)

such that we are on the reference mesh element de�ned by� 1=2 � u � 1=2 and � 1=2 � v �

1=2. This is a common practice in spatial discretisation methods so as to have standardised

equations that are scaled through mesh element constants. This gives the discretised equation

on the reference element as

� n

� x i

@ n;i;j (u; v)
@u

+
� n

� yj

@ n;i;j (u; v)
@v

+ � i;j  n;i;j (u; v) = Qn;i;j (u; v) : (3.6)

It is now assumed that the �ux (and source) can be developed using a polynomial series

expansion. This series expansion is usually truncated to an arbitrary order,� . Any polyno-

mial series could potentially be used. In theDRAGON 5 SN solver, the normalised Legendre
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polynomials, eP(u)� and eP(v)� , were implemented, with0 � � � � and 0 � � � � . The

�rst four polynomials in the series are

eP0(u) = 1 ;
eP1(u) = 2

p
3u ;

eP2(u) =
p

5(6u2 � 1=2) ;
eP3(u) =

p
7(20u3 � 3u) :

(3.7)

The �ux and source are then expressed as

 n;i;j (u; v) =
�X

� =0

�X

� =0

eP� (u) eP� (v)  [�;� ]
n;i;j ;

Qn;i;j (u; v) =
�X

� =0

�X

� =0

eP� (u) eP� (v) Q[�;� ]
n;i;j ;

(3.8)

where each expansion coe�cient (also called Legendre moments here) is de�ned as

 [�;� ]
n;i;j =

Z 1=2

� 1=2
du eP� (u)

Z 1=2

� 1=2
dv eP� (v)  n;i;j (u; v) ;

Q[�;� ]
n;i;j =

Z 1=2

� 1=2
du eP� (u)

Z 1=2

� 1=2
dv eP� (v) Qn;i;j (u; v) ;

(3.9)

where we have made use of the orthogonality of Legendre polynomials.

Multiplying Eqn. 3.6 by a series of test functions � in this case, the Legendre polynomials �

and integrating over the domain gives,

� n

� x i

Z 1=2

� 1=2
du eP� (u)

Z 1=2

� 1=2
dv eP� (v)

@ n;i;j (u; v)
@u

+
� n

� yj

Z 1=2

� 1=2
du eP� (u)

Z 1=2

� 1=2
dv eP� (v)

@ n;i;j (u; v)
@v

+

� i;j

Z 1=2

� 1=2
du eP� (u)

Z 1=2

� 1=2
dv eP� (v) n;i;j (u; v) =

Z 1=2

� 1=2
du eP� (u)

Z 1=2

� 1=2
dv eP� (v)Qn;i;j (u; v) :

(3.10)

In DRAGON 5, HODD was already implemented for solution expansions from the zeroth/�at

order up to parabolic, i.e., 0 � � � 3 for the 1D/2D/3D Cartesian geometries. We added

hexagonal geometry capability in this work (see Chap. 4). Also, as variable-order expansion

has not been implemented (yet), the same order is used for expansion for every dimension.

As an example, for a value of� of 1, after considerable algebra, the �rst four Legendre
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moments of the �ux are given by the following equations,

� n

� x i
( [� ;0]

n;i +1 =2;j �  [� ;0]
n;i � 1=2;j ) +

� n

� yj
( [0;� ]

n;i;j +1 =2 �  [0;� ]
n;i;j � 1=2) + � i;j  [0;0]

n;i;j = Q[0;0]
n;i;j

p
3

� n

� x i
( [� ;0]

n;i � 1=2;j +  [� ;0]
n;i +1 =2;j � 2 [0;0]

n;i;j ) +
� n

� yj
( [1;� ]

n;i;j +1 =2 �  [1;� ]
n;i;j � 1=2) +

� i;j  [1;0]
n;i;j = Q[1;0]

n;i;j

(3.11)
� n

� x i
( [� ;1]

n;i +1 =2;j �  [� ;1]
n;i � 1=2;j ) +

p
3

� n

� yj
( [0;� ]

n;i;j � 1=2 +  [0;� ]
n;i;j +1 =2 � 2 [0;0]

n;i;j ) +

� i;j  [0;1]
n;i;j = Q[0;1]

n;i;j

p
3

� n

� x i
( [� ;1]

n;i � 1=2;j +  [� ;1]
n;i +1 =2;j � 2 [0;1]

n;i;j ) +
p

3
� n

� yj
( [1;� ]

n;i;j � 1=2 +  [1;� ]
n;i;j +1 =2 � 2 [1;0]

n;i;j ) +

� i;j  [1;1]
n;i;j = Q[1;1]

n;i;j ;

where we have made use of the following de�nitions,

 [� ;� ]
n;i � 1=2;j =

Z 1=2

� 1=2
dv eP� (v)  n;i;j (� 1=2; v)

 [�; � ]
n;i;j � 1=2 =

Z 1=2

� 1=2
du eP� (u)  n;i;j (u; � 1=2) ;

(3.12)

which represent the Legendre moments of the boundary �uxes on the trace of the element

domain (i.e., the edges of the mesh element), which is itself the reduction of the �ux de�ned

on the whole domain. We also point out that lowest-order HODD (i.e., HODD-0) simply

amounts to the usual DD scheme, as expected.

However, we still have the same problem as before: while the obtained balance equations

are exact, there are more unknowns than equations, even when accounting for the incom-

ing �uxes being known. In fact, if we de�ne � as the number of dimensions, there are
h
(� + 1) � + ( � � 1)(� + 1) (� � 1)

i
unknowns and(� + 1) � equations. To solve this, Hébert [35]

obtained the closure relations �rst in 1D by generalising the diamond di�erence scheme in

such a way that the(� + 1) th order equation had a trivial solution. By analogy, these were
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then extrapolated to 2D, and are given as

 [� ;� ]
n;i � 1=2;j =

8
>>>>>>>><

>>>>>>>>:

2 [0;� ]
n;i;j �  [� ;� ]

n;i � 1=2;j if � = 0 ;

 [� ;� ]
n;i � 1=2;j � 2

p
3 [1;� ]

n;i;j if � = 1 ;

2 [0;� ]
n;i;j + 2

p
5 [2;� ]

n;i;j �  [� ;� ]
n;i � 1=2;j if � = 2 ;

� � �

(3.13)

with the upper sign for � n < 0, and lower sign for� n > 0, as well as,

 [�; � ]
n;i;j � 1=2 =

8
>>>>>>>><

>>>>>>>>:

2 [�; 0]
n;i;j �  [�; � ]

n;i;j � 1=2 if � = 0 ;

 [�; � ]
n;i;j � 1=2 � 2

p
3 [�; 1]

n;i;j if � = 1 ;

2 [�; 0]
n;i;j + 2

p
5 [�; 2]

n;i;j �  [�; � ]
n;i;j � 1=2 if � = 2 ;

� � �

(3.14)

with the upper sign for � < 0, and lower sign for� > 0

Substituting the unknown outgoing �uxes in the Legendre momentsSN equations (Eqns. 3.11)

using the relevant closure relations, a system of equations is obtained allowing us to solve

for the Legendre moments,i.e. the mesh-centred �uxes, [�;� ]
n;i;j . There are(� + 1) � degrees of

freedoms (d.o.f.s) or unknowns, corresponding to these Legendre moments.

In this form, the High Order Diamond Di�erence (HODD) method has often been classi�ed

as a variant of the Finite Volume Method (FVM), insofar that this method decomposes the

domain into homogeneous mesh elements before integrating the equation of conservation over

each element. Using the product rule and divergence theorem (the equivalent of integration

by parts in multiple dimensions), the volume (in 3D) integrals over the streaming terms are

recast to surface integrals. The remaining volume and surface integrals can then be written

in terms of volume- and surface-averaged expressions of the dependent variable. However,

we shall see later that this is actually not correct (refer to section 3.1.5).

Nevertheless, the DD method has been analysed extensively. While it was originally expected

to feature second-order accuracy [38] while retaining only the zeroth moment source, it has

since been demonstrated that this does not hold in practice for realistic problems [39, 40],

and is dependent on the smoothness of the problem at hand and the error norm used in

computations. This result appears to have led to some decline in its popularity. Furthermore,

it seems that this conclusion was assumed heuristically for HODD by part of the community.

Another aspect of HODD is that it enforces more coupling of the dependent variable in

between mesh elements, when compared with discontinuous �nite element methods. This can
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lead to a lack of robustness of the method in optically thick regions and also lead to negative

average angular (and potentially, scalar) �ux values. These negative values can actually lead

to instabilities sometimes when coupled with an acceleration method. For this reason, a

quick and dirty �x usually is to check for negative values and set these to zero, although this

is actually limited to the HODD-0 (i.e., the classical DD scheme) approximation.

3.1.3 General overview of Finite Element Methods (FEMs)

Within the �nite element method framework, the solution to a Partial Di�erential Equation

(PDE) under consideration is approximated by a linear combination of polynomials � or more,

generally, functions, that are taken from a �nite-dimensional trial function space. Similar to

the HODD method we just discussed (refer to Eqn. 3.8), the unknowns being solved for are

the expansion coe�cients of this linear combination of functions.

There are a few approaches to obtaining the FEM formulation. All of them, though, require

an integral formulation whereby the PDEs are integrated over some domain of interest. One

approach is the direct variational method, also called theRayleigh-Ritz method. In this case,

the equations are obtained from substitution of the trial functions into a functional equivalent

to the PDE, and then �nding the stationary points of that functional with respect to the

expansion coe�cients [41, 42].

Perhaps the more common approach though is theweighted-residualmethod whereby the

residual of the approximate solution is taken to be orthogonal to a set of weighting (or test)

functions with respect to some inner product. For a general PDE,

� u(r ) = f (r ) ; with u(a) = ua; u(b) = ub ; (3.15)

de�ned over some domainD such that r 2 D , let us consider the approximate solution,�u,

�u(r ) =
�X

i =1

ui vi (r ) (3.16)

where the trial functions, vi (r ), are taken from a solution spaceP, subset of the Sobolev

space,L2(D) such that �u 2 V = f v 2 Pg. The residual,R , is then given by

R = �� u(r ) � f (r ) : (3.17)

Considering test functions,wj (r ) (j = [1; �] ) taken from another space,Q, with similar
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properties, the weighted-residual method gives� equations represented by

Z

D
wj Rdr = 0 ; j = [1; �] ; (3.18)

forming a system of equations allowing for the resolution of the expansion coe�cients,ui .

If the solution space for the trial and test functions are the same, the method is sometimes

referred to as theGalerkin or Bubnov-Galerkin(�nite element) method.

The �nite element scheme can be further subdivided into two di�erent types: continuous and

discontinuous. The main di�erence between the two is whether the approximate solution is

continuous globally or not, i.e., across the whole domain. In continuous FEM, the test and

trial function spaces are supported across two or more adjacent cells of the domain mesh

such that continuity is forced at the cell boundaries. This means that the solution boundary

values are unique at the interface independent of the cell from which the trace is calculated.

Because the boundary value is unique, this means that the solution is unique, and that the

solution is pointwise continuous.

On the other hand, in the Discontinuous Finite Element Method (DFEM), the support for

the test and trial functions is restricted locally to each cell element in the domain mesh.

This entails that the �ux is expanded in terms of piece-wise basis functions which are zero

everywhere except on the element on which they are de�ned. This now means that the

solution boundary values arenot unique and will di�er depending on which cell element the

interface is approached from. Some form of `continuity' is applied between cells only in a

weak (integral) sense.

While this might not appear ground-breaking, the di�erence is massive when it comes to the

resolution algorithm and its implementation. Continuous FEM leads to a globally coupled,

albeit sparse, matrix with the end result of having to compute a global system of simultaneous

equations. The computational requirements can be enormous, both in terms of memory and

processing power.

However, with DFEM, the global domain-wise matrix features a block-like arrangement with

very little coupling between each block. Indeed, this arises because of the local and uncoupled

supports of the function spaces. Each block correspond to a cell element and is characterised

by that cell and the test and trial functions. Due to this local property, the resolution can

be done by a mesh sweep if the information (the aforementioned coupling) only transmits in

one direction. This was illustrated on Fig. 2.2 in Sec. 2.2.5.

This allows each cell element to be considered individually. While this local matrix is fully

dense, it is several orders of magnitude smaller (depending on the size of the problem, of
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course). The size will depend solely on the expansion order of the function spaces � and

the dimensionality of the problem at hand. Mathematically, the mesh sweep makes use of

the fact that the global domain-wise matrix in this case is either lower or upper triangular.

Treating one cell at a time is then somewhat akin to using forward or backward substitution,

respectively.

In neutron transport, when using the discrete-ordinate method, the information only propa-

gates downstream. For this reason, the DFEM is a perfect �t. As the neutron is only allowed

to travel along certain directions and with these already known, the sweep can start upstream

and then move downstream along with the allowed direction of neutron travel.

This method was actually �rst developed within the reactor physics community by Reed

and Hill [43] at the Los Alamos National Laboratory (LANL) in 1973 and has since gained

tremendous popularity. Numerous applications can be found in the literature although until

recently, most applications were limited to solution spaces with linear polynomials. Some

recent applications of high-order polynomial expansions for the solution space are the works

of Wang and Ragusa [44, 45], Schunertet al. [46], Schunert [34], and Le Tellier [47].

In [44] and [45], Wang and Ragusa implemented high-order DFEM for two-dimensional un-

structured triangular meshes using hierarchical basis sets. They analysed the numerical

convergence of the method and were able to verify theoretical convergence: in theL2 norm,

the rate is given by at least(p+ 1) , with p being the spatial approximation order, depending

on the regularity of the solution. Wang and Ragusa also showed, as expected, that quadratic,

cubic or quartic polynomial expansions yielded successively more accurate results, albeit at

the cost of more calculation resources and time. However, they found out that beyond cubic

polynomial expansions, the gains were not worth the extra e�ort.

Moreover, a comparison work, carried out in [46] and [34], actually compared DFEM, HODD

with a couple of other discretisation methods on a Method of Manufactured Solutions (MMS)

benchmark suite. They showed that DFEM and HODD have about the same grind times,

although as the order increased, the time for DFEM seemed to increase more than the others.

That said, their results showed the discontinuous �nite element scheme outperforming the

DD and HODD methods in more or less every scenario, with�HODD method for all orders

fail[ing] dramatically for optically coarse meshes�. While this does not bode well for our

comparison, we will endeavour to see if we obtain similar results on our numerical benchmarks.
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3.1.4 The Discontinuous Galerkin Finite Element Method (DGFEM)

We present in this section the Discontinuous Galerkin Finite Element Method (DGFEM) as

applied to the (two-dimensional2) discrete-ordinate transport equation. This demonstration

was heavily inspired by the works of Schunert [34] and Le Tellier [47].

We repeat once more the discrete-ordinate transport equation for each direction of neutron

travel, 
 n , and 8r 2 D ,


 n � r  n (r ) + �( r ) n (r ) = Qn (r ) ; (3.19)

where D is the domain, de�ned in R2, with boundary � , and with boundary conditions,

8r 2 � � ,

 n (r ) =  BC
n (r ) ; (3.20)

where � � is the in�ow �ow boundary of D, de�ned by � � = f r 2 � : 
 n � n (r ) < 0g, with

n being the unit outward normal to � .

If we consider a meshingM h of the domain D into elements � , each with boundary @�,

such that
S

� 2M h
� = D, the trial and test solution space,V p

h , of discontinuous piece-wise

polynomial functions, � , is given by

V p
h =

n
� 2 L2(D) : 8� 2 M h; � j � 2 Qp(� )

o
(3.21)

whereQp(� ) is the space of polynomials up to degreep, supported on the element� .

Also, for two arbitrary neighbouring elements,� 1 and � 2, with shared boundaryb= @�1 \ @�2,

functions from the solution space are double-valued such that

� for the trace taken within � 1, � j+b\ @�1 = � j �b\ @�2 ; and

� for the trace taken within � 2, � j+b\ @�2 = � j �b\ @�1 ;

where the� superscripts indicates whether the restriction of the function is from the element

or the neighbouring element respectively.

With this formalism in place, we can apply the method of weighted residuals: substituting in

Eqn. 3.19 a solution, n;h 2 V p
h , multiplying the resulting equation by a functionwh 2 V p

h and

integrating by parts over each element, the local Discontinuous Galerkin (DG) formulation

2For consistency with the HODD demonstration.
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is given as, in itsweakor variational form,

Z

�
(�  n;h (
 n � r wh) + �  n;h wh) ds+

Z

@�n� �

(n � 
 n ) F � w+
h dl =

Z

�
Qnwhds �

Z

@�\ � �

(n � 
 n )  BC
n w+

h dl ;
(3.22)

whereds and dl indicate surface and line integrals respectively.F � is the numerical �ux on

the boundaries. In neutron transport, the upwinding rule is used such that

F � =

8
><

>:

 n;h j+ if b\ @�+

 n;h j � if b\ @�� ;
(3.23)

where@�+ and @�� are respectively the out�ow and in�ow boundary of the element,� .

Applying the above, we get

Z

�
(�  n;h (
 n � r wh) + �  n;h wh) ds+

Z

@�+
(n � 
 n )  +

n;h w+
h dl+

Z

@�� n� �

(n � 
 n )  �
n;h w+

h dl =
Z

�
Qnwhds �

Z

@�� \ � �

(n � 
 n )  BC
n w+

h dl ;
(3.24)

and after integrating by parts again, we get thestrong form,

Z

�
(( 
 n � r  n;h ) wh + �  n;h wh) ds �

Z

@�� n� �

(n � 
 n )
�
 +

n;h �  �
n;h

�
w+

h dl�
Z

@�� \ � �

(n � 
 n )  +
n;h w+

h dl =
Z

�
Qnwhds �

Z

@�� \ � �

(n � 
 n )  BC
n w+

h dl :
(3.25)

If we now consider that our element lies at in�ow boundary,� � , of the domain such that

@�� 2 � � , the DGFEM scheme is written as

Z

�
(( 
 n � r  n;h ) wh + �  n;h wh) ds �

Z

@��
(n � 
 n )  +

n;h w+
h dl =

Z

�
Qnwhds �

Z

@��
(n � 
 n )  �

n;h w+
h dl :

(3.26)

This can be more compactly summarised as

Z

�
(( 
 n � r  n;h ) wh + �  n;h wh) ds �

Z

@��
(n � 
 n ) J n;h Kw+

h dl =
Z

�
Qnwhds : (3.27)

whereJ n;h K=
�
 +

n;h �  �
n;h

�
was used as thejump operator.
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3.1.5 High Order Diamond Di�erence (HODD) as Discontinuous Petrov-Galerkin

Finite Element Method (DPGFEM)

As we mentioned earlier in Sec. 3.1.2, the HODD scheme is frequently seen as a variant

of FVM. However, in their PhD dissertation, Schunert [34] goes on to demonstrate how it

is actually a discontinuousPetrov-Galerkin �nite element scheme. This is a �nite element

method whereby the set of trial functions is taken from a di�erent space than that for the

test functions. While the test functions are still given by the set of Legendre polynomials

(refer to Eqn. 3.8), the �ux is now given by trial functions of the form,

 n;i;j (u; v) =
�X

� =0

�X

� =0

eP� (u) eP� (v)  [�;� ]
n;i;j +

�X

� =0

eP�+1 (u) eP� (v)  [�+1 ;� ]
n;i;j

+
�X

� =0

eP� (u) eP�+1 (v)  [�; �+1]
n;i;j :

(3.28)

We �nd here, embedded in the trial functions, the(�+1) th order that Hébert uses to derive the

closure relations. Formulated thusly, these auxiliary equations arise di�erently. The boundary

�uxes on the exterior and interior traces of each element are taken to be distinct. Indeed,

on the exterior incoming boundary, the �ux is expanded only up to order� . The di�erence

between that and the restriction of the �ux taken on the interior trace is then required to be

orthogonal to the test space with respect to an inner product. Hence, continuity is enforced

on the boundary �uxes only in an integral sense and only up to order� . We present an outline

of Schunert's proof in Appendix B but more detail can be found in the dissertation. As an

aside, we point out that this was also demonstrated to some extent, seemingly separately, by

Je�ers [37] who built their demonstration upon the work of Hennart and Valle [48].

3.2 Implementation in D RAGON 5

In this section, we will look at how the DG method was implemented in theSN solver of

the Polytechnique Montréal lattice code,DRAGON 5. The choice of the polynomial basis set

for spanning the solution will be presented and similar to the HODD case, some example

equations will be given. Also, anticipating the discussion around the hexagonal geometry

and parallel computation implementation, the single-cell solution algorithm will be outlined.

3.2.1 Choice of function space

Once the DG equations have been obtained, as in Eqn. 3.27, all that is left is choosing the

polynomial function space for the trial/test functions. From there, it is a simple matter of
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some algebra to derive the equation for each cell unknown and the implementation. The-

oretically, as long as function spaces have the same span, the numerical results should be

similar. Hence, what matters would be the order and family of the function space � as well

as numerical constraints, if any.

Order can sometimes be a confusing term, as distinct �elds or even authors employ it di�er-

ently. In this work, order will designate the highest power of either thex, y or z variable in

the spanning polynomial function. The same highest power is used for every variable. The

family of the function space is characterised by which cross-terms are kept for a given order.

There are two main ones that tend to be used in �nite element analysis, these being the

Lagrangeand `serendipity' families [49].

A common basis set used to expand the solution is theLagrange polynomials. If we consider

a line element with support points (points at which we wish to determine to value of the

dependent variable) placed at equidistant intervals, Lagrange polynomials have the property

of having a value of unity at one point, and zero at all the others, and are given by

ln
k (x) =

(x � x0)(x � x1) : : : (x � xk� 1)(x � xk+1 ) : : : (x � xn )
(xk � x0)(xk � x1) : : : (xk � xk� 1)(xk � xk+1 ) : : : (xk � xn )

=
nY

i =0
i 6= k

(x � x i )
(xk � x i )

; (3.29)

thereby being equal to1 at xk and zero at the othern points.

From this, one can devise a systematic way of generating shape functions for a solution space

in any dimension, simply by multiplying Lagrange polynomials in the number of coordinates

required. If we look at this solution space, it can be seen that all cross-terms are retained,

with support points laid out in a regular grid. For this reason, the Lagrange basis set lends

its name to the Lagrangefamily of polynomials. Indeed, other polynomial basis set can be

part of the Lagrange as long as all cross-terms are included.

With the seredipity family however, not all cross-terms are included. Only support points

along the edges of the cell element are retained3. They were originally devised heuristically

(hence, the name) but a formal method has since been devised [49]. The direct consequence

is in the reduced number of degrees of freedom or unknowns to solve for per cell.

For the Lagrange family, in 2D the total number of unknowns for Cartesian cell elements is

(� + 1) 2 where � is the order, while for the serendipity family, this is(� + 1) 2 � (� � 1),

1 � � � 3. As a result, it is expected that the serendipity set would be faster, but also less

accurate. It was known from the work of Bay [15] that high-order expansions were needed to

3This is true up to the cubic order; beyond that, some internal nodes need to be added to ensure
completeness of the polynomials.
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accurately resolve test cases involving FNRs. For this reason, accuracy was deemed important

and it was chosen to go with the Lagrange family polynomials.

3.2.2 Lagrange vs Legendre polynomials in D RAGON 5

We initially started with Lagrange polynomials as the spanning set for the solution space.

However, various subroutines inDRAGON 5 were programmed to work with the average �ux

within a cell element to compute outputs and parameters correctly. With the Legendre

polynomials used with HODD, the averages just correspond to the zeroth moment of the

�ux. Indeed, if the average for a 1D reference element is de�ned as,

�� i =
Z 1=2

� 1=2
du � l;i (u) ; (3.30)

with

� l;i (u) =
MX

n=1

! n
ePl (� n ) n;i (u)

=
MX

n=1

! n
ePl (� n )

�X

� =0

 �
n;i

eP� (u) ;

(3.31)

the average can be written as

�� i =
MX

n=1

! n
ePl (� n )

�X

� =0

 �
n;i

Z 1=2

� 1=2
du eP� (u)

=
MX

n=1

! n
ePl (� n )

�X

� =0

 �
n;i

Z 1=2

� 1=2
du eP� (u) eP0(u) ;

(3.32)

since eP0(u) = 1 . Using the orthogonality property of Legendre polynomials, we can now

write,

�� i =
MX

n=1

! n
ePl (� n ) 0

n;i ; (3.33)

since
R1=2

� 1=2 du eP� (u) eP0(u) = 0 if � 6= 0.

Now, this is not the case with Lagrange polynomials obviously. So there needed to be an

added computation after each inner iteration to compute the averages for each element so

that the scattering source for the next iteration could be correctly calculated. And although

the number of degrees of freedom between HODD and DGFEM is the same for a given order

and problem dimensionality, the main array of unknowns, termedFUNKNOin the code, had

to be increased in length to accommodate these extra values. While, at the time, we did

not immediately realise it, all of this caused our benchmarks running with DGFEM to be
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perceivably slower than with HODD [50].

Once this was recognised, as a lot of the coding was already done with Lagrange polynomials,

we tried using a Change-Of-Basis (COB) matrix to make the switch to Legendre polynomials.

Unfortunately, this yielded mixed results. In the end, the solver was recoded from scratch

using Legendre polynomials, and we will see in Sec. 3.3, the results were much better.

3.2.3 Implementation example and details

As an example, we will now derive the Legendre moments equations for the two-dimensional

linear order case. The Legendre polynomials as well as the compact DGFEM transport

equation are repeated respectively below for convenience,

eP0(u) = 1 ;
eP1(u) = 2

p
3u ;

eP2(u) =
p

5(6u2 � 1=2) ;
eP3(u) =

p
7(20u3 � 3u) ;

(3.34)

and

Z

�
(( 
 n � r  n;h ) wh + �  n;h wh) ds �

Z

@��
(n � 
 n )

�
 +

n;h �  �
n;h

�
w+

h dl =
Z

�
Qnwhds : (3.35)

Assuming an orthogonal meshing (Fig. 3.2a) of the domain � as is the case inDRAGON 5�

such that each element� can also be denoted by conventional indicesf i; j g. Each element

has sides� x i and � yj . As with the HODD method, we apply a change of variable (Eqn. 3.5)

such that we are on a reference element (shown in Fig. 3.2b),�̂ , bounded by� 1=2 � u � 1=2

and � 1=2 � v � 1=2.

We thus obtain

� n

� x i

Z

�̂
du dv eP� (u) eP� (v)

@
@u

 n;i;j (u; v) +
� n

� yj

Z

�̂
du dv eP� (u) eP� (v)

@
@v

 n;i;j (u; v)+
Z

�̂
du dv eP� (u) eP� (v)�  n;i;j (u; v)�

� n

� x i

Z

� r �

du (n � 
 n ) eP� (u)
�
 n;i;j (u; � r � )j+ �  n;i;j (u; � r � )j �

�
�

� n

� yj

Z

� r �

dv (n � 
 n ) eP� (v)
�
 n;i;j (� r � ; v)j+ �  n;i;j (� r � ; v)j �

�
=

Z

�̂
du dv eP� (u) eP� (v)Qn;i;j (u; v) ;

(3.36)
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(a) Example of regular structured meshing in
DRAGON 5.

(b) Reference element: square of side length
1, centred at (0; 0).

Figure 3.2 Illustration of meshing and reference element in 2D.

where we have dropped theh subscript in favour of the element indicesf i; j g, and as before,

the � superscripts respectively indicates whether the restriction of the function on the in-

coming boundary is on the element or from the neighbouring in�ow element. In the case of

the latter, these would have been computed prior in the sweep and are henceknown values

and ultimately form part of the source.

Approximating the �ux on an element, �̂ as,

 n;i;j (u; v) =
�X

� =0

�X

� =0

eP� (u) eP� (v)  [�;� ]
n;i;j ; (3.37)

this can be substituted into Eqn. 3.36 above. The equations for each Legendre moment, [�;� ]
n;i;j ,

can then be obtained after testing the transport equation against each of the combination of

functions, eP� (u) eP� (v), with � or � having range[0; �] 4.

Before deriving the equations, we also would like to somewhat more elegantly represent the

�ux on the boundaries. It is not necessary: the �ux restriction on the boundary from the

incoming cells,i.e., the Legendre moments that were calculated from previous neighbouring

cells in the sweep can be used directly. However, we �nd the following representation way

more intuitive as well as result in less confusingly written equations.

4To be explicit, for example, for linear order in 2D, � = 1 , this means testing against eP0(u) eP0(v),
eP1(u) eP0(v), eP0(u) eP1(v), and eP1(u) eP1(v).
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Assuming that the �ux on the bottom edge (i.e., v = � 1=2) of the cell can be expanded as

' n;j � (u) =
�X

� =0

eP� (u) ' [� ]
n;j � ; (3.38)

and given the restriction of the adjacent �ux on that boundary as

 n;i;j (u; � 1=2)j � =
�X

� =0

�X

� =0

eP� (u) eP� (� 1=2)  [�;� ]
n;i;j j � ; (3.39)

an equivalence can be found between the two sets of Legendre moments,' [� ]
n;j � and  [�;� ]

n;i;j j � .

Similar relations can be found for each of the � in the 2D case � four boundaries.

For the 2D linear order, we hence derive in a direction-agnostic form,

 
j� n j
� x i

+
j� n j
� yj

!

 [0;0]
n;i;j +

p
3

� n

� x i
 [1;0]

n;i;j +
p

3
� n

� yj
 [0;1]

n;i;j + � i;j  [0;0]
n;i;j =

Q[0;0]
n;i;j + sgn(� n )

� n

� x i
' [0]

n;i � + sgn(� n )
� n

� yj
' [0]

n;j �

�
p

3
� n

� x i
 [0;0]

n;i;j +

 

3
j� n j
� x i

+
j� n j
� yj

!

 [1;0]
n;i;j +

p
3

� n

� yj
 [1;1]

n;i;j + � i;j  [1;0]
n;i;j =

Q[1;0]
n;i;j �

p
3

� n

� x i
' [0]

n;i � + sgn(� n )
� n

� yj
' [1]

n;j �

(3.40)

�
p

3
� n

� yj
 [0;0]

n;i;j +

 
j� n j
� x i

+ 3
j� n j
� yj

!

 [0;1]
n;i;j +

p
3

� n

� x i
 [1;1]

n;i;j + � i;j  [0;1]
n;i;j =

Q[0;1]
n;i;j + sgn(� n )

� n

� x i
' [1]

n;i � �
p

3
� n

� yj
' [0]

n;j �

�
p

3
� n

� yj
 [1;0]

n;i;j �
p

3
� n

� x i
 [0;1]

n;i;j +

 

3
j� n j
� x i

+ 3
j� n j
� yj

!

 [1;1]
n;i;j + � i;j  [1;1]

n;i;j =

Q[1;1]
n;i;j �

p
3

� n

� x i
' [1]

n;i � �
p

3
� n

� yj
' [1]

n;j � ;
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with the in�ow boundary Legendre moments given as,

' [0]
n;j � =  [0;0]

n;i;j j � + sgn(� n )
p

3 [1;0]
n;i;j j �

' [1]
n;j � =  [0;1]

n;i;j j � + sgn(� n )
p

3 [1;1]
n;i;j j �

' [0]
n;i � =  [0;0]

n;i;j j � + sgn(� n )
p

3 [0;1]
n;i;j j �

' [1]
n;i � =  [1;0]

n;i;j j � + sgn(� n )
p

3 [1;1]
n;i;j j � ;

(3.41)

where we have made use of the sign operator,sgn(). This can also be written in matrix form

T	 n;i;j = Qn;i;j ; (3.42)

where

T =
2

6
6
6
6
6
6
4

�
j � n j
� x i

+ j � n j
� yj

+ � i;j

� p
3 � n

� x i

p
3 � n

� yj
0

�
p

3 � n
� x i

�
3j � n j

� x i
+ j � n j

� yj
+ � i;j

�
0

p
3 � n

� yj

�
p

3 � n
� yj

0
�

j � n j
� x i

+ 3 j � n j
� yj

+ � i;j

� p
3 � n

� x i

0 �
p

3 � n
� yj

�
p

3 � n
� x i

�
3j � n j

� x i
+ 3 j � n j

� yj
+ � i;j

�

3

7
7
7
7
7
7
5

(3.43)

	 n;i;j =

2

6
6
6
6
6
6
4

 [0;0]
n;i;j

 [1;0]
n;i;j

 [0;1]
n;i;j

 [1;1]
n;i;j

3

7
7
7
7
7
7
5

; (3.44)

and

Qn;i;j =

2

6
6
6
6
6
6
4

Q[0;0]
n;i;j + sgn(� n ) � n

� x i
' [0]

n;i � + sgn(� n ) � n
� yj

' [0]
n;j �

Q[1;0]
n;i;j �

p
3 � n

� x i
' [0]

n;i � + sgn(� n ) � n
� yj

' [1]
n;j �

Q[0;1]
n;i;j + sgn(� n ) � n

� x i
' [1]

n;i � �
p

3 � n
� yj

' [0]
n;j �

Q[1;1]
n;i;j �

p
3 � n

� x i
' [1]

n;i � �
p

3 � n
� yj

' [1]
n;j �

3

7
7
7
7
7
7
5

: (3.45)

In DRAGON 5, the DG method was implemented from the zeroth/�at up to the cubic order,

i.e., 0 � � � 3 for the 1D/2D/3D Cartesian and hexagonal geometries (more on that in

Chap. 4). Similar to HODD, variable-order expansion is not used, leading to the number of

d.o.f.s per cell per angle to be also given by(� + 1) � , where � is the dimension. Of course,

the matrices,T, 	 n;i;j , and Qn;i;j , will change accordingly.

It is feasible to derive these by hand for simple cases. But at high dimensions and orders, the
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matrices become quite large and it is much easier to use a scripting language. Indeed, for the

3D case at cubic order, the matrix of coe�cients is of size64� 64. It would be unrealistic

to derive this by hand. Hence, we used Matlab and its symbolic functions capabilities. Part

of the scripts are given in Appendix A. The rest will be hosted on theDRAGON 5 Archives

webpage [51].

3.2.4 Single-cell and inner iteration solution algorithm

With the equations now in hand, we can have a look at the resolution algorithm for one cell

element and how that �ts in the inner iteration procedure. While this is essentially the same

as with HODD, it is useful to document so as to better grasp the changes necessary for the

hexagonal geometry and the parallelism implementations.

The procedure for a single cell for a single direction basically consists of four stages:

1. identifying the incoming faces/edges and picking up the incoming �uxes corresponding

for the cell being solved. For the �rst iteration, this can consist of a rough estimate, a

random number, unity or zero ;

2. assembling the matrix of coe�cients and source vector to be computed according to

Eqn. 3.40, more generally, Eqn. 3.36 ;

3. solving the system of equations ; and

4. computing the outgoing �uxes � which will correspond to the restriction of the adjacent

�ux on the boundary for some cell(s) further down in the sweep.

A slighted more detailed (compared to Sec. 2.2.5) look at one inner iteration is shown in Alg.

1. This is essentially the backbone of an inner iteration subroutine5 in DRAGON 5; there is

one per dimension for each of HODD and DG. The single cell procedure outlined in points

1-4 above are represented at line numbers 15 to 18. Moreover, we would like to add the

following comments:

� The source term, including scattering and �ssion, has already been calculated outside

of this algorithm.

� The order in which the directions over the unit circle (sphere) are looped over does not

matter much, but this is usually carried out quadrant by quadrant.

5The past tense might have been a more appropriate tense here. This algorithm was modi�ed following
the parallelism implementation, and does not exist in this exact form anymore � more on this in Chap. 6.
That being said, this is suitable for the purpose of our discussion right now.
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� The resolution of the system of equations,T	 n;i;j = Qn;i;j , is done in theALSBDsubrou-

tine in DRAGON 5. It uses a relatively straightforward Gaussian elimination method

with partial pivoting.

� Depending on the direction of neutron travel, there arefour main ways of sweeping

the domain. While this might make intuitive sense for some, this is represented in Fig.

3.3. So, while we represented the loop in thex� and y� directions quite simply in the

algorithm, the loops are usually reversed using a index.

� If the entries of all relevant arrays (such as the volume, material, �ux, source and

others) are all stored in the same particular order, then the sweep over the domain can

be doneimplicitly without the use of a graph. This is exempli�ed in Alg. 1 by the use

of the two loops over the elements in thex� and y� directions. Indeed, it is important

to ensure that the outgoing �uxes are passed on to the correct elements during the

sweep.

� The scalar �uxes (� m;[�;� ]
l;i;j ) and outgoing surface �uxes (' [� ]

n;BC , ' [� ]
n;BC ) are all held in

the same array in the code,FUNKNO.

Figure 3.3 The four di�erent ways that the columnar sweep proceeds depending on direction
of neutron travel. The fading colour represents progression along they-axis and the changing
colour progression along thex-axis. The orientation of the domain is the same throughout.

3.3 Numerical Results

This section will present numerical results for two- and three-dimensional eigenvalue-problem

benchmarks. These will serve to verify and validate the DGFEM implementation within the

DRAGON 5 SN solver, as well as showcase the di�erences, if any, with the HODD method.

Results for both methods will be compared against reference solutions. These might have

been obtained from the literature or from a calculation run at high angular and spatial
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Algorithm 1: Representation of one inner iteration for the 2D case.

input : Qm;[�;� ]
l;i;j , ' [� ]

n;BC , ' [� ]
n;BC

output: � m;[�;� ]
l;i;j , ' [� ]

n;BC , ' [� ]
n;BC

/* Initialise flux. */

1 � m;[�;� ]
l;i;j = 0:0

/* Loop over directions in unit sphere. */
2 for n = 1 to N (N + 2) =2 do

/* Swap ' [�]
n;BC with ' [�]

m;BC such that 
 m � n = � 
 n � n if needed */
/* n is the normal to the boundary in question */

3 if u = � 1=2 or v = � 1=2 boundary is re�ective then
4 � = ' [�=� ]

n;BC /* � is a temporary variable. */

5 ' [�=� ]
n;BC  ' [�=� ]

m;BC

6 ' [�=� ]
m;BC  �

/* Loop over elements in domain. */
7 for i = 1 to lx do /* lx = # of elements along x-axis */
8 if i == 1 then
9 ' [� ]

n;i �  ' [� ]
n;BC

10 else
11 ' [� ]

n;i �  ' [� ]
n;i +

12 for j = 1 to ly do
13 if j == 1 then
14 ' [� ]

n;j �  ' [� ]
n;BC

15 else
16 ' [� ]

n;j �  ' [� ]
n;j +

17 Assemble matrix of coe�cients, T, and source vector,Qn;i;j .

18 Solve system of equationsT	 n;i;j = Qn;i;j .

19 Compute the outgoing �uxes,' [� ]
n;i + and ' [� ]

n;j + .

20 Sum angular �uxes over directions to obtain scalar �ux such that

21 � m;[�;� ]
l;i;j = � m;[�;� ]

l;i;j + 2! n  m;[�;� ]
l;i;j .

/* Store out. fluxes on v = � 1=2 for next inner iteration. */

22 ' [� ]
n;BC  ' [� ]

n;j +

/* Store outgoing fluxes on u = � 1=2 for next inner iteration. */

23 ' [� ]
n;BC  ' [� ]

n;j +
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discretisation with a relatively �ne submeshing. In the latter, HODD will be used for the

spatial discretisation as that is the already established method inDRAGON 5. A mix of

eigenvalues (theke� ), errors on group-wise absorption rates, and computational times will be

given. The absorption rate is calculated using

Ra;i =
1
Vi

Z

Vi

d3r [�( r ) � � s(r )] � (r ) ; (3.46)

wherei denotes the cell element of calculation, andVi its volume. The maximum and average

errors are then respectively worked out on these reaction rate values using the equations

below:

� max = max
i

(
jRa;i � R�

a;i j
R�

a;i

)

and �� =
1

Vcore

X

i

Vi
jRa;i � R�

a;i j
R�

a;i
: (3.47)

where the asterisk denotes the reference value, andVcore is the volume of the whole domain.

In the case of multi-group problems, this is carried out for each group, and the largest values

are then retained across all groups.

The results will be detailed for various parameters:

� the angular order,N ,

� the spatial order, � , and

� the spatial submesh,subm:, i.e., the number of sub-regions into which each cell element

of the domain is further divided.

Finally, a convergence criterion of1 � 10� 5 was applied on both the source (inner) iteration

and power (outer) loops. It should be noted that inDRAGON 5, the convergence criterion

is applied to the whole unknown �ux vector, the aforementionedFUNKNO. This is interesting

because it means the convergence is also tested on the outgoing surface boundary �uxes.

3.3.1 One-group 2D simple benchmark: 2D-CNS

This is a simple monoenergetic criticality benchmark with anisotropic scattering that was

devised by Hébert [35]. As we �rst used it in a conference paper [50] in the Canadian Nuclear

Society (CNS) annual meeting, we will refer to it as the2D-CNS benchmark in this work.

Given the simplicity of this benchmark, it was used mostly as a quick litmus test to verify

whether our DGFEM implementation was correct. We also frequently used it as a simple

benchmark when debugging. Fig. 3.4 shows the domain geometry and material mixtures,

with the cross-section data given in Tab. 3.1. Re�ective boundary conditions were used on

the left and bottom sides of the domain while vacuum is applied to the right and top sides.
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The initial meshing (before any further submeshing) was an equidistant5 � 5 grid.

Figure 3.4 Description of the simple monoenergetic 2D benchmark,2D-CNS . The dimensions
are in cm. The domain is symmetric along the diagonal, and re�ective boundary conditions
are applied on left and bottom sides, and vacuum on the right and top. See Table 3.1 for
the cross-section data. Red corresponds to mixture 1, green to 2, and blue to 3. The black
region indicates a void. The un-submeshed calculation grid is5 � 5.

A reference solution was calculated using anS18 HODD-2 discretisation with a submeshing

of 5. The obtained results are summarised in Tab. 3.2. As mentioned, HODD is only

implemented up to parabolic order,i.e., � = 2 , so this part of the table is empty. Also

empty is DG-0, i.e., the �at order of DGFEM. While this is technically present, DG-0

performs so poorly that this is not worth including. Going forward, this will be true for the

rest of the document.

The results are also partly represented graphically in Figures 3.5 to 3.7, with plots of the

maximum error, � max , against the number of unknowns. Here, we are using the number of

unknowns in the whole domain,per direction, per group and per anisotropy level. Accounting

Table 3.1 Cross-section data for the2D-CNS benchmark.

Mix. � � s0 � s1 � � f

(cm� 1) (cm� 1) (cm� 1) (cm� 1)

1 0.025 0.013 0.0 0.0155
2 0.025 0.024 0.006 0.0
3 0.075 0.0 0.0 0.0
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for these would not change the shape of the plots, just shift them further up. Hence, this

leaves the number of unknowns as the number of cell elements multiplied by the number of

Legendre moments to be solved for.

An aside here about the number of unknowns:It was mentioned earlier that the number

of d.o.f.s or unknowns is given by(� + 1) � for both HODD and DGFEM, where � is

the expansion order for each dimension, and� is the number of dimensions. We would

like to draw the reader's attention to the fact that depending on the implementation (see

subsection 3.1.5), this might not always be the case. For example, it can be seen in the

work of [46], where the number of unknowns for HODD is given as(� + 1) � + � (� + 1) .

Looking over the results from Tab. 3.2, we can see that the results are very similar for com-

parable parameters. There are some slight di�erences, with no submeshing for linear order,

HODD appears to consistently produce better results. However, looking at the maximum

error for the same data points, we can see that the error for DG is actually quite smaller,

roughly half as small. This is perhaps better illustrated in Figures 3.5-3.7 with the con-

vergence plots. The linear case is where the di�erence is more clear, with DG dropping to

around the converged maximum error with just one mesh re�nement.

Figure 3.5 2D-CNS benchmark: S4 convergence rates for the maximum error,� max , as a
function of the number of unknowns.
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Figure 3.6 2D-CNS benchmark: S6 convergence rates for the maximum error,� max , as a
function of the number of unknowns.

Figure 3.7 2D-CNS benchmark: S8 convergence rates for the maximum error,� max , as a
function of the number of unknowns.
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Table 3.2 Summarised results for the2D-CNS benchmark. � denotes the polynomial order, andsubm: the

submeshing. Three signi�cant �gures are given, except forke� .

DD DG

SN � subm: ky
e� � ke� � max �� Time ky

e� � ke� � max �� Time

(pcm) (%) (%) (s) (pcm) (%) (%) (s)

4 0 1 0.986067 -623 155 25 0.005 - - - - -

2 0.9903339 -196 29.1 3.67 0.012 - - - - -

3 0.9911037 -120 3.69 1.21 0.045 - - - - -

4 0.9913744 -92 1.53 0.836 0.04 - - - - -

5 0.9914996 -79.9 2.01 0.88 0.074 - - - - -

1 1 0.991689 -60.9 39.1 6.82 0.012 0.990421 -188 13.7 3.87 0.014

2 0.9917193 -57.9 4.33 0.949 0.045 0.991528 -77.0 2.85 0.959 0.036

3 0.9917208 -57.8 2.76 0.864 0.083 0.9916601 -63.8 2.17 0.855 0.08

4 0.9917211 -57.7 2.59 0.855 0.14 0.9916945 -60.4 2.38 0.855 0.179

5 0.9917212 -57.7 2.51 0.85 0.256 0.9917072 -59.1 2.46 0.854 0.217

2 1 0.9917202 -57.8 17.3 2.7 0.031 0.9917133 -58.5 9.48 1.66 0.03

2 0.9917212 -57.7 2.71 0.867 0.191 0.9917208 -57.8 2.59 0.852 0.152

3 0.9917212 -57.7 2.5 0.85 0.308 0.9917211 -57.7 2.54 0.852 0.282

4 0.9917213 -57.7 2.54 0.852 0.451 0.9917212 -57.7 2.52 0.851 0.461

5 0.9917213 -57.7 2.51 0.85 0.693 0.9917212 -57.7 2.52 0.851 0.678

3 1 - - - - - 0.9917208 -57.8 1.68 0.809 0.089

2 - - - - - 0.9917212 -57.7 2.55 0.853 0.35

3 - - - - - 0.9917212 -57.7 2.51 0.851 0.805

4 - - - - - 0.9917213 -57.7 2.52 0.851 1.43

5 - - - - - 0.9917212 -57.7 2.52 0.851 2.23

6 0 1 0.986241 -606 155 24.9 0.007 - - - - -

2 0.9906151 -168 23.1 2.91 0.022 - - - - -

3 0.9913819 -91.7 5.13 1.16 0.059 - - - - -

4 0.9916507 -64.8 2.28 0.658 0.092 - - - - -

5 0.9917746 -52.4 2.07 0.596 0.131 - - - - -

1 1 0.991968 -33.0 35 6.48 0.03 0.9907091 -159 16.3 3.88 0.024

2 0.9919937 -30.5 5.51 0.784 0.076 0.9918028 -49.6 1.54 0.578 0.118

3 0.9919946 -30.4 1.85 0.49 0.174 0.9919335 -36.5 1.29 0.494 0.161

4 0.9919948 -30.4 1.59 0.475 0.291 0.991968 -33.1 1.46 0.485 0.257

5 0.9919949 -30.4 1.58 0.476 0.445 0.9919807 -31.8 1.5 0.48 0.46

2 1 0.9919942 -30.4 17.5 2.55 0.069 0.9919858 -31.3 8.11 1.29 0.057

2 0.9919949 -30.4 1.72 0.487 0.227 0.9919943 -30.4 1.79 0.488 0.24

3 0.9919949 -30.4 1.58 0.476 0.503 0.9919947 -30.4 1.55 0.474 0.488

4 0.991995 -30.4 1.55 0.474 0.933 0.9919949 -30.4 1.54 0.473 0.865

5 0.9919949 -30.4 1.54 0.473 1.43 0.9919949 -30.4 1.54 0.473 1.41
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Table 3.2 (continued)

DD DG

SN � subm: ky
e� � ke� � max �� Time ky

e� � ke� � max �� Time

(pcm) (%) (%) (s) (pcm) (%) (%) (s)

3 1 - - - - - 0.9919944 -30.4 1.2 0.536 0.198

2 - - - - - 0.9919949 -30.4 1.54 0.473 0.736

3 - - - - - 0.9919949 -30.4 1.54 0.473 1.67

4 - - - - - 0.9919949 -30.4 1.54 0.473 3

5 - - - - - 0.9919949 -30.4 1.54 0.473 4.44

8 0 1 0.9863902 -591 155 24.9 0.008 - - - - -

2 0.9907833 -152 21.5 2.8 0.068 - - - - -

3 0.991543 -75.5 5.21 1.07 0.099 - - - - -

4 0.9918108 -48.8 3.04 0.527 0.157 - - - - -

5 0.9919342 -36.4 1.51 0.362 0.216 - - - - -

1 1 0.992126 -17.2 34.3 6.42 0.042 0.9908831 -142 17.3 3.85 0.042

2 0.9921527 -14.6 5.63 0.692 0.131 0.9919631 -33.5 1.11 0.368 0.138

3 0.9921537 -14.5 1.14 0.25 0.292 0.9920926 -20.6 0.866 0.278 0.277

4 0.992154 -14.4 1.01 0.247 0.469 0.9921269 -17.2 0.95 0.261 0.443

5 0.9921541 -14.4 0.987 0.246 0.702 0.9921398 -15.9 0.961 0.254 0.702

2 1 0.9921531 -14.5 17.2 2.43 0.105 0.9921443 -15.4 7.77 1.17 0.09

2 0.9921541 -14.4 1.14 0.258 0.449 0.9921533 -14.5 1.24 0.26 0.408

3 0.9921541 -14.4 0.991 0.247 0.964 0.9921539 -14.5 0.994 0.247 0.929

4 0.9921541 -14.4 0.991 0.247 1.6 0.9921541 -14.4 0.989 0.247 1.41

5 0.9921541 -14.4 0.987 0.247 2.29 0.9921541 -14.4 0.987 0.247 2.25

3 1 - - - - - 0.9921534 -14.5 1.29 0.362 0.34

2 - - - - - 0.9921541 -14.4 0.982 0.246 1.3

3 - - - - - 0.9921541 -14.4 0.985 0.247 2.82

4 - - - - - 0.9921541 -14.4 0.986 0.247 4.75

5 - - - - - 0.9921541 -14.4 0.987 0.247 7.73
y Referenceke� is 0.9922985, obtained using anS18 HODD-2 method with a submeshing of 5.

3.3.2 Four-group 2D AIC assembly: 2D-AIC

The 2D-AIC benchmark was also devised by Hébert [52] and is quite a bit more complex. It

is a four-group mock-up of a production Pressurised Water Reactor (PWR) assembly and

features large spatial and angular anistropic e�ects because of the presence of inserted poison

pins. These pins are made of a silver-indium-cadmium alloy � these elements have respective

symbols Ag, In and Cd, hence the name AIC.

The domain is represented in Fig. 3.8, and the four-group cross-section data given in Tab.
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3.3. Re�ective boundary conditions are used on all sides of the domain to simulate an in�nite

lattice, as is usually the case in industry lattice calculations.

This benchmark was very much simpli�ed from its original case [53]: it was made purely

Cartesian and the number of energy groups decreased from 26 to 4, with limits at 53, 4

and 0.353 eV. However, Hébert [52] points out that many characteristics from the actual

production assembly are kept. For example, the di�erence inke� between an isotropic (P0)

and anisotropic (P1) scattering source is around� 2380pcm.

Figure 3.8 Representation of the2D-AIC benchmark domain on the left. Re�ective boundary
conditions are applied on all sides. The dimensions are in cm, and the cross-section data is
given in Tab. 3.3. Cyan is mix 1, red mix 2, dark red mix 3 and blue mix 4. On the right is
the initial computational mesh before any further re�nement.

Similarly to the previous benchmark, the reference solution was calculated using anS18

HODD-2 discretisation with a �ve-fold mesh re�nement, and the results are summarised in

Table 3.4. These calculations were run in series with no synthetic acceleration on the Digital

Research Alliance of Canada (DRAC) cluster Graham.

The results are very similar to the2D-CNS benchmark. The DGFEM implementation per-

forms very similarly to HODD. One thing of note is that for higher order (especially parabolic

and above), it would seem that mesh re�nement does not really do much � at least, for this

benchmark. The solution has already converged. Except perhaps in the case of HODD-1,

it would seem that it struggles a bit more with the unre�ned mesh, yielding values for the

ke� further away from its converged values, compared to DG. The maximum error results

are also partially represented in Figure 3.9.
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(a) With HODD-0.

(b) Without HODD-0.

Figure 3.9 2D-AIC benchmark: S6 convergence rates for the maximum error,� max , as a
function of the number of unknowns. The second plot forgoes HODD-0 for better clarity.

The computational time taken the computations are very much in line with what we would

expect. As the number of mesh elements or directions increase, the CPU time increases

proportionally. For example, going fromS4 to S6, the number of directions doubles, and

so does the time taken. There are small di�erences between the two methods, with HODD

being very slightly faster. Plots of errors inke� against time are given in Figure 3.10.

We have noticed that running calculations on the DRAC can lead to slight variations in

the computational time taken for computations. These can range anywhere from1% to

around 15%. We speculate that this might be due to things like how much load is on the

node at the time or maybe the data is not stored in a contiguous manner. In any case,

while this has not been investigated, theyappear to be random. So, with that in mind,
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(a) With HODD-0.

(b) Without HODD-0.

Figure 3.102D-AIC benchmark: S6 convergence rates for theke� , as a function of CPU time.
The second plot forgoes HODD-0 for better clarity.

given that the computational times seem to be consistently faster for HODD, we think

that this might be the method, and not these variations.

Finally, we thought it would be interesting to look at surface plots of the scalar plots. These

were generated using the open-source data-analysis and visualisation application, ParaView

[54]. Figure 3.11 shows these surface plots forS8 HODD/DG-1 with a mesh re�nement of 2,

as well as the reference calculation. There is no discernible di�erences between HODD and

DG when looking at only these. And comparing with the reference solution, both do very

well approximating the solution with the lower resolution.

With ParaView, we can also subtract between two data sets to �nd the di�erences as long as
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the underlying mesh is the same. Hence, Figure 3.12 shows the di�erences between the scalar

�uxes for HODD and DGFEM from Figure 3.11. The largest variation is in the lowest energy

group but this variation is mostly con�ned to the poison pins. In fact, this is mostly true

across all groups. This is not entirely surprising as it was expected for HODD to struggle

more in anisotropic regions. Still, this variation is only about 1%.
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Table 3.3 Cross-section data for the2D-AIC benchmark. All �ssion neutrons are emitted in groupg = 1. The energy group
limits are at 53, 4 and 0.353 eV.

g Mix � g � g! 1
s0 � g! 2

s0 � g! 3
s0 � g! 4

s0 � g! 1
s1 � g! 2

s1 � g! 3
s1 � g! 4

s1 � � g
f

(cm� 1) (cm� 1) (cm � 1) (cm � 1) (cm � 1) (cm� 1) (cm � 1) (cm � 1) (cm � 1) (cm� 1)

1 1 0.5316 0.4973 3.134E-2� 2.304E-3 2.228E-4 0.2735 1.410E-2 3.050E-4 1.245E-5 0.0
2 0.4097 0.3908 8.546E-4 0.0 0.0 0.04793 -2.640E-4 0.0 0.0 0.01632
3 0.4072 0.3885 8.562E-4 0.0 0.0 0.04981 -2.624E-4 0.0 0.0 0.01652
4 0.4240 0.3738 2.439E-4 0.0 0.0 0.0 0.0 0.0 0.0 0.0

2 1 0.9352 0.0 0.6570 0.2528 2.412E-2 0.0 0.4253 0.1203 3.373E-3 0.0
2 0.6286 0.0 0.4407 8.057E-3 0.0 0.0 5.419E-3 -2.453E-3 0.0 0.09259
3 0.6223 0.0 0.4387 8.591E-3 0.0 0.0 3.100E-3 -2.610E-3 0.0 0.09136
4 1.0476 0.0 0.4102 7.370E-4 0.0 0.0 -6.161E-2 0.0 0.0 0.0

3 1 0.9931 0.0 0.0 0.7176 0.2707 0.0 0.0 0.4286 6.426E-2 0.0
2 0.4594 0.0 0.0 0.3785 1.203E-2 0.0 0.0 9.014E-3 -2.572E-3 0.1129
3 0.4599 0.0 0.0 0.3780 1.229E-2 0.0 0.0 1.142E-2 -2.604E-3 0.1143
4 2.7503 0.0 0.0 0.4956 3.248E-3 0.0 0.0 -2.326E-1 0.0 0.0

4 1 1.5931 0.0 0.0 1.163E-2 1.5650 0.0 0.0 5.064E-3 0.4384 0.0
2 0.7508 0.0 0.0 5.318E-3 0.3983 0.0 0.0 -7.338E-4 8.769E-3 0.6508
3 0.7504 0.0 0.0 5.236E-3 0.3984 0.0 0.0 -7.231E-4 8.764E-3 0.6500
4 11.194 0.0 0.0 4.985E-3 0.2996 0.0 0.0 0.0 0.0 0.0

� : 3.134E-2 should be read as3:134� 10� 2.
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Table 3.4 Summarised results for the2D-AIC benchmark. � denotes the polynomial order, andsubm: the

submeshing. Three signi�cant �gures are given, except forke� .

DD DG

SN � subm: ky
e� � ke� � max �� Time ky

e� � ke� � max �� Time

(pcm) (%) (%) (s) (pcm) (%) (%) (s)

4 0 1 0.9469103 3240 21.2 5.1 0.367 - - - - -

2 0.9128222 -170 9.83 2.97 1.63 - - - - -

3 0.9107411 -379 9.5 3.04 3.26 - - - - -

4 0.9105441 -398 9.07 3.06 5.67 - - - - -

5 0.9105403 -399 8.87 3.02 9.16 - - - - -

1 1 0.9167795 225 7.36 1.74 1.24 0.9103752 -415 10.1 3.75 1.2

2 0.9105386 -399 8.58 2.93 5.18 0.9102691 -426 8.82 3.09 5.14

3 0.91043 -410 8.59 2.98 11.2 0.9103753 -415 8.65 3.02 11.7

4 0.9104243 -410 8.59 2.99 20.2 0.9103971 -413 8.62 3 21.6

5 0.9104274 -410 8.6 2.99 31.2 0.9104031 -412 8.61 3 35.1

2 1 0.9113917 -314 8.33 2.76 4.04 0.9105515 -398 8.6 2.87 4.37

2 0.9104236 -410 8.59 2.99 15.8 0.9104217 -410 8.59 2.98 17.1

3 0.9104274 -410 8.6 2.99 36.1 0.9104132 -411 8.6 2.99 41

4 0.9104271 -410 8.6 2.99 65.2 0.9104182 -411 8.6 2.99 75.2

5 0.9104228 -410 8.6 2.99 99.4 0.9104192 -411 8.6 2.99 125

3 1 - - - - - 0.9104783 -405 8.58 2.97 14

2 - - - - - 0.9104142 -411 8.6 2.99 57.5

3 - - - - - 0.9104202 -411 8.6 2.99 130

4 - - - - - 0.9104206 -411 8.6 2.99 231

5 - - - - - 0.9104206 -411 8.6 2.99 370

6 0 1 0.948131 3360 21 5.11 0.674 - - - - -

2 0.9150842 55.7 5.82 1.54 3.13 - - - - -

3 0.9124346 -209 5.74 1.84 6.18 - - - - -

4 0.9121562 -237 5.4 1.81 11.5 - - - - -

5 0.9121342 -239 5.2 1.76 18 - - - - -

1 1 0.918336 381 3.68 1.21 2.27 0.9122064 -232 6.86 2.57 2.56

2 0.9122439 -228 4.81 1.63 9.55 0.9119289 -260 5.24 1.81 9.7

3 0.9121355 -239 4.87 1.64 21.6 0.9120476 -248 5 1.71 22.1

4 0.9121441 -238 4.88 1.64 38.6 0.912086 -244 4.93 1.68 39.2

5 0.9121396 -239 4.88 1.64 61.5 0.9121041 -242 4.91 1.66 63.7

2 1 0.9133948 -113 4.21 1.45 7.59 0.9121546 -237 4.87 1.59 7.8

2 0.9121409 -239 4.88 1.64 31 0.9121141 -241 4.88 1.66 32.9

3 0.9121445 -238 4.88 1.64 70.5 0.9121271 -240 4.88 1.65 75.1

4 0.9121394 -239 4.89 1.64 126 0.9121315 -240 4.89 1.64 136

5 0.9121381 -239 4.88 1.64 195 0.9121333 -239 4.89 1.64 232
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Table 3.4 (continued)

DD DG

SN � subm: ky
e� � ke� � max �� Time ky

e� � ke� � max �� Time

(pcm) (%) (%) (s) (pcm) (%) (%) (s)

3 1 - - - - - 0.9121557 -237 4.86 1.67 26.1

2 - - - - - 0.9121296 -240 4.88 1.64 106

3 - - - - - 0.912136 -239 4.88 1.64 245

4 - - - - - 0.9121364 -239 4.88 1.64 436

5 - - - - - 0.9121361 -239 4.89 1.64 700

8 0 1 0.9477884 3330 21.1 4.97 1.08 - - - - -

2 0.9155012 97.4 3.54 1.06 4.47 - - - - -

3 0.9131584 -137 3.46 1.21 10 - - - - -

4 0.912832 -170 3.25 1.15 18.2 - - - - -

5 0.91283 -170 3.07 1.07 29.2 - - - - -

1 1 0.9188837 436 4.06 1.06 3.66 0.9130214 -151 4.9 1.87 3.79

2 0.9129794 -155 2.66 0.927 15.1 0.9126708 -186 3.14 1.12 15.6

3 0.9128875 -164 2.77 0.927 34.5 0.9127844 -174 2.89 1.01 35.7

4 0.9128937 -163 2.77 0.933 60.2 0.9128295 -170 2.83 0.976 63.7

5 0.9128892 -164 2.77 0.936 99 0.9128516 -168 2.8 0.96 103

2 1 0.9142289 -29.8 2.01 0.764 12.4 0.9128666 -166 2.71 0.901 13

2 0.9128928 -163 2.78 0.928 50.5 0.9128571 -167 2.77 0.95 51.8

3 0.9128887 -164 2.77 0.937 112 0.9128776 -165 2.77 0.94 122

4 0.9128849 -164 2.77 0.938 201 0.9128816 -164 2.77 0.939 218

5 0.9128858 -164 2.77 0.938 325 0.9128825 -164 2.77 0.939 354

3 1 - - - - - 0.9128822 -164 2.74 0.973 42.4

2 - - - - - 0.9128827 -164 2.78 0.938 172

3 - - - - - 0.9128833 -164 2.77 0.939 392

4 - - - - - 0.9128833 -164 2.77 0.939 711

5 - - - - - 0.9128848 -164 2.77 0.938 1090
y Referenceke� is 0.9145269, obtained using anS18 HODD-2 method with a submeshing of 5.

3.3.3 Four-group 3D small FNR core, Takeda Model 2: 3D-TAK2

The 3D-TAK2 benchmark is a three-dimensional isotropic four-group �ve-mixture eigenvalue

problem, documented by Takeda and Ikeda [16]. There are two variations of this benchmark,

one with the control rod completely withdrawn, and one where it is half inserted. We have

chosen to do the latter as it presents more complexity. The quoted literature values for the

ke� are given in Table 3.5.
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(a) S8 HODD-1 subm:2 (b) S8 DG-1 subm:2 (c) Ref. calc., (S18 HODD-2 subm:5)

Figure 3.112D-AIC benchmark: scalar �ux surface plots for energy groups 1 to 4 given in
that order, with energy group 1 at the top. These contrast HODD and DGFEM (at lower
discretisation levels), as well as the reference calculation.
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Figure 3.122D-AIC benchmark: surface plots of the di�erence between the two scalar �ux
maps of HODD and DGFEM from Figure 3.11, for the four energy groups. From left to
right, top to bottom: group 1, group 2, group 3 and group 4.
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Table 3.5 Quoted literature values for various methods for the3D-TAK2 benchmark, repro-
duced from Takeda and Ikeda [16].

Method ke� precision

Monte Carlo 0.9589 � 0:0002
S4 0.9594 � 0:0001
S8 0.9593 � 0:0002
P7 0.9647 -

A quarter of the core is shown in Figure 3.13, as well as the initial computational mesh.

While this initial mesh is not the one recommended by Takeda and Ikeda [16], the highest

mesh re�nement used in the calculations roughly approximates it. The cross sections have

not been reproduced in this document but can be found in [16].

Since we only have theke� in the literature, we chose to also run acalculated referenceusing

an S10 HODD-2 discretisation with a submeshing of 4. With this level of re�nement, it

actually very closely resembles Takeda's recommended mesh. The results are summarised in

Table 3.6, and we also provide convergence plots (Figures 3.14 and 3.15), as well as scalar

�uxes surface plots (Figures 3.16 and 3.17).

Overall, the results are very much in line with what we expect, and have seen so far with 2D

cases. The calculated referenceke� is respectively within 35 pcm (or a precision of 0.00035)

and 75 pcm from theS8 and Monte Carlo quoted the literature values � which is quite

acceptable.

We do observe from the summarised results and convergence plots (Figures 3.14 and 3.15)

that for this isotropic test case, HODD-1 (and even to some extent HODD-0) outperforms

DG-1. This is in line with the expectation that with a smoother solution, HODD shines

better than DG.

With the surface plots of the scalar �ux (Figure 3.16) and the di�erence between HODD

and DG (Figure 3.17), we �nd that the scalar �uxes are again very similar, with di�erences

centred around the control rod again. In this region, while DG seems to o�er a smoother

�ux, HODD seems to overestimate in one mesh, and then underestimate in the neighbouring

one so as to compensate.
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(a) Top view. (b) Side view. (c) Overall view.

Figure 3.13 Domain of the3D-TAK2 benchmark at various angles. Dimensions are in cm.
Re�ective boundary conditions are used on the inner sides (right and bottom on (a), and
out-of-page on (c)) while vacuum boundary conditions are applied to the top, bottom, and
outer sides. The initial computational mesh before subsequent submeshing is shown on (a)
and (b). Red is the core, light green the axial blanket, dark green the radial blanket, orange
the control rod and yellow the sodium-�lled Control Rod Position (CRP).

Figure 3.143D-TAK2 benchmark: S4 convergence rates for the maximum error,� max , as a
function of the number of unknowns.
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Figure 3.15 3D-TAK2 benchmark: S4 convergence rates for theke� , as a function of CPU
time.
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(a) S4 HODD-1 subm:1 (b) S4 DG-1 subm:1 (c) Ref. calc., (S10 HODD-2 subm:4)

Figure 3.163D-TAK2 benchmark: scalar �ux surface plots for energy groups 1 and 4 given
in that order, with energy group 1 at the top. These contrast HODD and DGFEM (at lower
discretisation levels), as well as the reference calculation. The orientation of the domain is
the same as that used in the overall representation of Figure 3.13.
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Figure 3.173D-TAK2 benchmark: surface plots of the di�erence between the twoS4 scalar
�ux maps of HODD-1 and DG-1 from Figure 3.16, for the four energy groups. From left
to right, top to bottom: group 1, group 2, group 3 and group 4. This side orientation was
chosen for clarity and because it shows most of the salient details. It is the same as the side
orientation shown in Figure 3.13.
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Table 3.6 Summarised results for the3D-TAK2 benchmark. � denotes the polynomial order, andsubm: the

submeshing. Three signi�cant �gures are given, except forke� .

DD DG

SN O: subm: ky
e� � ke� � max �� Time ky

e� � ke� � max �� Time

(pcm) (%) (%) (s) (pcm) (%) (%) (s)

2 0 1 0.9584814 -117 105 14.9 2.48 - - - - -

2 0.9589372 -71.5 90.4 9.22 20.9 - - - - -

3 0.9590641 -58.8 86.7 8.49 81.1 - - - - -

1 1 0.9591543 -49.8 86.5 7.72 22.5 0.9577716 -188 92 9.5 20.7

2 0.9591693 -48.3 87.8 7.9 184 0.9589058 -74.7 90.1 8.13 182

3 0.9591702 -48.2 88.1 7.9 697 0.9590738 -57.9 89.2 7.98 638

2 1 0.9591698 -48.3 87.8 7.92 355 0.9591303 -52.2 89.1 7.89 331

2 0.9591707 -48.2 88.2 7.9 2750 0.9591627 -49 88.4 7.9 2760

3 0.9591705 -48.2 88.3 7.9 9720 0.9591676 -48.5 88.3 7.9 9320

3 1 - - - - - 0.9591612 -49.1 88.4 7.91 3630

2 - - - - - 0.9591692 -48.3 88.3 7.9 29100

3 - - - - - 0.95917 -48.2 88.3 7.9 98900

4 0 1 0.9589314 -72.1 62.4 8.11 7.03 - - - - -

2 0.9592796 -37.3 11.6 2.05 58.4 - - - - -

3 0.9594365 -21.6 8.69 1.35 233 - - - - -

1 1 0.9594949 -15.8 7.27 1.22 66.5 0.9582973 -136 12.6 2.7 61.1

2 0.9595526 -10 6.58 0.874 536 0.959309 -34.3 7.49 1.12 520

3 0.959555 -9.7 6.52 0.882 1880 0.959465 -18.7 6.86 0.958 1750

2 1 0.9595656 -8.7 6.54 0.919 1020 0.9595026 -15 6.54 0.861 988

2 0.9595556 -9.7 6.51 0.884 8290 0.9595474 -10.5 6.54 0.886 8080

3 0.9595554 -9.7 6.55 0.885 28900 0.9595525 -10 6.54 0.885 28300

3 1 - - - - - 0.9595493 -10.3 6.55 0.892 10900

2 - - - - - 0.9595543 -9.8 6.55 0.884 88000

3 - - - - - 0.9595549 -9.7 6.55 0.884 300000

6 0 1 0.9589735 -67.9 61.4 7.46 17 - - - - -

2 0.9593314 -32.1 6.12 1.45 120 - - - - -

3 0.9594978 -15.5 3.75 0.793 455 - - - - -

1 1 0.9595516 -10.1 5.17 0.785 129 0.95837 -128 11.9 2.16 122

2 0.9596105 -4.2 2.92 0.33 1060 0.959371 -28.1 2.87 0.559 1020

3 0.9596136 -3.9 2.89 0.333 3860 0.9595249 -12.8 2.74 0.404 3520

2 1 0.9596297 -2.3 3.98 0.402 2090 0.9595611 -9.1 2.9 0.32 1970

2 0.9596143 -3.8 2.89 0.335 16900 0.959606 -4.6 2.92 0.337 16100

3 0.9596141 -3.8 2.89 0.336 57000 0.9596112 -4.1 2.9 0.336 55800
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Table 3.6 (continued)

DD DG

SN O: subm: ky
e� � ke� � max �� Time ky

e� � ke� � max �� Time

(pcm) (%) (%) (s) (pcm) (%) (%) (s)

3 1 - - - - - 0.9596089 -4.4 2.99 0.349 21900

2 - - - - - 0.9596129 -3.9 2.9 0.335 176000

3 - - - - - - - - - -
y Calculated reference valueke� is 0.9596524, obtained using anS10 HODD-2 method with subm: 4.

3.4 Concluding Remarks

In this chapter, we have reviewed the theory and methodology behind the HODD and

DGFEM methods. While the latter is not a new method, it was novel forDRAGON 5. As

such, we have brie�y detailed how it was implemented in theDRAGON 5 code with regards

to its sweep and algorithm. We also explained our reasoning behind our choice of basis func-

tions. To verify our implementation, we tested our implementation on two 2D benchmarks,

and found very good agreement between the two methods. Finally, we positively validated

both methods against the Takeda Model 2 Case 2 benchmark.
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CHAPTER 4 HEXAGONAL GEOMETRY IMPLEMENTATION

The motivation behind hexagonal geometries in Fast Neutron Reactors (FNRs) has

already been outlined in Chap. 1. Therefore, here, we focus solely on methodologies

and the implementation in DRAGON 5. Indeed, a brief outline of various approaches

is given, before turning to the choice that was made inDRAGON 5 as well as some

implementation details. Finally, similarly to the previous chapter, a number of veri�-

cation and validation benchmark results are presented and analysed, for both HODD

and DGFEM. We also take the opportunity to compare the two on this geometry.

4.1 Potential Avenues for Hexagonal Representation

Hexagonal geometries � and how to properly model them � have been of interest for some time

in the reactor physics community. Indeed, quite often, in core simulations (i.e., the second

step in a two-level scheme), hexagonal assemblies are homogenised to reduce the required

computational resources and time for simulations. That being said, it is known that in some

cases (fore.g., [16]), the �ux within an assembly can vary quickly within the hexagonal plane,

making one mesh element per hexagon too coarse.

Various methods and schemes have been devised. The simplest might just be to develop

�nite di�erence equations (similar to the Diamond Di�erence (DD) scheme equations in Sec.

3.1.1) along the three axes of symmetry of the hexagon.

These equations can be developed either along the faces or along the vertices, and one

hexagonal element can even be submeshed into smaller overlapping hexagonal elements. This

was developed and implemented by Yamasakiet al. [55]. While the the use of the DD

method meant that the code was relatively rapid, it was also shown to present instabilities

for development along the faces. Considering the �uxes at the vertices was much more stable

and produced good results.

A somewhat more �exotic� method involves using specially-adapted high-order basis func-

tions on the whole hexagonal element, such as Gout's Wachspress �nite elements [56]. It is

expected that these high-order polynomials, adapted to the six-sided polygon, will be faster

than having to submesh the hexagonal element � all the while being able to capture enough

of the rapidly-changing �ux without having to give up too much of the accuracy of the solu-

tion. This is currently being implemented in an in-house prototype code at the Alternative

Energies and Atomic Energy Commission (French: Commissariat à l'énergie atomique et aux

énergies alternatives) (CEA) [56] and is showing promising results.
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Another method is the subdivision of each hexagonal mesh into six equilateral triangles.

This is extremely popular because a lot of �nite element codes are already conventionally

programmed to work with triangular elements. Hence, within such a paradigm, not many or

even no additional tweaks need be made to the code to ensure it can accurately model these

geometries. As an example, a couple of codes that do use this method are the CEA solver

M INARET [20], and the Texas A&M University (TAMU) code X UTHUS [57].

Figure 4.1 Two ways of splitting up the hexagon into quadrilaterals. Top: splitting into
trapezia. Bottom: splitting into lozenges. The calculation geometry is shown on the left
with the corresponding reference geometry given on the right. This speci�c arrangement of
the reference elements (especially for the lozenges) was only chosen to facilitate with the
visual representation.

It is also possible to cut up the hexagon into other shapes � beyond dividing into arbitrary

shapes and using an unstructured mesh solver that is. Indeed, it is possible to partition

the hexagon into either trapezia1 or lozenges. These shapes can then be mapped onto the

reference square element by using a transformation. These are both represented in Fig. 4.1.

There are two ways of doing these transformations: aconformal mapwhich conserves angles

1Note that the trapezium is generally termed `trapezoid' in North American English and, in British
English, both `trapeziums' and `trapezia' are accepted forms for the plural.
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and shapes at the in�nitesimal scale, but not the general size or curvature and ana�ne

transformation which conserves lines and parallelism but not distances or angles.

Schneider [58] investigated these for the di�usion equation discretised using a dual-space �nite

element representation. As a�ne transformations, he considered the bilinear and Piola2

mappings for trapezia and lozenges respectively, while for conformal transformations, he

looked at the Schwarz-Christo�el transformation [59, 60] for both shapes. He found that

a�ne transformations generally resulted in better results with a slight advantage for lozenges.

Lozenge-based submeshing was also quite successfully implemented for the discrete-ordinates

transport equation in the CEA solver ERANOS [61] as well as some work by Valle and Mund

[62]. The latter used a Gordon blending technique [63] for the transformation where a

relationship is found between the reference element and each lozenge. This then allows for

the direction cosines in the transport equation to be modi�ed, as well as �nd scaled values

for the material cross-section and source terms. Private communication with the �rst author

of [61] allowed us to ascertain that they used a transformation of the di�erential operators

and vectors similar to that outlined in [64].

4.2 Handling of the Hexagonal Geometry in D RAGON 5

For this work, it was chosen to divide the hexagons into lozenges similar to the work done

by Le Tellier et al. [61]. This method brings about a certain elegance and ease to the

implementation. Indeed, as the High Order Diamond Di�erence (HODD) and Discontinuous

Galerkin Finite Element Method (DGFEM) solvers had already been set up in Cartesian

geometry, it was convenient to use this method as it made the code implementation much

more convenient and straight-forward.

Figure 4.2 Lozenge submesh and its associated re�nement in the hexagonal geometry.

As we have seen, the hexagon is �rst split into three lozenges and each individual lozenge

can then be further sub-meshed if needed, as shown in Fig. 4.2. These lozenges can then
2Schneider [58] used the Piola transformation as he was using a dual-space �nite element representation

and he needed to ensure continuity of the current vector between lozenges. This is not present in theSN

method for the transport equation and hence, a simpler a�ne transformation is used � as we will see later.
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be mapped onto reference square elements (denoted by�̂ ) by using a transformationFU , as

shown in Fig. 4.3, whereU denotes the lozenge under consideration. The associated Jacobian

matrices, also shown in Fig. 4.3, can be obtained by �nding

J�̂;U =

 
@xi
@ui

!

i;j

;

having determinant jJ�̂;U j. These matrices represent the shear and/or rotation that the

reference element undergoes.

J�̂;A =
H
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3
p

3

3
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J�̂;B =
H
2

2

4
2 1

0
p

3

3
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H
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2 � 1
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Figure 4.3 A�ne transformations for each of the lozenges (top to bottom:A, B , and C)
making up the hexagon, and the associated Jacobian matrices. The translation is not taken
into account in the Jacobian and is not really important to the procedure. It is only shown
to represent the relative position of the lozenges within a hexagon centred at the origin.H
is the length of one side of the hexagon or the lozenge.
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These transformations are all fairly straight-forward save for one thing. If we consider the

left and right sides of the reference element to be thex sides, and the top and bottom the

y sides, we can �nd correspondingx and y sides for the lozenges. There is no ambiguity for

lozengesB and C, as it is only a shear transformation. IfFA is viewed as a�= 3 anticlockwise

rotation followed by a shear, then the North-West and South-East sides of the lozenge are

the x sides, and the othersy. This is all to point out that the x side of lozengeC is connected

to the y side of lozengeA. This will be important later on.

We now begin with the DGFEM formulation of the transport equation obtained previously

in Sec. 3.1.4, and reproduced below:

Z

�̂

�

 n � r̂  n;h + �  n;h

�
whdŝ =

Z

�̂
Qnwhdŝ +

Z

@̂� �

(n̂ � 
 n ) J n;h Kw+
h dl̂ ; (4.1)

where the hat (̂�) notation is used to explicitly represent that it is de�ned on the reference

element, �̂ . It is possible to have the same equation de�ned on the lozenge,i.e.,

Z

U
(
 n � r  n;h + �  n;h ) whds =

Z

U
Qnwhds+

Z

@U�
(n � 
 n ) J n;h Kw+

h dl ; (4.2)

where the changes are on the operators, vectors and integration limits. We can then �nd the

equivalence between Eqn. 4.1 and Eqn. 4.2 by using the transformed operators and vectors,

r = J� T
�̂;U

r̂

ds = jJ�̂;U jdŝ

dl = kJ�̂;U t̂ kdl̂ ;

(4.3)

and obtain,

Z

�̂

�

 n � (J� T

�̂;U
r̂  n;h ) + �  n;h

�
wh jJ�̂;U jdŝ

=
Z

�̂
Qnwh jJ�̂;U jdŝ +

Z

@̂� �

(n � 
 n )J n;h Kw+
h kJ�̂;U t̂ kdl̂ ; (4.4)

wherek�k is the Euclidean norm inR2 and t̂ is the unit tangent vector to the in�ow boundary,

@̂̂� � , of the reference element. It should be noted that whilên is the unit normal to �̂ , n is

the unit normal to the lozenge element,U.

Of additional particular interest here is that while the Jacobian matrix is di�erent for each

of the three lozenges, the determinant andkJ�̂;U t̂ k are in fact the same for all of them; this



78

greatly helps with the implementation. They are given by

jJ�̂;U j =

p
3H 2

2
kJK;U t̂ k = H :

(4.5)

For a general Jacobian matrix,J�̂;U , whose elements are given by

J�̂;U =

2

4
A B

C D

3

5 ;

if we make thex and y dependence explicit (as well as expand
 into � and � ), akin to Eqn.

3.36, we can see somewhat more clearly that the changes to the equation are not extensive:

(� nD � � nB)
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2
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�̂
du dv eP� (u) eP� (v)Qn;i;j (u; v) ;

(4.6)

where, e�ectively, we end up with modi�ed direction cosines given by

� H
n = � nD � � nB

� H
n = � � nC + � nA :

(4.7)

Similar equations can be derived in 3D hexagonal-z geometry using the same approach.

4.3 Solution Algorithm and Implementation Details

This section describes some of the di�erences and subtleties that have been to be taken into

account when implementing the sweep in hexagonal geometry. To do so, we will be mostly

contrasting with the 2D Cartesian sweep that we described in Chap. 3 as this greatly helps

to illustrate the point.
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4.3.1 Number of sweep directions

One of the biggest di�erences that one encounters almost immediately when starting to

implement the sweep in hexagonal geometry is the number of sweep directions. Indeed, as

we discussed previously in Sec. 3.2.4, for the 2D Cartesian geometry, there arefour major

sweep directions, as had been exempli�ed in Fig. 3.3. In hexagonal geometry, however, there

are six major directions, as shown in Fig. 4.4.

Figure 4.4 The six di�erent ways that the hexagonal columnar sweep can proceed depending
on the direction of neutron travel. The orientation of the domain is the same throughout.
The incoming sides where the �ux is assumed to be known at the beginning of each sweep is
shown in pink. The sweep progression is then as follows: it starts with the darkest red colour
and proceeds with the fading red colours; it then moves on to the next colour, from darkest
to lightest and so on. The blue colours indicate the lozenge sweep within the hexagon, again
from darkest to light; this is highlighted with the dashed arrow.

We show there how the sweep proceeds depending on the general direction, for a �columnar�

style sweep.3 The sweep starts with the dark red hexagon; it then proceeds from darkest

3It is also possible to have a wavefront-style sweep for hexagons but we will look at that in more detail
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to lightest colour, moving from colour to colour. It should be noted that the sweep on the

lozenges also changes depending on direction; it is represented in blue, again from darkest to

lightest within each domain.

4.3.2 Outgoing �uxes

For the Cartesian algorithm, we mentioned how it was straightforward to sweep the geometry

implicitly . Indeed, there, the columns are always of the same size, and there are two outgoing

sides for each element with each side always connecting to the same relative columns.

With the hexagonal plane, it is slightly more complicated. The columns are of di�ering

lengths. While there are consistently three outgoing sides for the hexagons, these only cor-

respond to two columns, so one would have to be mindful of that. Additionally, while the

hexagons themselves consistently have three outgoing sides, the solver deals with the lozenges,

so these would have to correspond correctly.

Hence, instead of trying to �nd an implicit way through appropriate loops and arrays to

sweep through the domain, we decided to compute aconnectivity matrix early on, for each

direction. This was similar to a graph in that it allowed us to know the following: for each

of the six cardinal sweeping direction, each side of each element was connected to the side of

another element � which side (x or y), which lozenge (A, B or C) and which hexagon (within

the numbering system of theGEO:module of DRAGON 5) is it? This was implemented in a

new subroutine,SNGRPH, within the SN tracking module, SNT:.

4.3.3 Outgoing �uxes between lozenges A and C

Passing the outgoing �ux from lozengeC to lozengeA (or vice-versa) is a very important

aspect. Indeed, as mentioned previously in Sec. 4.2, thex side of lozengeC connects to the

y side of lozengeA. This is shown in Fig. 4.5 where the relevant edges have been highlighted

in red and green, for both the lozenges and the corresponding reference elements.

Now consider the reference frame of the reference elements where dummy boundary �uxes

have been drawn on the red edge. This is shown in Fig. 4.6 where a three-dimensional

representation has been used � theu and v axes on thexy-plane and on the z-axis. We can

see that when the outgoing �ux of thex side is passed from lozengeC to A, the red �ux that

was sloping upwards with increasingv becomes a green �ux that now slopes downwards with

increasingu. Simply put, the gradient has been reversed. Hence, for odd Legendre moments

of the boundary �uxes, one should be exceptionally careful to make this adjustment.

in Chap. 6.
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Figure 4.5 Highlighted edges, on lozenges and corresponding reference elements, where thex
side of lozengeC connects to they side of lozengeA.

Figure 4.6 This image should be interpreted in conjunction with Fig. 4.5. A 3D representation
is used: thexy-plane correspond to theu- and v-axes while thez-axis is the �ux,  . The
corresponding reference elements of all three lozenges are drawn to help with the visual
orientation. This image shows how dummy �uxes represented on thex side of lozengeC are
mirrored onto the y side of lozengeA such that the gradients are reversed.

4.3.4 Overall algorithm

Having discussed the previous points, the overall algorithm is given in Alg. 2. As with the

Cartesian 2D case, while quite detailed, it is not exhaustive. This is done in an e�ort to keep

it readable. We wish to highlight the following points:

� As this geometry was implemented with only vacuum boundary conditions, the outgoing

�uxes on the domain boundaries are not of consequence.

� As inputs are the matricesHEXSWPand LOZSWPgiven the sweep within the domain for

di�erent directions; this corresponds to Fig. 4.4. There is alsoCONNECwhich indicates

to which side of which lozenge of which hexagon, each side of each lozenge of hexagon

is connected to, using the numbering system of theGEO:module in DRAGON 5.

� ' [� ]
n;BC and ' [� ]

n;BC correspond to the outgoing boundary �uxes in between the hexagons.

� There are now four loops to sweep over the whole domain: loops over hexagons, over
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lozenges and over thex and y submeshes of the lozenges.

4.4 Numerical Results

Three benchmarks will be presented in this section: a one-group anisotropic 2D simple bench-

mark (2D-SNA ), a one-group anisotropic 3D simple benchmark (3D-SNA ) and a four-group

3D small FNR (3D-TAK4 ). The �rst two were intended for veri�cation and validation, while

the last one was drawn from the Takeda benchmarks [16] to really test the solver.

Similarly to the previous chapter, the same parameters are investigated and the results

presented areke� values, errors on the absorption rate distribution, and the computational

times. The overall discussion will, however, be done after all the results are presented.

No acceleration methods were used yet for all calculations in this section and a Level Sym-

metric (LS) quadrature was used in all computations. While the latter is not necessarily

optional for the hexagonal geometry (fore.g., not rotationally invariant on the hexagonal

plane with respect to�= 3 increments), it was expected that it would do �ne in cases where

the whole geometry is considered. Finally, the convergence criterion was again10� 5.

4.4.1 One-group benchmarks: 2D-SNA and 3D-SNA

Having implemented the methods described in the previous two sections, we veri�ed and

validated the solver with each of a 2D and 3D one-group benchmark. While not realistic,

these were devised by Hébert [65] in an e�ort to sharply increase the transport and anisotropic

e�ects. Also available in the same paper were theke� values from another discrete-ordinates

solver,SNATCH . This would hence allow for a larger veri�cation of the solver.

SNATCH [61] is a DGFEM-basedSN solver, with a lozenge-based submeshing too. However,

it features di�erent basis functions which are hierarchical and based on both Legendre and

Lagrange basis functions. Also, it uses a product quadrature, withn directions on the

azimuthal plane andm directions on the polar half plane. This is represented asHQn;m

giving a total of 12� n � m directions on the unit sphere. This means that while bothHQ1;2

and S4 have 24 directions over the unit sphere,HQ4;5 has 240 directions andS14 has 224.

The 2D benchmark,2D-SNA , is described in Fig. 4.7. The cross-sections are the same as for

the 2D-CNS benchmark � see Tab. 3.3. TheSNATCH reference results are given in Tab. 4.1

while the results obtained fromDRAGON 5 are in Tab. 4.2. We did not have access to the

raw data from the SNATCH computations so each set of calculations (fromSNATCH and

DRAGON 5) used their own reference calculation for the computation of the� ke� , � max and

�� . These are clearly marked in the tables.
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Algorithm 2: Representation of the sweep for the 2D hexagonal case.

input : Qm;[�;� ]
l;i;j , HEXSWP(Nhex,6) , LOZSWP(3,6), CONNEC(3,Nhex � 2,6)

output: � m;[�;� ]
l;i;j

local : ' [� ]
n;BC , ' [� ]

n;BC , JAC(4,3)

/* Initialise flux. */

1 � m;[�;� ]
l;i;j = 0:0

/* Loop over directions in unit sphere. */
2 for n = 1 to N (N + 2) =2 do
3 Determine cardinal direction,iDIR .

/* Loop over hexagons in domain. */
4 for j H = 1 to Nhex do /* Nhex = # of hexagons */
5 iH = HEXSWP(j H , iDIR )

/* Loop over lozenges within each hexagon. */
6 for j L = 1 to 3 do
7 i L = LOZSWP(j L , iDIR )
8 Compute � H

n and � H
n using JAC(4,i L ) .

/* Loop over submeshes within each lozenge. */
9 for i = 1 to mx do /* mx = # of submesh/lozenge */

10 ' [� ]
n;i �  ' [� ]

n;BC =' [� ]
n;i +

11 for j = 1 to my do /* my = mx */
12 ' [� ]

n;j �  ' [� ]
n;BC =' [� ]

n;j +

13 Solve system of equationsT	 n;i;j = Qn;i;j .

14 Compute the outgoing �uxes,' [� ]
n;i + and ' [� ]

n;j + .

15 if i L = 1 or i L = 3 then
16 Multiply odd Legendre moments by� 1.

17 Sum angular �uxes over directions to obtain scalar �ux such that

18 � m;[�;� ]
l;i;j = � m;[�;� ]

l;i;j + 2! n  m;[�;� ]
l;i;j .

/* Store outgoing fluxes on lozenge y-side. */
19 if j == my then
20 Store ' [� ]

n;BC from ' [� ]
n;j + using CONNEC.

/* Store outgoing fluxes on lozenge x-side. */
21 if i == mx then
22 Store ' [� ]

n;BC from ' [� ]
n;j + using CONNEC.
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Figure 4.7 Description of the one-group hexagonal 2D benchmark,2D-SNA . Each hexagon
side is19 cm. Vacuum boundary conditions are applied on the whole edge of the domain.
See Table 3.3 for the cross-section data. Red corresponds to mixture 1, green to 2, blue to
3, and grey indicates a void. The initial un-re�ned computational mesh is also shown.

Table 4.1 Quoted literature values for2D-SNA using SNATCH , reproduced from [65].

HQn;m O: subm: ke� � ke� � max ��

(pcm) (%) (%)

HQ1;2 1 1 1.000606 -170.7 5.11 0.98

2 1.000898 -141.5 3.76 0.94

3 1.000960 -135.3 3.61 0.95

2 1 1.000969 -134.4 3.44 0.94

2 1.000999 -131.4 3.57 0.95

3 1.001005 -130.8 3.61 0.95

HQ4;5 1 1 1.002094 -21.9 1.67 0.43

2 1.002281 -3.2 0.28 0.07

3 1.002304 -0.9 0.09 0.03

2 1 1.002313 0.1 0.08 0.02

2 1.002314 0.1 0.00 0.00

3 1.002313 SNATCH ref.
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Table 4.2 Summarised results for the2D-SNA benchmark. � denotes the polynomial order, andsubm: the

submeshing. Three signi�cant �gures are given, except forke� .

DD DG

SN � subm: ke� � ke� � max �� Time ke� � ke� � max �� Time

(pcm) (%) (%) (s) (pcm) (%) (%) (s)

4 0 1 1.001075 -125 7.74 1.71 0.053 - - - - -

2 1.001898 -43.1 3.83 0.679 0.185 - - - - -

3 1.002044 -28.5 3.3 0.546 0.371 - - - - -

1 1 1.002175 -15.4 3.81 0.664 0.138 1.001958 -37.1 3.26 0.667 0.13

2 1.002176 -15.2 2.58 0.432 0.513 1.002143 -18.5 3.05 0.458 0.521

3 1.002174 -15.5 2.95 0.464 1.16 1.002165 -16.4 3.01 0.463 1.16

2 1 1.002168 -16.1 2.57 0.444 0.441 1.002175 -15.4 3.13 0.474 0.426

2 1.002175 -15.4 2.95 0.465 1.64 1.002175 -15.4 2.94 0.463 1.69

3 1.002176 -15.3 2.91 0.461 3.76 1.002175 -15.3 2.92 0.46 3.75

3 1 - - - - - 1.002174 -15.5 2.93 0.464 1.28

2 - - - - - 1.002175 -15.4 2.91 0.46 5.24

3 - - - - - 1.002176 -15.3 2.91 0.46 11.8

14 0 1 1.001212 -112 5.85 1.33 0.458 - - - - -

2 1.002054 -27.4 0.878 0.273 1.54 - - - - -

3 1.002202 -12.7 0.497 0.133 3.19 - - - - -

1 1 1.002330 0.1 1.18 0.333 1.17 1.002106 -22.3 1.68 0.458 1.28

2 1.002330 0.1 0.0628 0.0153 4.72 1.002293 -3.6 0.297 0.0839 4.57

3 1.002329 0 0.0212 0.00333 10.1 1.002317 -1.2 0.104 0.0291 10.1

2 1 1.002325 -0.4 0.151 0.0199 3.72 1.002326 -0.2 0.132 0.029 3.84

2 1.002329 0 0.028 0.00282 14.6 1.002328 -0.1 0.0208 0.00281 14.5

3 1.002329 0 0.0126 0.00114 33.1 1.002329 D RAGON 5 ref. 32.8

3 1 - - - - - 1.002327 -0.2 0.0341 0.00677 12

2 - - - - - 1.002329 0 0.00653 0.000609 47.6

3 - - - - - 1.002329 0 0.0126 0.00102 105

Comparing the results fromDRAGON 5 with those of SNATCH , it can be seen that when the

results have converged (both angularly and spatially), there is only a di�erence of 1.6 pcm

between the two � which is an excellent agreement between the two solvers. Moreover, the

results from DRAGON 5 are able to approach the referenceke� much faster, even atS4.

In a similar fashion, the domain for 3D benchmark,3D-SNA , is given in Fig. 4.8, and the cross

sections in Tab. 3.3. This test case is made of 3 distinctive layers with the0 � z < 50 cm

layer being exactly the same as the2D-SNA benchmark. A re�ective boundary condition is
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applied at z = 0 cm while vacuum is present on the rest. Only layer 1 has its submeshing

further re�ned when the subm: parameter is increased; layers 2 and 3 are left as is. The

literature values of SNATCH are given in Tab. 4.3 while the results fromDRAGON 5 are

summarised in Tab. 4.4. As with the2D-SNA benchmark, each set of calculation has its own

reference calculation clearly marked in the tables.

The results for the 3D-SNA benchmark fromDRAGON 5, on their own, are very similar to

what we have seen so far, both for the Cartesian (2D and 3D) and hexagonal 2D cases:

very good agreement between HODD and DGFEM but with DGFEM struggling a bit more

with less re�ned meshes. However, this time, there is a much larger di�erence between the

two solvers � about 430 pcm. While this might have indicated an issue with our solver, we

decided to test with a benchmark that had quoted literature Monte Carlo values.

(a) Layer 1: 0 � z < 50 cm (b) Layer 2: 50 � z < 60 cm (c) Layer 3: 60 � z < 70 cm

Figure 4.8 Description of the simple one-group hexagonal 3D benchmark,3D-SNA . Each
hexagon side is19 cm. Re�ective boundary conditions are applied at the planez = 0 cm and
vacuum is applied to the rest of the domain. See Table 3.3 for the cross-section data. Red
corresponds to mixture 1, green to 2, and blue to 3. The grey region indicates a void. The
initial un-submeshed computational mesh is also shown.
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Table 4.3 Quoted literature values for3D-SNA using SNATCH , reproduced from [65].

HQn;m O: subm: ke� � ke� � max ��

(pcm) (%) (%)

HQ1;2 1 1 0.752581 -139.0 11.01 2.42

2 0.754311 34.0 11.72 2.44

3 0.754807 83.6 11.79 2.53

2 1 0.754117 14.6 12.24 2.57

2 0.754603 63.2 12.02 2.48

3 0.754983 101.2 11.88 2.57

HQ4;5 1 1 0.752114 -185.7 2.65 0.66

2 0.753531 -44.0 0.68 0.13

3 0.753890 -8.1 0.08 0.03

2 1 0.753404 -56.7 1.88 0.37

2 0.753746 -22.5 0.61 0.10

3 0.753971 SNATCH ref.
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Table 4.4 Summarised results for the3D-SNA benchmark. � denotes the polynomial order, andsubm: the

submeshing. Three signi�cant �gures are given, except forke� .

DD DG

SN � subm: ke� � ke� � max �� Time ke� � ke� � max �� Time

(pcm) (%) (%) (s) (pcm) (%) (%) (s)

4 0 1 0.7510752 -724 31.2 6.86 0.547 - - - - -

2 0.7556428 -267 26.1 5.99 3.01 - - - - -

3 0.7564842 -183 25.2 5.87 9.35 - - - - -

1 1 0.7569891 -133 26.2 3.11 3.4 0.7561832 -213 22.9 3.63 3.37

2 0.7570121 -130 25.3 3.05 21.2 0.7568968 -142 23.4 3.57 20.9

3 0.7570118 -130 25.4 3.05 67.1 0.7569786 -134 23.7 3.56 66.9

2 1 0.7570086 -131 24.7 3.15 44.3 0.7570125 -130 24.7 3.14 43.3

2 0.7570123 -130 24.6 3.15 273 0.7570124 -130 24.7 3.14 271

3 0.7570131 -130 24.5 3.15 840 0.7570125 -130 24.7 3.14 825

3 1 - - - - - 0.7570118 -130 24.7 3.15 426

2 - - - - - 0.7570125 -130 24.6 3.15 2600

3 - - - - - 0.7570129 -130 24.6 3.15 7790

14 0 1 0.7525744 -574 11.8 3.49 5.07 - - - - -

2 0.7571055 -121 9.28 2.9 27.2 - - - - -

3 0.7579356 -38.1 8.96 2.85 86.1 - - - - -

1 1 0.7582908 -2.6 1.04 0.402 31.7 0.7575588 -75.8 2.04 0.731 30.5

2 0.7583100 -0.6 0.725 0.229 189 0.7582338 -8.2 1.58 0.501 185

3 0.7583105 -0.6 0.725 0.229 626 0.7583118 -0.4 1.59 0.503 628

2 1 0.7583149 -0.1 0.488 0.0939 415 0.7583157 -0.1 0.13 0.0233 400

2 0.7583168 0.1 0.386 0.0862 2600 0.7583160 0 0.0206 0.00268 2470

3 0.7583167 0 0.373 0.0862 8010 0.7583163 D RAGON 5 ref. 7630

3 1 - - - - - 0.7583162 0 0.219 0.0557 5540

2 - - - - - - - - - -

3 - - - - - - - - - -

4.4.2 Four-group 3D small FNR core, Takeda Model 4: 3D-TAK4

This subsection presents the results for the Takeda Model 4 benchmark [16] based on the

KNK-II fast reactor core. There are 3 cases of this model which place the control rod at

di�erent points: completely out, half in and completely in. We chose to model and present

the results for the control rod completely in case (commonly referred to as `Case 3') as this
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is the one that can present the most di�culty for solvers to accurately portray.

That being said, in and of itself, this benchmark can be notoriously di�cult to model. It

is not a pure FNR as it also contains regions with moderator, meaning there are thermal

e�ects as well. The thermal and fast �uxes both need to be properly resolved. The quoted

literature values [16] are reproduced in Tab. 4.5.

Table 4.5 Quoted literature values for various methods for the3D-TAK4 benchmark, repro-
duced from Takeda and Ikeda [16].

Method ke� precision

Monte Carlo 0.8799 � 0:0003
S8 0.8927 � 0:0110
P7 0.8819 � 0:0100

It can be seen that there is quite the discrepancy between the Monte Carlo and theS8 results

� about 1280 pcm worth in fact. Takeda and Ikeda [16] note, in fact, that this �is because

the �ux varies rapidly with positions in the hexagonal plane, making one mesh per hexagon

too coarse to be accurate� for theSN solver. The paper states that there were twoSN solvers

used to compute this benchmark: one was a DD solver Bandoet al. [66] (possibly on the

whole hexagon) and the other is just cited as �private communication� but it could be safe to

assume it was also DD considering the codes available at the time. We, therefore, expected

that with the lozenge submeshing and high-order polynomials, the results should be much

better.

The domain is drawn in Fig. 4.9 with a description of the various regions in Tab. 4.6. Also,

while the benchmark uses 36 meshes axially, we went with 38 as it came about naturally

from the subdivision of our layers when inputting the data. These axial meshes do match up

pretty well though and we do not expect it to make much of a di�erence. When re�ning the

mesh, only the hexagonal plane mesh was subdivided;i.e., the axial mesh remained constant

throughout. Considering the size of the problem, we did not run a highSN order (> 12)

calculation as reference, choosing instead to focus on theke� values. Some of the calculations

run took nearly a week to complete and the compute time available on the Digital Research

Alliance of Canada (DRAC) clusters was indeed limited to a week.

The results are summarised in Tab. 4.7. It can be observed that as the calculation is properly

resolved both angularly and spatially (fore.g., at S10 DD/DG-1 subm:3), the results agree

very well with the Monte Carlo reference value � around 50 pcm for DG and a mere 2 pcm

for DD. This veri�es and validates our hexagonal solver inDRAGON 5.
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(a) Cut-through top view at z = 95 cm. (b) Cut-through side view 1: through black line.

(c) Cut-through side view 2: through red line. (d) Overall view with part removed.

Figure 4.9 Domain of the3D-TAK4 benchmark at various angles. Dimensions are in cm; side
of one hexagon is7:5 cm. Vacuum boundary conditions are applied to the whole outer edge
of the domain. The initial computational mesh before subsequent mesh re�nement is shown
in all sub�gures. Refer to Tab. 4.6 for a description of the materials.
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Table 4.6 Description of the colour representation in the3D-TAK4 benchmark (see Fig. 4.9).

Region Description

Steel
Axial blanket
Axial re�ector
Test zone
Driver without moderator
Driver with moderator
Re�ector without moderator
Re�ector with moderator
KNK-1 re�ector
Sodium steel zone
Control rod

Surface plots of the scalar �ux are also given in Fig. 4.10 as well as error surface plots for DG

and DD in Fig. 4.11. The surface plots demonstrates how the �ux indeed varies very rapidly

even within one hexagonal element. Even if it is only the average �uxes that are plotted in

each element (the �ux is not actually reconstructed using all the degrees of freedoms (d.o.f.s)),

Fig. 4.10 shows clearly how much smoother the �ux is when using asubm: of 4.

Finally, the error surface plots in Fig. 4.11 brings an idea of where DD and DG perform

di�erently. This was plotted for the linear order at S10. So, while DD was within a�100 pcm

of the referenceke� , DG was more than 650 pcm away. Comparing with Fig. 4.10, we �nd

that the largest di�erences tend to be where the �ux is actually average. For the faster

groups, these tend to be the control rods and the driver-without-moderator region while for

the slower groups, there are the driver-with-moderator and re�ectors regions. Still, even the

largest di�erences are only about 1% or less of the actual �ux.

4.5 Concluding Remarks

The SN solver was expanded to hexagonal geometry in 2D and 3D for both the HODD

and DGFEM methods. The theory was outlined as well as the more subtle points that we

think one should be aware of during implementation. A pseudo-code algorithm was given to

summarise everything. Benchmark results were then presented. These included test cases

with results from another reliable solver from a national research laboratory in France, and

a well-known test case from the literature. The results obtained withDRAGON 5 were very

much in line with the quoted values, allowing us to validate our solver. Again, we found that

HODD performed comparably, if not better than DGFEM most of the time.
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(a) S10 DG-1 subm:1 (b) S10 DG-1 subm:4

Figure 4.103D-TAK4 benchmark: scalar �ux surface plots for energy groups 1 to 4, with group
1 at the top. These contrast the unre�ned andsubm: 4 meshes. The view and orientation
are the same as Fig. 4.9a.
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Figure 4.113D-TAK4 benchmark: surface plots of the di�erence between the two scalar �ux
maps of HODD and DGFEM forS10 subm:1, for the four energy groups. From left to right,
top to bottom: group 1, group 2, group 3 and group 4.
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Table 4.7 Summarised results for the3D-TAK4 benchmark. � denotes the polynomial order, andsubm: the

submeshing. Three signi�cant �gures are given, except forke� .

DD DG

SN � subm: ke� � ke� Time ke� � ke� Time

(pcm) (s) (pcm) (s)

2 0 1 0.8634277 1650 61.1 - - -

2 0.8737065 619 249 - - -

3 0.8750459 485 580 - - -

1 1 0.8777618 214 421 0.8694615 1040 434

2 0.8767351 316 1760 0.8751626 474 1810

3 0.8766908 321 4010 0.8760252 387 4100

2 1 0.8766767 322 6460 0.8764135 349 6220

2 0.8766865 321 25100 0.8766070 329 24700

3 0.8766868 321 57000 0.8766532 325 55400

3 1 - - - 0.8765851 331 62900

2 - - - 0.8766687 323 251000

3 - - - 0.8766788 322 567000

6 0 1 0.8665104 1340 339 - - -

2 0.8767435 316 1430 - - -

3 0.8780870 181 2640 - - -

1 1 0.8807698 -87 1630 0.8728631 704 1650

2 0.8797427 15.7 7050 0.8783911 151 7270

3 0.8797078 19.2 16400 0.8791765 72.3 17400

2 1 0.8796850 21.5 37300 0.8795780 32.2 36300

2 0.8797044 19.6 146000 0.8796658 23.4 142000

3 0.8797033 19.7 326000 0.8796878 21.2 316000

3 1 - - - 0.8796571 24.3 371000

10 0 1 0.8667960 1310 840 - - -

2 0.8769145 299 3250 - - -

3 0.8782655 163 8080 - - -

1 1 0.8809062 -101 6500 0.8731214 678 5750

2 0.8799127 -1.27 22500 0.8785824 132 23000

3 0.8798766 2.34 55600 0.8793559 54.4 54800

2 1 0.8798544 4.56 93600 0.8797545 14.6 91400

2 0.8798733 2.67 366000 0.8798349 6.51 352000
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CHAPTER 5 SYNTHETIC ACCELERATION (SA)

This chapter is the �rst way in which an attempt is made at trying to reduce the

calculation time. Synthetic Accelerations (SAs) have long been used in the industry

and have proven to be e�ective. However, they are seldom stable for all cases while

at the same time being easy of implementation. Here, we look at a di�erent form of

synthetic acceleration as applied to HODD and DGFEM.

We begin by de�ning and exemplifying the idea of synthetic acceleration before moving

on to the theory behind it. We then present an overview of the Di�usion Synthetic

Acceleration (DSA), which is perhaps the most well-known and used SA. A synopsis

of the Fourier Analysis (FA) method is also given. The implementation within the

DRAGON 5 code is then outlined, followed by Fourier analyses for the acceleration

method as well as how tweaking some parameters of said method a�ected the resolution

speed. Finally, the method is applied to some of the benchmarks seen thus far to see

how much time can be gained.

5.1 Introduction

As mentioned previously, in Sec. 2.2, solving the neutron transport equation involves the well-

established iterative scheme known as theSource Iteration (SI). However, for di�usive media,

i.e., scattering-dominated1, this converges very slowly. Hence, the idea was the following:

accelerate the overall resolution by using a less computationally intensive calculation � also

termed low-order � in between each transport (high-order) iteration.

As a result, this would yield a correction to the input �ux that had been initially given

to the low-order computation. The hope is that the sum of the original input plus the

correction will allow for a faster convergence on the following transport iteration. While the

the Synthetic Acceleration (SA) method is an additive (linear) scheme, the correction can

also be multiplicative in other methods. Depending on the acceleration scheme used and the

problem at hand, this method can work extremely well.

Numerous acceleration schemes have been devised over the years, a lot of which has been

thoroughly described in a seminal review article by Adams and Larsen [67]. Examples include

� using the Coarse Mesh Rebalance (CMR) method where the problem is solved on a

coarser spatial mesh;

1Scattering-dominated regions are sometimes also termedoptically thick.
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� newer variants on the CMR method such as the Spatially Variant Rebalance (SPV) or

Response Matrix Acceleration (RMA) methods as described by Ford [68];

� using a transport equation of lower angular order,i.e., when solving inS10 for example,

an S2 transport iteration is used as the intermediate step;

� using the di�usion equation as the low-level operation, leading to the Di�usion Synthetic

Acceleration (DSA); and

� the KP Method which is a family of methods where a number of low-order level opera-

tions with di�erential operators of di�erent orders are used. In this simplest form, this

reduces to the DSA.

The last three are synthetic accelerations and known in the mathematical community as pre-

conditioning methods, and the SI scheme can also be shown to be equivalent to aRichardson

matrix iteration scheme [67]. Perhaps the most well-known schemes are the DSA and its

derivatives, which have been applied with quite a lot of success. [57, 69, 70, 71]

In this work, however, we aim to use theSPn equation discretised using the Raviart-Thomas

(RT) method, as the low-level approximation for the synthetic acceleration. This will allow

us to test a few things:

� Is the RT discretisation of theSPn equation consistent with the High Order Diamond

Di�erence (HODD) or Discontinuous Galerkin (DG) methods, insofar that the acceler-

ation scheme is unconditionally stable? If not, when is it unstable and how much does

that a�ect benchmark cases?

� The isotropicSP1 equations are equivalent to the isotropic di�usion equation. However,

do higher-orderSPn equations or considering an anisotropic scattering source o�er any

advantages?

Basic functionalities of this SA (SPn equation discretised using the Raviart-Thomas (RT)

method) had been previously implemented inDRAGON 5 [36] for the HODD spatial dis-

cretisation. However, it was unstable with the higher-polynomial orders of HODD or with

re�ective boundary conditions. New more stable algorithms were devised and it was extended

to the Discontinuous Galerkin Finite Element Method (DGFEM) as well as hexagonal geome-

tries. Fourier analyses were carried out and the number of iterations and computational times

were quanti�ed for benchmark cases in an attempt to answer the aforementioned questions.

We will henceforth refer to the implemented method as RT-SPnSA or SPnSA.
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5.2 Theoretical Background and Prior Work

This section starts by presenting the formalism behind the Synthetic Acceleration (SA). The

general DSA formulation is then outlined, as well as some description of previous studies.

While we do not investigate a DSA in this work, we think it is important to understand the

method as it is the closest point of comparison withSPnSA� not to mention the equivalence

at lowest order for isotropic cases. It also sheds light on the idea of consistency. Finally, the

Fourier Analysis (FA) method is described. The theory presented here has been somewhat

adapted from the most salient points of Adams and Larsen [67].

5.2.1 Source iteration and synthetic acceleration

We reproduce below the isotropic scattering transport equation with an external source,


 � r  (r ; 
 ) + �( r ) (r ; 
 ) =
� s(r )

4�
� (r ) + Qext (r ; 
 ) ; (5.1)

where

� (r ) = � 0(r ) =
Z

4�
d2
  (r ; 
 ) ; (5.2)

and the notation is the same as in Chap. 2. In operator notation, we have

L  = S + Qext ; (5.3)

where the explicit spatial and angular dependencies are dropped to lighten the notation.

The scattering source depends on the angular �ux � which is what is being solved for. Because

of this cyclic dependency, an iterative scheme is needed. This is the Source Iteration (SI)

scheme, and it can explicitly shown by

L  (� +1) = S (� ) + Qext where� � 0; (5.4)

where � is the iteration index and the initial �ux can be random, uniform or an educated

guess. When the di�erence between successive scalar �uxes is less than a pre-set convergence

criterion, the iterations are stopped.

As the SI scheme is notoriously slow to converge in systems where neutrons undergo a high

number of collisions, we want to represent an accelerated scheme. To analyse this, consider

step(� +1) being rede�ned to(� +1=2) to represent the source iteration before the correction

such that,

L  (� +1 =2) = S (� ) + Qext where� � 0: (5.5)
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Step(� +1) will now represent the �ux after the low-order correction. After subtracting Eqn.

5.5 from Eqn. 5.3, and expanding:

L ( �  (� +1 =2)) = S( �  (� ))

= S( �  (� +1 =2)) + S( (� +1 =2) �  (� )) ;
(5.6)

we observe,

 =  (� +1 =2) + ( L � S )� 1S( (� +1 =2) �  (� )) ; (5.7)

which de�nes the full exact solution . However, this still requires the inversion of the full

transport operator (L � S )� 1 � which would be quite ine�cient. Therefore, (L � S )� 1 is

replaced by a `low-order' operator,M , such that M � (L � S )� 1. This is the synthetic

acceleration. Eqn. 5.7 is then written as

 (� +1) =  (� +1 =2) + MS ( (� +1 =2) �  (� )) ; (5.8)

where the(� + 1) step has been explicitly shown.

5.2.2 Prior DSA formulations

Starting with Eqn 5.1 above and using Larsen's four-step approach [39], it is possible to

derive the equations to the Di�usion Synthetic Acceleration (DSA) method. In fact, this is

outlined in Appendix C. The DSA scheme is given by:


 � r  (� +1 =2)(r ; 
 ) + �( r ) (� +1 =2)(r ; 
 ) =
� s(r )

4�
� (� )(r ) + Qext (r ; 
 ) ; (5.9a)

�r �
1

3�( r )
r F (� +1)

0 (r )+(� t (r ) � � s(r )) F (� +1)
0 (r ) = � s(r )

�
� (� +1 =2)

0 (r ) � � (� )
0 (r )

�
; (5.9b)

� (� +1)
0 (r ) = � (� +1 =2)

0 (r ) + F (� +1)
0 (r ) : (5.9c)

The �rst equation is the usual transport source iteration; the second equation yields a correc-

tion, F (� +1)
0 (r ), to the scalar �ux using a di�usion equation and the output from the source

iteration; the �nal equation is simply an additive correction to obtain the new �ux.

However, quite clearly, this is only analytical. For deterministic numerical simulations, this

needs to be discretised. An issue of crucial importance when it comes to DSAs is the search for

a consistentspatial discretisation scheme for both transport and di�usion equations. Indeed,

in 1971, Reed [72] demonstrated that the method was unstable for cases where the cells had

widths greater than one Mean Free Path (MFP). An MFP is the average distance travelled
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by a neutron in between interactions and is given by1� .

A breakthrough came with Alcou�e's paper in 1977 [73]. Indeed, he showed that the choice of

the di�erence method for the di�usion equation is important to ensure a convergent solution

and that it was possible to have stability for all mesh sizes. His realisation was that the

discretisations of the transport and di�usion equations had to be intimately linked for them

to be consistent. Using this, he was able to derive a discretised di�usion equation that yielded

a stable DSA. He further demonstrated that the instability obtained by Reed [72] were due

to this very fact � or rather, the lack thereof.

Then in 1982, Larsen [39] showed that if the discretised di�usion equation is derived from the

discretised transport equation, this always ensures acompletely consistentDSA, i.e., stable

and convergent for all mesh sizes. This is known as thestandard linear DSA. However, it

also results in an algebraically complex equation � which can be di�cult to solve for. It

was applied to the discontinuous Finite Element Method (FEM) and implemented for the

3D discrete-ordinate transport equation with isotropic scattering, on a mesh of unstructured

tetrahedral elements, by Warsaet al. [71] in 2002. And it indeed yielded a computationally

ine�ective DSA because complex mixedP1 equations2 based on a DGFEM discretisation

needed to be solved at every iteration. �Partially consistent� still outperformed it under

most circumstances, except in highly di�usive media at highSN orders. And that is the

hope when devising partially consistent schemes: that the reduction in complexity is not

o�set by worse performance and/or instability.

Khalil [74] tried to get around this issue of complexity by applying the same discretisation

method used for the transport equation directly to the analytical di�usion equation. Starting

from that point (instead of the discretised transport equation) resulted in an algebraically

much simpler process. This was highly successful in 1D but its performance in higher dimen-

sions was unclear [75], and there does not seem to have been much work done on it since.

Yet another popular DSA method is theModi�ed Four Step (M4S) methodby Adams and

Martin [75]. However, it is also well-known that this is unstable at intermediate mesh cell

sizes (in terms of MFP).

More recently, in 2009, Wang [57] developed a DSA scheme similar to Warsaet al. [71],

based on theP1 equations. It was only partially consistent as only the zeroth moment of

the transport equation was retained. This was applied to adaptive mesh re�nement code for

unstructured meshes. It was quite successful but was shown to lose some e�ectiveness for

void boundaries and strong material discontinuities. Also, Févotte [69] designed a DSA for

2P1 equations are the zeroth and �rst moments of the transport equation but without the second and
higher order moments, as a linearly anisotropic �ux is assumed.



100

use in piecewise domain calculations that was shown to perform as well as regular partially

consistent DSAs.

5.2.3 Fourier Analysis (FA)

To properly characterise the performance of the SI scheme and any DSA scheme used to

accelerate it, the convention in the community has been to use Fourier Analysis (FA). Most

novel DSA schemes are pro�led with one as they are implemented. There are various ways of

describing as well as implementing it, and in this section, we take inspiration from the works

of Févotte [69] and, Adams and Larsen [67].

The idea behind the technique is to decompose the error into frequencies (or modes) that

are represented by Fourier wavenumbers, and then study how each frequency is dampened

through the iterative process. The more the errors are suppressed, the better the method,

and the faster the convergence. It is important that a broad range of error modes be tested.

The mode that is slowest to dampen will eventually characterise the iterative process if

present in a particular problem. Its dampening rate will be the lowest and is known as the

spectral radius. If ever it is higher than 1, the scheme is unstable for that particular case.

Fourier analyses are usually performed for simple homogeneous test cases or periodic doubly

heterogeneous ones.

Considering an in�nite one-dimensional homogeneous slab geometry, represented by a do-

main D = [0; L] with re�ective boundary conditions, the transport equation with isotropic

scattering reduces to,

�
@ (� +1)

@x
(x; � ) + �  (� +1) (x; � ) =

� s

2

Z � 1

� 1
d� 0 (� )(x; � 0) + Q(x; � ) ; (5.10)

with boundary conditions,
 (� +1) (0; � ) =  (� +1) (0; � � )

 (� +1) (L; � ) =  (� +1) (L; � � ) :

Introducing the scattering ratio, c = � s=� , and using the 1D equivalent of Eqn. 5.2, this

becomes,

�
@ (� +1)

@x
(x; � ) + �  (� +1) (x; � ) = c� � (� )(x) + Q(x; � ) : (5.11)

Applying the same procedure as in Sec. 5.2.1 (when the general formulation of the synthetic
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acceleration was derived), Eqn. 5.10 is subtracted from itsexact equivalent, to give,

�
@f(� +1)

@x
(x; � ) + � f (� +1) (x; � ) = c� F (� )(x) : (5.12)

where F is de�ned as previously andf (� ) =  (x; � ) �  (� )(x; � ); these represent the errors

after the � th iteration on the scalar and angular �uxes respectively. The above demonstration

shows that analysing the convergence to a given �ux for a system with an arbitrary source

Q(x; � ) is essentially the same as analysing the convergence to zero (i.e., no error) for system

with the source set to 0.

For initial scalar error given by

F (0) (x) = cos (! � x) ; (5.13)

where! = 2�
� L and ! � is the Fourier wavenumber denoting the frequency for this initial error,

the �rst iteration yields,

f (1) (x; � ) =
c � ! sin(! � x) + ccos(! � x)

2(� 2! 2 + 1)
: (5.14)

Integrating to �nd the new scalar error gives,

F (1) =
Z � 1

� 1
f (1) (x; � )d�

=
carctan!

!
F (0) (x) :

(5.15)

It should be noted that the same equation is obtained when initialising the error with an odd

mode (i.e., using sin()).

A recursive relation can then be obtained such that

F (� +1) =
� carctan!

!

� �

F (0) (x) ; (5.16)

which implies that errors of the form, F (0) (x) are eigenfunctions of the SI operator, with

eigenvaluescarctan !
! . Therefore, for reasonable initial errors,
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(5.17)
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where

� SI =
carctan!

!
: (5.18)

A similar analysis can be carried for the di�usion equation [69] to obtain the eigenvalue for

the DSA scheme as

� DSA =
! 2 � SI (! ) + 3 � SI (! ) � 3c

! 2 � 3c + 3
: (5.19)

Now that the eigenvalue has been obtained as a function of the error frequency, Eqns. 5.18

and 5.19 can be plotted, as shown in Fig. 5.1, for a value ofc = 1. It can clearly be seen

that the largest eigenvalue,i.e., the spectral radius, isc = 1 for in the case of only source

iteration and occurs at! = 0. This explains why SI can be painfully slow in highly optically

thick regions. On the other hand, for DSA, the spectral radius is roughly0:2247for ! � 2:5.

This shows that the DSA is much more e�cient at suppressing the error modes.

5.3 RT- SPn Synthetic Acceleration (RT- SPnSA)

As previously outlined in the introduction of this chapter, we make use of theSPn equations

(summarised in Sec. 2.2.4) for the synthetic acceleration in this work. As previously men-

tioned, only isotropic-sourceSP1 equations are equivalent to the di�usion equation in cases

where the P1 scattering terms are vanishing. With RT-SPnSA, the correction step (Eqn.

5.9b) of the SA scheme changes to

l
2l + 1

r � F (� +1)
l � 1 (r ) +

l + 1
2l + 1

r � F (� +1)
l+1 (r ) + �( r )F (� +1)

l (r ) = Q(� +1 =2)
l (r ) ; l even

l
2l + 1

r F (� +1)
l � 1 (r ) +

l + 1
2l + 1

r F (� +1)
l+1 (r ) + �( r )F (� +1)

l (r ) = Q (� +1 =2)
l (r ) ; l odd ;

(5.20)

whereFl (r ) is as previously de�ned andF (� +1)
l (r ) is the correction on the current, given by

F (� +1)
l (r ) = � (� +1)

l (r ) � � (� +1 =2)
l (r ) : (5.21)

Moreover,

Q(� +1 =2)
l (r ) =

LX

l=0

2l + 1
4�

� s;l (r )
lX

m= � l

Rm
l (
 ) ( � m;(� +1 =2)

l (r ) � � m;(� )
l (r )) ; (5.22)

and similarly for Q (� +1 =2)
l (r ), the source using the current correction.

Eqn. 5.20 is simply theSPn equations seen earlier (Eqn. 2.22), but de�ned with the correction

in �uxes. These are then discretised using the Raviart-Thomas (RT) spatial discretisation,
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Figure 5.1 Variation of the eigenvalue,� in terms of the error frequency,! .

a mixed dual space �nite element method. This was thoroughly described in an article by

Hébert [76]. For this reason, this will not be detailed here.

The motivation behind the use of the RT-discretisedSPn as an SA was the �nding of a perfect

numerical agreement of results [77] in 1D between the HODD �at order (i.e., HODD-0) of the

SN equation and the RT �at order3 (i.e., RT0) of the Pn equation. As we discussed in Sec.

2.2.4, thePn and SPn equations are equivalent in 1D. This then allowed for the speculation

that there would perhaps be some sort of partial consistency between these two spatial

discretisations � at least in 1D. This was then assumed heuristically for higher dimensions.

The RT-discretised SPn solver Hébert [76] had already been implemented inDRAGON 5.

An isotropic SP1 solver with RT-k spatial discretisation (wherek is the same order as the

HODD order for the SN transport equation) was tested as a synthetic acceleration. The

results were promising but with our tests, the acceleration was unstable with high-order

transport equations and re�ective boundary conditions.

This work goes further in the implementation and investigation. First, new algorithms were

devised for the correction of �uxes as well as the treatment of re�ective boundary conditions.

These are described below. Also, this SA was studied with DGFEM. And while the afore-

mentioned perfect numerical agreement of results does not hold true in this case, considering

how close the results are for HODD and DGFEM, it was expected to perform well.

In the next section, we present a numerical Fourier Analysis (FA) of the improved RT-SPnSA.

3The �ux is �at order, the current is �rst order.
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This investigates the stability of the acceleration method: if the spatial discretisations are

consistent, one should observe unconditional stability for all mesh sizes. Moreover, the fact

that SPn equations are being used allows us to investigate whether higher-orderSPn (for e.g.,

SP3) or source anisotropy improves the acceleration method. These questions are examined,

and we present numerical results for some of the benchmarks already seen thus far.

5.3.1 Flux correction

The scalar �ux in either of the HODD or DGFEM methods and the even-parity �ux in RT

are both expanded using Legendre polynomials,i.e., in 2D,

� m
l (u; v) =

�X

�

�X

�

eP� (u) eP� (v) � m;[�;� ]
l : (5.23)

As such, if both the SN and the SPn problems are properly converged, one might expect

them to be equivalent. And when running separate calculations on a test case, the moments

are indeed very similar.

However, when linear polynomials (or indeed any higher order) are used to expand the �ux

for the transport problem, using the RT-1 discretisation as the acceleration could result

in a substantially slower convergence or no convergence altogether for certain test cases.

Admittedly, these were particular demanding featuring high scattering ratios and anisotropy

(the 2D-AIC benchmark).

That being said, this was not observed when using the HODD-0 discretisation with RT-0.

As such, a solution was found in applying the zeroth moment correction as a scaled fraction

to the higher moments. This is perhaps better represented as,

� [�;� ]( � +1) = � [�;� ]( � +1 =2) �

 

1 +
F [0;0](� +1 =2)

� [0;0](� +1 =2)

!

; (5.24)

where� and � cannot both be zero. The�ml indices were dropped to lighten the notation. It

should be noted that, while this amounts to a linear correction for the zeroth moment, it is

non-linear for all higher moments.

A similar proportionality calculation was carried out to obtain the corrections to the anisotropic

�uxes. Indeed, while the mixed-dual Raviart-Thomas method calculates the odd-parity �ux

(l = 1) intrinsically, these are edge �uxes, and not centre �uxes, as in HODD/DFE. Not

to mention, the current (equivalent to the l = 1 �ux here) is set to zero when dealing with

re�ective boundary conditions in this method.
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5.3.2 Treatment of re�ective boundary conditions

As seen in Sec. 3.2.4, when re�ective (or albedo) boundary conditions are present, the out-

going boundary surface �uxes for each direction,
 n , are stored in between each transport

sweep, and used to initialise the next sweep. Therefore, when a synthetic acceleration method

is applied, these surface �uxes also need to be corrected. If not, again, depending on the test

case, one might end up with a slower convergence or none at all.

Recall, from Sec. 2.2.4, the scalar �ux is given from the quadrature rule by

� m;[�;� ]
l;i;j =

MX

n=1

! nRm
l (
 n ) [�;� ]

n;i;j ; (5.25)

where M is the number of directions over the unit sphere, and we have made explicit the

spatial discretisation through the[�; � ] superscript. The di�culty here is: while every spa-

tial moment of each angular moment,i.e.  [�=� ]
n;i;j , of the surface �ux (corresponding to each

direction) needs to be corrected, the only correction available and usable from the SA is for

the isotropic integrated volumetric �ux, i.e. � m;[�;� ]
l;i;j with l = m = 0.

We describe below a method to deal with this. While it is relatively straightforward, we were

unable to �nd any such description in a review of current literature. The method is outlined

below for the right side of a two-dimensional reference square element; the remaining sides

or a 3D test case follow by analogy. Therefore,

1. Obtain the uncorrected scalar surface �ux,� (1=2; v)(� +1 =2), by evaluating the uncor-

rected scalar volumetric �ux on the boundary,

� (1=2; v)(� +1 =2) =
�X

� =0

�X

� =0

p
2� + 1 eP� (v) � [�;� ]( � +1 =2) : (5.26)

This allows us to get the uncorrected surface �ux moments as

� [� ;� ]( � +1 =2) =
�X

� =0

p
2� + 1 � [�;� ]( � +1 =2) ; 8� = [0; �] : (5.27)

2. Boundary surface �uxes can also be viewed as outgoing/incoming currents, and they

can fall in one of four categories for a square reference element:� n > 0, � n < 0, � n > 0,

and � n < 0, where
 n = ( � n ; � n ).

Hence, a di�erent value for spatial moments of the uncorrected scalar surface �ux can

be acquired by integrating the angular surface �uxes over only the relevant half of the

SN quadrature. For example, in the case of the right (x+ ) boundary, instead of Eqn.



106

5.25, we have

� [� ;� ]( � +1 =2)
BF =

MX

n=1
� n > 0

! n  [� ;� ]( � +1 =2)
n ; 8� = [0; �] ; (5.28)

where we have used the subscriptBF to indicate that this is obtained from the surface

Boundary F luxes, and we consider only the isotropic �ux such thatRm
l (
 n ) = 1 .

� [� ;� ]( � +1 =2) and � [� ;� ]( � +1 =2)
BF will not be equal as the order of operations (evaluation at

the boundary and integration/quadrature formula) does matter in this case. However,

this allows for the obtention of a ratio of the two,

R[� ] =
� [� ;� ]( � +1 =2)

BF

� [� ;� ]( � +1 =2)
; 8� = [0; �] : (5.29)

3. Step 1 is then repeated with the accelerated scalar volumetric �ux, to give the acceler-

ated surface �ux moments,� [� ;� ]( � +1) .

4. An estimate of� [� ;� ]( � +1)
BF is then calculated using� [� ;� ]( � +1) and R[� ],

� [� ;� ]( � +1)
BF = � [� ;� ]( � +1) � R[� ] ; 8� = [0; �] : (5.30)

5. Finally, each corrected angular moment of the surface �ux is calculated using

 [� ;� ]( � +1)
n =

 [� ;� ]( � +1 =2)
n

� [� ;� ]( � +1 =2)
BF

� � [� ;� ]( � +1)
BF ; 8� = [0; �] : (5.31)

5.4 Parametric Study

We �rst assess RT-SPnSA through a one-dimensional Fourier analysis and a test case we

found particularly di�cult to resolve during our testing. It is investigated whether the

angular order of theSPn equation or the anisotropy of the source scattering has any e�ect on

the acceleration. Also, with the way the �ux correction was implemented, it made it possible

to use non-matching RT orders for the SA. Essentially, this means that, for example, RT-0

can be applied to accelerate HODD/DG-1 or RT-1 with HODD/DG-2.

5.4.1 Numerical Fourier analysis using D RAGON 5

Fourier analyses are usually carried out analytically by starting with an error of the shape

given by Eqn. 5.13 and propagating this through the transport and synthetic acceleration

equations to obtain the eigenvalue equation and subsequently the spectral radius. However,
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for this work, this was done computationally using theDRAGON 5 code. The procedure is

essentially the same and is tedious only insofar as the amount of data to process. The results

presented in this section were run with the initial error containing even modes only (refer to

Eqn. 5.13); however similar results were obtained for odd modes (not presented).

This is carried out for a homogeneous one-dimensional test problem with domain,D = [0; L]

whereL = 10 cm, with vacuum on one end and re�ective boundary conditions on the other.

A constant unitary source was present throughout and the scattering ratio,c, was set to 0.99,

unless otherwise speci�ed.

The range of Fourier wavelengths investigated was! � = [0 ; 2�
L ). As this was done computa-

tionally, the range of values was discrete. We used 60 equally spaced discrete values in that

range. In our testing, increasing this discretisation did not yield di�erent results.

For mesh elements with a width greater than 1 MFP, the number of elements was kept

constant. The total cross-section,� , was changed from 1 to 100000 cm� 1 to vary the optical

thickness. However, for elements with spacing smaller than 1 MFP,� was kept constant at

1 cm� 1, and the mesh was steadily re�ned down. This was done in an e�ort to keep leakage

from a�ecting the results. This simulation setup was based on the work of Wang [57].

Finally, the calculation was allowed to run for four iterations for each Fourier wavelength,

and the eigenvalue calculated using

� ! � =

vu
u
t k� (� ) � � (� � 1)k

k� (� � 2) � � (� � 3)k
; (5.32)

where in this case� = 4. Note that, in the literature, there are various ways of computing the

eigenvalue numerically (see [75] and [69] for example) but Wang [57] seemed to suggest this

equation and letting the calculation run for a few iterations would be a way to reduce numer-

ical oscillations in the eigenvalue. And this is indeed what was observed in our simulations.

The Numerical Spectral Radius (NSR) is then given by

NSR = max( � ! � ) : (5.33)

The RT-SPnSA equation initially used was an RT-0SP1 with an isotropic source. At that

point, it was essentially equivalent to the di�usion equation and what was being tested was

the consistency of the Raviart-Thomas (RT) discretisation with either HODD or DG.

The spectral radius for the SA is given in Fig. 5.2 for di�erent angles for the HODD-0

spatial discretisation, as well as the spectral radius for the source iterationS2 problem. The
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unaccelerated NSR are exactly where we would expect withc = 0:99. For the accelerated

problems, even thoughS2 is wildly unstable, S4, S8 and S16 are all completely stable for all

mesh sizes. While this was very encouraging, oncec was increased to0:9999, more or less all

the test cases became unstable. For this reason,c was kept at0:99 and the quadrature atS8

in the rest of the presented numerical Fourier results.

Fig. 5.3 shows how the NSR varies when di�erent transport spatial discretisation orders

are tested. Various RT-k discretisations are tested for the same HODD/DG order,� . For

HODD-0, the RT-0 acceleration is already stable and increasingk is not helpful at all. For

the remaining orders, there seems to be a couple of trends emerging. First, RT-0 seems to

o�er more or less the same acceleration pro�le regardless of� . Also, except in the case of

linear transport discretisation (� = 1 ), RT-2 seems to consistently o�er a stable acceleration

at all mesh sizes. We repeated the same experiment withSP3, hopeful that the results would

be improved. This was, unfortunately, not the case: the results, while not exactly similar,

o�ered the same � and sometimes, even worse � instabilities around the same regions.

Finally, we were curious to see if using an anisotropic scattering source with theSPn equation

would make any di�erence when analysing an anisotropic problem. The problem investigated

was identical to the one so far but with an additional anisotropic scattering cross-section,

given by

� s;1 = �� � s;0 ; (5.34)

where �� = 0:99. The results are given in Fig. 5.4 and Fig. 5.5 where the SA is compared

when using either an isotropic or anisotropic scattering source with theSP1 equation. The

use of the isotropic scattering source in this anisotropic test case results in wildly unstable

acceleration. For example, in the case of HODD-0, the unstable peak is about 30 times higher

than in the isotropic test (Fig. 5.3), and RT-2 is not stable at all anymore. Fig. 5.4 and Fig. 5.5

show that while using an anisotropic source did not bind these spectral radii to make the

problem stable at all mesh sizes, the peaks were drastically reduced � as demonstrated on

the right-hand side images which show a zoom on they-axes.

5.4.2 2D-AIC test case

The benchmark that we were initially unable to make work with the synthetic acceleration (in

its prior state) was the2D-AIC one, described in Sec. 3.3.2. In fact, it was failing to converge,

and that was what prompted us to review the whole algorithms for the �ux correction and

surface �uxes. It seemed only �tting to retest it and see how it fares. We also present here,

for this more realistic test case, the impact, if any, of some of the parameters investigated
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Figure 5.2 Variation of spectral radii with mesh size in terms of Mean Free Path (MFP) for
the RT-SPnSA scheme using RT-0SP1 isotropic source. Di�erent SN angles for the HODD-0
test case are shown, as well as theS2 source iteration case.

for the numerical Fourier Analysis (FA). All results presented here are run using a quadratic

(� = 2 ) spatial discretisation, and usuallyS8 quadrature unless otherwise speci�ed

Fig. 5.6 shows the reduction in calculation time and number of inner iterations from the un-

accelerated to the accelerated simulation when using the `basic'SP1 isotropic source equation

but with di�erent RT- k schemes. All these plots have three data points for the accelerated

calculations � each corresponding to when the SA starts being applied. Indeed, it was known

from previous experiments that applying the SA after a few unaccelerated transport itera-

tions could be very bene�cial to the overall computation. We wanted to verify if that was

still the case and sought to quantify for how many iterations waiting would be helpful.

Interestingly, even though from the Fourier analysis, it was RT-2 that was the most stable, we

see here that RT-0 provides the most gains in computational timesand number of iterations.

While the higher time could be attributed to the higher computational cost of the RT-2

discretisation, one could have expected the number of iteration to be very similar. Instead,

for DGFEM, there is a di�erence of around 20-25%. Also, when the quadrature is increased

to S16 (see Fig. 5.7), the di�erence between RT-2 and RT-0 is much smaller as the SA now

represents a smaller percentage of the computation time.

Also, SPnSA seems to work better with DGFEM � at least in this case. We suspect that it

has to do with how the re�ective boundary surface �ux correction was implemented. HODD

and DGFEM de�ne the �ux di�erently on the boundaries. While HODD uses the closure

relationships (Eqn. 3.13 and 3.14), Eqn. 5.26 is more representative of the �ux for DGFEM.
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